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Kurzdarstellung
Diese Arbeit beinhaltet eine Reihe von Experimenten zur Rastertunnelmikroskopie (STM)
und -spektroskopie (STS). Diese wurden bei Tieftemperatur im Ultrahochvakuum an
einem in der Arbeitsgruppe Prof. Berndt an der CAU Kiel entworfenen Instrument
durchgeführt. Die Arbeit umfasst zwei Hauptthemenbereiche.
Den ersten Teil bildet eine Untersuchung der elektronischen Struktur der dekorierten
Silber-(111)-Oberfläche. Im Brennpunkt steht hierbei die Energieabhängigkeit der Lebens-
dauer von Quasielektronen in Shockley-Oberflächenzuständen. Um diese experimentell
zugänglich zu machen, werden durch Beschuss der Oberfläche mit Argonionen und
kontrollierten Spitze–Probe-Kontakt einatomar tiefe, einige nm durchmessende, sechs-
eckige und dreieckige Fehlstellenresonatoren erzeugt. Tunnelspektroskopie innerhalb
der Resonatoren ergibt eine Reihe von energetisch verbreiterten, gebundenen Zustän-
den der Oberflächenelektronen. Diese lassen sich gut mit einem zweidimensionalen
Potentialtopfmodell wiedergeben.
Die extrahierten Linienbreiten zeigen eine näherungsweise lineare Abhängigkeit
von der Bindungsenergie. Die zwei Hauptbeiträge sind die intrinsische Breite, die aus
Elektron–Elektron- und Elektron–Phonon-Übergängen erwächst, und verlustbehaftete
Streuung an den Rändern der Resonatoren. Eine Abschätzung der relativen Stärken
dieser Beiträge ergibt, dass für die Resonatoren der letztere den begrenzenden Faktor
für die Lebensdauer darstellt. Erst unter dieser Berücksichtigung ergibt der Vergleich
von verschiedenen experimentellen und errechneten Lebensdauerdaten aus der Literatur
ein konsistentes Bild.
Ergänzende Experimente auf derselben Oberfläche befassen sich mit künstlichen
eindimensionalen atomaren Ketten und Fehlstellenreihen. Aus den umgebenden Friede-
loszillationen lässt sich die Dispersionsrelation k(E) der Oberflächenelektronen ermit-
teln. Spektroskopie auf einatomaren Ketten weist eine Transmissionsresonanz bei 1.7 V
auf. Der Vergleich mit Oligomeren Agn, n≤ 3 ergibt eine sinkende Resonanzenergie bei
steigender Clustergröße. Die Fowler-Nordheim-Spektroskopie bei noch höheren Energien
gibt Aufschluss über den Verlauf der Tunnelbarriere. Insbesondere lässt sich relativ
zur unbedeckten Oberfläche eine Senkung der Austrittsarbeit auf atomaren Ketten
beobachten.
Der zweite Teil behandelt die Adsorptionseigenschaften des Moleküls Perylen-3,4,9,10-
tetracarboxyl-dianhydrid (PTCDA) auf den (111)-vizinalen Goldoberflächen Au(788),
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Au(433) und Au(877), bei Bedeckungen unterhalb einer Monolage. Die Substrate zeichnen
sich durch eine Vielfalt an Oberflächenstrukturen in der Größenskala des Moleküls aus.
Substratbereiche mit einer hohen Stufendichte begünstigen die Adsorption in Form
von Molekülketten entlang der Stufen, vornehmlich solcher des {111}-Stufentyps. An-
dere Substrate zeigen ungestörtes zweidimensionales Inselwachstum, in den von der
Au(111)-Grundoberfläche bekannten quadratischen und Fischgräten-Gitterphasen. Bei
ansteigender Probenspannung findet bei den Molekülen ein Kontrastübergang statt,
wobei die Übergangsenergie abhängig von der Phase um 0.35 V verschoben ist. Ei-
ne DFT-Modellrechnung identifiziert den Übergang mit dem niedrigsten unbesetzten
Molekülorbital (LUMO) und erklärt die Verschiebung mit der unterschiedlichen Bindungs-
stärke der Wasserstoffbrücken zwischen den Molekülen.
VAbstract
This thesis comprises a series of scanning tunneling microscopy (STM) and scanning
tunneling spectroscopy (STS) experiments. These were performed at low temperatures,
in ultra-high vacuum, on an instrument designed and built within the working group of
Prof. Berndt, at CAU Kiel. The thesis covers two main topics.
Firstly, the electronic structure of the decorated (111) face of silver is explored, with
a special focus on the energy dependence of quasielectron lifetimes in Shockley surface
states. These are made experimentally accessible by constructing resonators in the shape
of monatomically deep hexagonal and triangular surface vacancies. A few nm across,
these are created by argon ion bombardment and controlled tip–substrate impacts.
Within the resonators, STS shows the surface electrons confined to a series of broadened
standing wave states. These are found to be described well by a particle-in-a-box model.
The linewidths show an approximately linear increase with binding energy. The two
main contributions identified are the intrinsic linewidth, due to electron–electron and
electron–phonon interaction, and lossy scattering at the resonator boundary. An estimate
of the relative strength shows that for the resonators, the latter is the limiting factor for
lifetime. With this result, comparison of various previously published experimental and
calculated lifetime data yields a consistent picture.
Supplementary experiments on the same surface concern artificial one-dimensional
atomic chains and vacancy rows. Study of the surrounding Friedel oscillations yields ac-
cess to the surface state dispersion k(E). Spectroscopy reveals a transmission resonance
peak at 1.7 V on the monatomic chain. Comparison to adsorbed oligomers Agn, n≤ 3
shows a decrease in energy with increasing cluster size. At even higher energies, Fowler-
Nordheim spectroscopy allows access to the shape of the tunneling barrier. Specifically,
the sample work function is found to be reduced on the nanostructures, relative to clean
Ag(111).
The second part explores the adsorption characteristics of submonolayers of the
perylene-3,4,9,10-tetracarboxylic-dianhydride (PTCDA) molecule on the vicinal gold (111)
surfaces Au(788), Au(433), and Au(877), known for several structural features at the
molecular scale. Substrate areas with a high step density are found to prefer formation of
molecular chains along the steps, with a strong preference of {111} type steps. Otherwise
undisturbed island formation in the herringbone and square phases known from Au(111)
is seen, with a substrate-influenced lattice orientation. With increasing sample bias,
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the molecules were found to undergo a contrast transition in STM, at an energy that
is shifted by 0.35 V between the two phases. A DFT model calculation suggests that
the transition energy correlates to the LUMO, and the shift is due to a variation in
intermolecular hydrogen bond strength.
VII
Preface
My STM and STS efforts encompass multiple broad topics, all of which have come to
fruition in the form of articles, or parts thereof, in peer-reviewed journals. These results,
and some additional unpublished ones, are compiled here. Additionally, I have included
a detailed description of the instrumental setup and operating techniques, with a special
emphasis on the properties of the lock-in amplifier, an invaluable tool in STS.
The first part deals with the confinement of Shockley surface states [210] on a
Ag(111) surface within closed resonators on the nanometer scale, constructed out of
monatomic surface steps. The main focus lies on modeling the resulting bound states of
the quasielectrons and gaining access to their mean lifetimes.
Related experiments have previously been done by Li et al. [142], for upward steps
(island resonators). It is known that ion bombardment of the same surface allows to
easily create hexagonal vacancy resonators (downward steps) [163, 197], and these
complementary structures are excellent candidates for continuing this line of inquiry,
examining the influence the step type has on the confinement. This also provides
continuation of my diploma research [108], that aimed to reproduce the results of Li et
al. on the newly home-built instrument, in order to test its function and capabilities.
A variety of vacancy resonators are characterized by STM and point spectroscopy,
and the linewidths and lifetimes of the bound states are extracted, both by a individual
peak-fitting approach and from a more general particle-in-a-box model. These lifetimes
are compared with previous data, from hexagonal islands [142], quantum corrals [29,
122], single and double steps [31, 32], and theoretical results [58, 231]. The apparent
initial disagreement between these sources is addressed by ascertaining the relative
contributions of the individual possible decay paths, in order to provide a more unified
picture.
Another experiment dealt with the deposition of small clusters Agn, n ≤ 3 from
the substrate-covered tip, by controlled contacts [145]. The electronic structure of the
deposited oligomers is compared to previous results on other materials [64, 133, 173],
where a downward shift of a transmission resonance peak with cluster size is seen. As
an offshoot, the substrate damage incurred by stronger tip indentations may give rise
to artificial surface structures such as perfectly triangular vacancy islands, and atomic
chains and trenches. The former are used to complement the lifetime studies above,
while the latter are examined for transmission resonance, surface state dispersion, and
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tunneling barrier measurements.
The second part of my work focused on the self-assembly of molecular monolayers. In
a time where organic semiconductors are rapidly making the transition from laboratory
specimens to the consumer goods industry, insights on the arrangement and properties
of molecular films, as they are grown in a top-down fashion, promise broad technical
relevance.
As organic semiconductors go, the robust planar molecule PTCDA is a preferred
model system, into which much research interest has previously been focused. Here,
the idea is to influence its adsorption behavior by choosing vicinal Au(111) substrates
[12], which can be considered variants of the base surface (whose PTCDA adsorption
behavior has previously been well characterized [39, 205]), introducing an additional
one- or two-dimensional periodicity at the size scale of the molecules [201]. This allows
to ascertain which geometries of step arrays, refaceting, and reconstruction modify the
make-up of a PTCDA film.
An available transition metal dichalcogenide (TMDC) crystal, 2H–NbSe2, provides a
radically different substrate with another type of surface periodicity beyond the atomic
lattice scale, in the form of a charge-density wave (CDW) instability [169], the influence
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1Chapter 1
Introduction
As the name implies, the scanning tunneling microscope (STM) combines two experi-
mental procedures to provide a device capable of imaging at small scales: real-space
two-dimensional scanning and measurement of a current due to quantum mechanical
tunneling of electrons.
Preceding quantum theory, the tunnel effect was experimentally observed in field
emission and radioactivity experiments. First formulations of the discovery of the effect
were presented by Hund in 1927 [102], in the context of molecular isomerism, and
Gamov in 1928 [73], as a mathematical explanation for alpha decay. Experimental results
of tunneling across solid body interfaces were presented in the 1960s by Giaever and
others in the context of metal–insulator–metal sandwich structures [76]. These catalyzed
the development of a body of theoretical models and methods that would, twenty years
later, serve as the foundation of STM theory.
Experimental progress toward STM has been accomplished at NIST, in the 1970s:
Imagery by means of scanning a probe across a sample region was previously obtained
by the STM’s direct developmental precursor, the Topografiner [241] presented by Young,
Ward and Scire in 1972. In this device, probe–sample interaction was mediated by field
emission rather than by the quantum mechanical tunnel effect. Tunneling across a
controllable vacuum gap was realized by Teague in 1978 [223]. In 1981, Binnig, Rohrer,
Gerber, and Weibel merged the concepts of vacuum tunneling with an adjustable gap
[20] and a scanning probe, to present the Scanning Tunneling Microscope [19]. The
scanning tunneling microscope, for the first time, allowed a nanoscopic glimpse into the
world of solid body surfaces, realizing a long-held desire to directly visualize discrete
structures on an atomic scale. The potential of the device was demonstrated early on,
when it resolved the long-standing structural mystery of the Si(111)–7×7 reconstruction
[21, 53]. The invention earned Gerd Binnig and Heinrich Rohrer the 1986 Nobel Prize in
Physics. The palpable real-space nanoscopic imagery of STM provided a stark contrast –
and a welcome complement – to the plethora of modern approaches to measure atomic
structure indirectly, such as electron diffraction and grazing incidence X-ray scattering.
Since then, the realm of scanning probe methods has been constantly expanding
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in both breadth and depth, ranging from custom-built laboratory setups to standard
instruments available from a multitude of commercial vendors, supplying thousands of
installations in the fields of physics, chemistry, microbiology, and others.
Many variant techniques based on STM have been developed. Exploring the point
spectroscopy capabilities of the STM afforded a uniquely localized method for probing
the electronic structure of conducting surfaces [208], supplementing spectroscopy
techniques averaging over extended surface regions, such as photoelectron spectroscopy.
Video-STM employs ultra-fast scanners designed to visualize the temporal progress of,
e.g., diffusion processes, at frame rates of multiple images per second. Light emitted
from the tunneling junction allows to locally study electronic relaxation processes [45,
113]. Spin polarized STM uses probes coated with a magnetic material and allows
spin-sensitive imaging of magnetic surface phenomena, such as the exact geometry of
domain wall boundaries, and switching of magnetic particles [24, 237].
In the related technique of atomic force microscopy (AFM), presented in 1986 by
Binnig, Quate, and Gerber [18], the interaction between sample and probe is mediated
by the forces present between them, instead of a tunneling current, thereby extending
scanning probe methods to non-conducting surfaces.
1.1 The one-dimensional rectangular barrier
The interaction of a free electron with a rectangular potential barrier is a classical
textbook topic [214] that can serve as a simple model for the treatment of a tunneling
problem. The potential is parametrized by its width z0 and barrier height U0,
U(z) :=
⎧⎪⎪⎪⎪⎨⎪⎪⎪⎪⎩
0 for z < 0
U0 for 0< z < z0
0 for z > z0.
(1.1)
The wavefunction of an electron within this potential is calculated using the one-





and the solution depends on the relation between barrier height and particle energy E.
In the case E < U0, the barrier is classically impenetrable. The solutions to (1.2) are free
electron waves outside of the barrier, with a wavenumber k := √2meE/ℏ, and behave
exponentially within, with a decay constant  := √2me(U0−E)/ℏ. The local solutions
left, inside, and right of the barrier, respectively, are
ψ(z)=
⎧⎪⎪⎪⎪⎨⎪⎪⎪⎪⎩
ψ1(z) := aexp(ikz)+ r exp(−ikz) for z < 0
ψ2(z) := c exp(−z)+dexp(z) for 0≤ z ≤ z0
ψ3(z) := t exp(ikz)+bexp(−ikz) for z > z0.
(1.3)




Figure 1.1 – Tunneling through a rectangular barrier
(gray) whose height exceeds the electron energy. The solu-
tion is calculated for k = 2π/z0 , T = 1/16, for an outbound
wave on the right hand side (see text). The wavefunction
(blue) is oscillatory in the allowed regions outside the barrier
and decays exponentially inside. Most of the incident part of
the wavefunction (red) is reflected at the barrier.
Joining them in a way that both the global solution and its derivative are continuous,
then eliminating the coefficients inside the barrier, c and d, yields expressions for t and






























For the tunneling problem, it is assumed that the wave is incident from the left only,
hence a ̸= 0, b := 0. Transmission and reflection probabilities can be obtained from the
coefficients for the transmitted (outbound right) and reflected (outbound left) wave, t



































= 1−T . (1.7)
For suitably high and wide barriers, z0 ≫ 1, (1.6) can be approximated, and the trans-










For shallow barriers, where Uo<E, the solutions remain oscillatory inside the barrier, with
a wavenumber γ := √2me(E−U0)/ℏ. The calculation of T and R proceeds analogously,
and the solutions above can be reused with  :=−iγ. In contrast to the classical case,
where T ≡ 1, the transmissivity is slightly oscillatory in character.
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1.2 The tunneling current
An analytical solution of the tunneling problem is only viable for very simple potentials.
Tunneling through an arbitrarily shaped potential barrier U(z) can be treated using the
semiclassical WKB method. This technique [105] was introduced by Wentzel, Kramers,
and Brillouin [30, 125, 236] to obtain approximate solutions for the Schrödinger equa-
tion. These solutions are characterized by constant amplitude and varying phase in
the classically allowed regions, and constant phase and varying amplitude within the









for the tunneling probability of an electron of energy E through a potential barrier
U(z) > E, 0 ≤ z ≤ z0. The actual shape of the potential barrier depends on the work
functions ΦT , ΦS for the two electrodes, and an externally applied voltage V between
them. Neglecting the influence of the image potential (see section 4.3), the barrier takes
on a trapezoidal shape [211]. The energy levels involved in this calculation are illustrated




)+ (ΦS −ΦT −qeV) zz0 . (1.10)
The integral in (1.9) is approximated by a rectangular barrier with an apparent height









With this and (1.9), a tunneling probability of











Densities of states. Additionally, realistic calculations of the tunneling junction need
to take into account the electronic structure of the electrodes. In the context of metal–
insulator–metal junctions, a many-body approach was proposed by Bardeen in 1961 [9],
that is also applicable to elastic vacuum tunneling. The occupation of electronic states in
1For a typical metal–vacuum–metal tunneling setup, realistic values of qeV ≪ ΦT ≈ ΦS ≈ 4.5 eV yield a
κ−1 around 0.09 nm. Under such conditions, the tunneling current changes by almost an order of magnitude
when varying the tip z position by just a tenth of a nanometer.




























Figure 1.2 – Schematic energy diagram of the tunneling junction, after Simmons [211]. (a) The
graphs represent densities of states of tip (ϱT, left) and sample (ϱS, right), filled up with electrons
up to their respective Fermi energies EFT, EFS (colored regions). The distances between Fermi and
vacuum levels are given by the work functions, ΦT and ΦS . The spatial shape of the tunnel barrier
(in trapezoidal approximation) is shown in the center of the image (gray region). At zero bias
voltage, tip and sample Fermi energies are identical. (b) A positive sample bias V results in a
relative shift of Fermi levels, giving EFT = EFS+qeV . Elastic tunneling is possible in the energy
range between the two Fermi levels, where occupied tip states and unoccupied sample states are
matched up across the junction. Higher energies contribute more strongly to the total tunneling
current (arrows). They have a higher transition probability, as they face a lower apparent height
of the tunneling barrier. (c) Likewise, a negative sample bias results in a relative shift in the
opposite direction, allowing a corresponding electron flow from occupied sample states to vacant
tip states.
both tip and sample, as a function of electron energy E, is governed by the Fermi-Dirac
distribution F , which is given by
F(E)= 1
1+ exp((E−EF)/kBT ) . (1.13)
Thus, given a density of tip states ϱT , the density of occupied tip states ϱTo at a given
energy ET (and that of occupied sample states at ES accordingly) can be calculated by
ϱTo(ET )= ϱT(ET )F(ET −EFT)
ϱSo(ES)= ϱS(ES)F(ES −EFS).
(1.14)
Likewise, the densities of unoccupied tip and sample states at the same energies are
given by
ϱTu(ET )= ϱT(ET )F¯(ET −EFT)
ϱSu(ES)= ϱS(ES)F¯(ES −EFS),
(1.15)
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with the inverse Fermi-Dirac function,
F¯(E) := 1−F(E)= F(−E). (1.16)
For elastic tunneling processes, ES and ET must be equal. Additionally, when an external
sample bias voltage is applied, the energy levels shift as in fig. 1.2b,c, giving
ES −EFS = ET −EFT +qeV =: ϵ. (1.17)
The current contributed by electrons tunneling elastically from tip to sample can be






EFT −qeV + ϵ
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ϱS(EFS+ ϵ)F¯(ϵ)T(z0,V ,EFS+ ϵ)dϵ.
(1.18)












ϱS(EFS+ ϵ)F(ϵ)T(z0,V ,EFS+ ϵ)dϵ. (1.19)
In the limit of low temperatures, the Fermi-Dirac distribution approximates a step





1 for E < EF
1
2 for E = EF











g(ϵ)dϵ for E0 < E1
0 for E0 ≥ E1.
(1.21)
Hence, in the low temperature limit, the currents are given by
IT→S =







EFT −qeV + ϵ
)
ϱS(EFS+ ϵ)T(z0,V ,EFS+ ϵ)dϵ for V < 0
0 for V ≥ 0. (1.23)
It follows that regardless of the polarity of V , the expression for the net tunneling
current is





EFT −qeV + ϵ
)
ϱS(EFS+ ϵ)T(z0,V ,EFS+ ϵ)dϵ. (1.24)
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Lateral resolution. In the preceding sections, the developed theory has been strictly
one-dimensional. Hence, it makes no statements regarding the relationship between
the tunneling current and the lateral geometry of the tip–sample junction. A seminal
treatment of this problem was presented by Tersoff and Hamann in 1983 [224], and is
briefly outlined below.
The current between tip and sample is calculated according to Bardeen’s tunnel
matrix element formalism [9]. In this, the electronic structures of isolated tip and
sample are considered. The interaction is calculated from the overlap of the undisturbed
wavefunctions. This involves integrating the current operator across a surface within
the gap separating tip and sample. The exact topography of this boundary surface is
not relevant, as long as it lies well within the evanescent regions of both tip and sample
wavefunctions.
The surface electronic structure is expanded in terms of Bloch functions. The tip
model is restricted to a locally spherical apex. As the tip states are generally not known,
its electronic structure is modeled using radially symmetric wavefunctions. The tunnel-
ing current is then roughly proportional to the electron density of the noninteracting
sample at the center of the tip curvature.
The lateral resolution obtainable in practice, however, is significantly finer than the
tip apex. A method of considering further tip states within the same framework is given
by Chen’s derivative rule [37].
1.3 The differential tunneling conductance
The differential conductance is defined as the derivative of the net tunneling current
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The main objective of STS is the recovery of the sample LDOS from this expression.
Various methods have been devised to this end [123, 219, 227, 243]. The three terms
making up (1.25) can be considered individually. The third term in (1.25) contains ϱS at
the energy qeV , multiplied by the constant ϱT(EFT). This means that when the other
two terms can be eliminated, the density of sample states remains, although weighted
with the exponentially (and thus, monotonously) increasing transmission probability.
The first term in (1.25) varies when different tip and sample states are matched up
energetically, while they undergo a relative energy shift due to the sample bias (see fig.
1.2). It contains the energy derivative of the density of tip states. Therefore, it vanishes
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when ϱT is constant. This can be worked toward by the choice of suitable tip material
preparation techniques.
The second term reflects how a change in the bias voltage affects the transmission
probability via the effective height of the tunneling barrier. A detailed discussion of
this term, and a method to correct for it, were given by Koslowski et al. [123]. For bias
voltages well below the effective barrier height,
⏐⏐2qeV⏐⏐≪ ΦT +ΦS , the decay length


















Hence, the second term in (1.25) is roughly proportional to the tunneling current (1.24)
itself. In principle, since the tunneling current can be acquired simultaneously, this term
can be compensated for. There is, however, a dependence on the potential barrier shape,
the work functions ΦT , ΦS , and the effective tunneling gap, z0.
Without such a correction, this term still conveys a monotonous background which
is smooth and structureless in voltage ranges where there are no abrupt variations in
density of sample states. Its presence does not preclude a qualitative interpretation of
spectral features, although such a background may energetically shift certain features
[123, 134, 243].
1.4 STM operating modes
Even a basic STM is a versatile instrument that can be operated in a variety of lateral
scanning and point spectroscopy modes, exploring the tunneling gap properties in I(V),
I(z), z(V), and their derivatives. The following common modes of operation were used
in this work.
Topography. In principle, the geometric structure of the sample can be assessed by
scanning the tip across the surface, and monitoring the tunneling current. As shown in
(1.12), the current has an exponential relation to the gap separation, hence a high current
corresponds to elevated surface areas, and a low current to depressions.
In practice, the range of permissible surface elevations is severely restricted. At too
large gap separations, the exponentially decreasing current falls below the detection
limit. If the elevation of a surface feature exceeds the initial gap size, an uncontrolled
and potentially destructive tip–sample contact will result. Additional disturbances may
result from nonlinearities in the piezo response, and mismatch between sample and
scan planes.

















Figure 1.3 – Scanning in topography mode.
As the tip is moved laterally across the surface
at a constant z position, the tunneling current
varies exponentially with the local gap separa-
tion (blue curve). The sample corrugation is
reflected in the current signal, albeit at low z
range and linearity. If a feedback loop adjusts
the tip z position, maintaining a constant cur-
rent, the z control signal follows a trajectory
of constant integral LDOS (red curve, see text).
This allows to map the surface topography of
highly corrugated samples.
Due to this, measurements of the sample topography are customarily done with an
activated z(I) feedback loop that adjusts the tip z position in order to keep the tunneling
current constant. If this is done, the corrugation of the sample can be recovered from
the z control signal. At predetermined points during the scan (typically forming an
equidistant grid), the tip z position (or the feedback loop output) is sampled. A two-
dimensional contour image is then constructed from the sampled data points.
Strictly speaking, the notion of an exact topographic boundary of a surface is invalid
in quantum mechanics. This operating mode generates a map of z positions where the
tunneling current is equal to a specific setpoint value. As shown in (1.24), assuming a
suitable tip, this corresponds to a contour where the integral (from the Fermi level up to
the selected sample bias voltage) over the density of states (weighted by the tunneling
probability) is constant.
Constant height spectroscopy. Another frequently performed task is the acquisition
of a constant height dI/dV spectrum, in order to probe the local density of states of the
sample. This can be done in a standalone fashion or as a part of an ongoing lateral scan,
in which the tip movement is paused and acquisition is triggered at specified points.
To acquire a constant height spectrum, the feedback loop is suspended, and both the
lateral position of the tip and the tip–sample distance are held fixed. The sample bias is
then ramped across the desired voltage range. During the ramp, a series of values for
the tunneling current can be sampled. As demonstrated in (1.25), the derivative of the
I(V) curve corresponds to the local density of states. However, a numerical derivative of
a current curve tends to over-emphasize high frequency noise present in the spectrum.
To overcome this, the derivative of the tunneling current, dI/dV , is measured using
a lock-in amplifier. A small sinusoidal modulation is added to the bias voltage, and the
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spectral component of the tunneling current at the modulation frequency is detected,
while performing the ramp. Details for this technique are given in appendix A. Before a
set of measurements, the lock-in phase is adjusted with the tip retracted, to eliminate
the capacitive response.
At each data point, the voltage is maintained for a specific dwell time, in order for the
lock-in amplifier output to settle. After this, the lock-in output is recorded, along with
bias voltage and tunneling current values. For further processing, rescaling to physical
quantities and normalization may have to be performed, described below. To improve
signal quality, oversampling may be employed at each data point. Additionally, several
spectra are typically acquired sequentially at the same lateral position, to be averaged
later. The feedback loop can then be engaged briefly between spectra, to reposition the
tip and account for thermal drift and piezo creep effects2.
Constant current spectroscopy. If the z feedback loop is kept active during spec-
troscopy, the resulting spectra are called constant current spectra. The tip–sample
distance is varied at each data point, usually increasing monotonously with the absolute
value of the sample bias.
Due to the variable gap during the spectrum, the obtained spectra are more difficult
to interpret in physical terms. However, constant current spectroscopy can be advanta-
geous when measuring across large voltage ranges. Since the I(V) curve often has an
exponential behavior, constant height spectroscopy may exhaust the input ranges of
transimpedance and lock-in amplifiers. As a drawback of the constant current method, if
the voltage range crosses or approaches zero, the feedback loop, while trying to maintain
the target current, may drive the tip into uncontrolled physical contact with the sample.
Hence, constant current spectroscopy is usually restricted to one side of the voltage axis,
probing either occupied or vacant states during a single run.
Differential conductance mapping. The lateral scanning from the topography mode
can be combined with the detection of the local density of states. Scanning on a fixed
plane is problematic for most surfaces, due to the risk of tip–sample contacts, and the
small z range in which the signal is detectable. This means that differential conductance
maps are usually taken with activated feedback loop, in constant current mode.
Typically, several maps are acquired in sequence, with one setting for the sample
bias per image, or occasionally, a single image with one voltage per scanline. The maps
show the spatial distribution of the local density of states or, more exactly, the relative
contribution of sample states at the bias energy to the total tunneling current.
Offset correction. The signal path may induce both current and voltage offsets. These
may be catastrophic if undetected, as a voltage offset results in an unwarranted artificial
energy shift of spectral features. Furthermore, once a measurement is finished, the
2The magnitude of these effects can be ascertained, e.g., by reversing the ramp direction and comparing
the resulting spectra.










Figure 1.4 – Offset correction example for constant height current spectra (simulated data).
(a) If an I (V ) curve misses the zero point, this cannot be unambiguously identified as a bias or
current offset. (b) The tunneling gap is manually varied during a series of spectra. The real zero
point is located where the line bundle intersects.
datasets cannot be unambiguously corrected for these offsets. Hence, care must be
taken to detect and eliminate such offsets during the measurement.
If a constant height I(V) curve shows a nonzero current at zero bias, this indicates
a problem, but gives no indication if this is due to an offset in bias, current, or the
interplay of both (see fig. 1.4a). Even if the intercept current is zero, a coincidental
canceling of bias and current offset effects cannot be ruled out.
To independently determine bias and current offsets, the width of the tunneling
gap is manually varied while acquiring a series of spectra. This produces a bundle of
differently sloped curves that should, disregarding noise, meet in a single point (see
fig. 1.4b). Offset correction may then be applied to move this point to zero bias, zero
current. After that, measurements can commence for as long as these offsets are stable
for, e.g., thermal drift, while regularly rechecking.
Rescaling to physical quantities. The output signal of a standalone lock-in amplifier
is given in volts, relative to full scale, and depends on the specific amplifier model, range
and sensitivity settings. While this may be sufficient for a qualitative overview of spectral
features, the recorded output needs to be normalized in order to recover a meaningful
physical quantity.
In the case of constant height spectroscopy, normalization can be performed when
tunneling current and dI/dV signals are acquired simultaneously, as is usually the case.
The tunneling current itself is acquired in absolute physical units, and while the dI/dV
may in principle be obtained by numerical differentiation, noise typically precludes
a accurate normalization on this basis. However, the inverse approach can be used.
Assuming the lock-in output is given by a scaled multiple m of the real dI/dV signal,
plus a constant offset from, e.g., imperfect phase setting,
Dmeas. =mDphys.+D0, (1.28)
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this can be numerically integrated, giving a synthetic current signal
Isynth. =mIphys.+D0V + I0 ≈mImeas.+D0V + I˜0. (1.29)
By fitting this re-synthesized current to the measured signal, the coefficients m and D0
are obtained, and by inserting those into (1.28), the dI/dV signal in absolute physical
units (e.g., in Ω−1). In constant current measurements, this technique is unavailable.
Normalization. As stated above, the density of sample states ϱS in (1.25) (first term) is
weighted by the transmission probability, which is dependent on both the sample bias
and the effective gap width. This distorts the relative amplitudes of spectral features,
obstructing the comparison of spectra taken with different gap geometries. To correct
for this effect, several different approaches have been developed. Feenstra et al. have













instead [62]. Starting from the expressions for current and differential conductivity,












































Of these two terms, the second one is a background term, which is roughly linear in V .
For the first term, it is argued that the transmission coefficients in the integral cancel
since, at sufficiently small sample bias, they grow similarly with both z0 and V . As their
ratio approaches 1, the denominator approximates the average sample LDOS within the
voltage range.
Hence, disregarding the background term, this procedure normalizes the spectra
relative to integral LDOS, giving a dimensionless quantity. Note that, by definition,
the obtained curves have a value of 1 at the Fermi level. The technique is only an
approximation and fails to improve accuracy of results in certain circumstances [97].
Furthermore, in practice, given any level of input noise or offset, these errors are greatly
amplified near the Fermi level, where the denominator in (1.30) is close to zero. Note that
this problem disappears if instead of the measured current, the re-synthesized current
(1.29) obtained from numerical integration of the properly scaled dI/dV signal is used.
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1.5 Description of the instrument
The instrument used in the measurements presented in this work is a custom-built
low-temperature ultra high vacuum scanning tunneling microscope, described in detail
in ref. [95]. The instrument consists of two main vacuum vessels, designated preparation
chamber and analysis chamber. To transfer parts into and out of the evacuated system,
a smaller load lock chamber is connected to the preparation chamber. The chambers
are separated by manually actuated vacuum gate valves and connected by manually
operated linear magnetic motion drives.
To decouple the system from mechanical vibrations, it is mounted on profiled struts
resting on a set of four air-damping springs3. These, in turn, are placed in a basement
room, on a section of floor excised from the building’s foundation.
Bulk evacuation is provided by a set of three turbomolecular pumps4. Their pre-
vacuum outlet is connected via corrugated hose to a buffer vessel in an adjacent room,
that is evacuated by several rotating vane vacuum pumps5. Analysis and preparation
chambers are each fitted with a titanium sublimation pump6 and an ion getter pump7,
separable from their respective chambers by valves. The pressures are monitored by
cold cathode gauges8 inside the three chambers, and Pirani gauges9 on the pre-vacuum
side.
The preparation chamber is equipped with the following facilities:
• A linear magnetic motion drive dedicated to sample movement within the chamber
during preparation.
• A wobble-stick manipulator10.
• A ‘carousel’ with 16 receivers for storage of temporarily unused components.
• A sputtering ion source11.
• A leak valve12 for the sputtering gas supply.
• A heating station with a fixed filament and electrical connectors.
• A top-mounted receiver for an evaporator.
3Stabilizer I-2000, Newport Corp., Irvine, CA, USA
4TMU261 and TMU071P, Pfeiffer Vacuum GmbH, Asslar, Germany
5DUO 10 and DUO 5, Pfeiffer Vacuum GmbH, Asslar, Germany
6VACOM, Jena, Germany
7Meca 2000, Vernouillet, France
8IKR270, Pfeiffer Vacuum GmbH, Asslar, Germany
9TPR265, Pfeiffer Vacuum GmbH, Asslar, Germany
10WM40-150, SemiSupply AG, Walchwil, Switzerland
11ISE 5, Omicron Vakuumphysik GmbH, Taunusstein, Germany
12ZLVM940R, Thermo Electron Corp., Hastings, UK




























































































































































































































































































































































16 CHAPTER 1. INTRODUCTION
• A quartz balance13 mounted on a linear feedthrough, that can be moved into the
evaporator’s field of vision.
• A Low Energy Electron Diffraction (LEED) apparatus14, with top-mounted electron
source and screen.
• An Auger electron spectrometer15.
• A quadrupole mass spectrometer16, for leak detection and residual gas analysis.
Tip holders, samples, filaments and miscellaneous components to be transferred around
the experiment are mounted or plugged on standardized stainless steel carriers. These
exist in bulk metal and insulated two-terminal varieties and contain pairs of holes of
standard caliber [80]. All manipulators, preparation and analysis stations and the STM
proper provide prongs, with pairs of pins fitting these holes.
Cooling in the analysis chamber is provided by a custom-designed cryostat17. It
consists of an outer vessel with a capacity of 15 l, and an inner vessel with a capacity of
4 l. They are separated by a shield that is cooled by the evaporated coolant from the
inner vessel. For low-temperature operation, the outer vessel is filled with liquid nitrogen,
and the inner vessel can be filled with liquid helium or liquid nitrogen, depending on
experimental requirements. The inner vessel is furthermore isolated from external
vibration as it is top-mounted on a supporting plate, which is positioned on three
vibration isolation mounts18, and otherwise connected to the instrument by a flexible
metal bellows.
Below the cryostat, the shielding containment for the STM proper is situated, consist-
ing of two fixed shields, and two that can be rotated in tandem, using the wobble-stick.
Each of the shields contains a rectangular opening, making the STM accessible to the
wobble-stick, when the shields are suitably turned. Another set of openings allows expo-
sure of the sample to an electron beam evaporator19, for low-temperature preparation.
The STM body consists of a circular base plate, with three vertical struts that support
a top railing, and contain eyes for mounting of metal springs. During operation, the STM
body is suspended on these springs to further decouple it from vibration. Otherwise it
is depressed into cooling contact, i.e., into a solid copper receptacle on the bottom of
the containment, by screwing a triad of top-mounted rods onto the top railing.
The STM itself is of the slider type, and is an adaptation of a previous design
described in ref. [72]. The coarse approach is done by a slip–stick system, shown in
fig. 1.7, consisting of three hollow tube piezos b , which are glued horizontally into
brackets on the base plate. They are contacted by an inner electrode, and an outer
13IL150, Intellemetrics Ltd., Glasgow, UK
14ErLeed, SPECS GmbH, Berlin, Germany
15ESA 100, Staib Instrumente GmbH, Langenbach, Germany
16VacScan 100D, Spectra SensorTech Ltd., Crewe, UK
17Cryovac GmbH & Co. KG, Troisdorf, Germany
18VIBRAPLANE Model 1206, Kinetic Systems, Inc., Boston, MA, USA
19EFM 3, FOCUS GmbH, Hünstetten, Germany
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a Base sapphire plate
b Coarse approach piezo
c Titanium ring
d Slider sapphire plate
e Slider






Figure 1.7 – Slip–stick coarse approach system. Movement of the slider is done with three
segmented tubular piezos. Sapphire plates are mounted on the contact areas, providing heat
transport, electric insulation, and low friction.
















Figure 1.8 – The scan head assembly. The scan head components are glued together and
clamped to the base body.
electrode segmented into parts, left and right. Wires are attached to these electrodes
with conductive epoxy resin. Titanium rings c are glued to the front ends of the piezos.
The slider e has sapphire plates mounted on the bottom d , with which it rests on
the rings. Below the rings, on the base plate, an additional set of sapphire plates a is
situated, to support the loaded piezos and to improve heat transport from the slider.
The slider can be arrested in a fully retracted position by a screw, for a sample change
or initial cooldown, or rest freely on the coarse approach piezos during the experiment.
By applying a suitable voltage waveform to the individual electrodes, the slider can then
be moved longitudinally and laterally, or rotated [108].
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The scan head assembly is shown in fig. 1.8. The scan head D is a tubular piezo
with an inner and an outer electrode, the latter being segmented into four quadrants.
Alignment, active length, and material of coarse and scan piezos are designed to match,
minimizing the effects of linear thermal expansion. For a discussion of the quantitative
deflection and the nonlinearity of the scan head, see ref. [108].
The back part of the piezo is glued to a pod C clamped to the base plate. Onto
the front part, in sequence, a titanium shielding ring E , an insulation ring F and the
tip receiver G are glued. The latter contains a threaded hole for a locking screw, and
a frontal hole for the tip holder. The tip holder H consists of a rotational assembly
suitable for insertion and transport via a clamp, and a base. To join a tip to its holder,
the tip is placed onto the base, and arrested there by spot-welding a piece of tantalum
foil across.
1.6 Electronics
To convert the tunneling current into a voltage suitable for acquisition, a transimpedance
amplifier20 is connected to the current output. To minimize noise pickup, the amplifier
is directly connected to the vacuum feedthrough on top of the cryostat assembly. It
provides selectable amplifications of 103 . . .109 VA−1 in low-noise mode, and up to
1011 VA−1 in high-sensitivity mode. They can be remotely selected from the operator’s
room, using a custom-built interface.
The STM is connected to a commercial controller setup21, consisting of a monolithic,
rack-mounted unit, a breakout box providing additional analog BNC connectors, a data
acquisition card22 for the PCI bus of a connected PC, and a software package. The
system is of a hybrid analog–digital design, governing generation of X, Y, Z positional,
bias voltage, and spectroscopy ramp signals, digital acquisition of tunneling current,
Z position and auxiliary signals (such as lock-in amplifier output), and mixing in of
externally supplied voltage and Z position modulations.
The feedback loop can operate in linear and logarithmic modes, selectable by front
panel switch. Current setpoint and gain can be set via front panel potentiometers. The
feedback generator output can further be reset to zero (via front panel switch), held or
set to a specific value (in software).
For the generation of X and Y piezo signals, base offsets can be set via front panel
potentiometers. Onto this, the output from the internal DSP scan generator is added.
Also, a hardware slope compensation system is provided, allowing to add scaled copies
of the X and Y outputs onto the Z signal, to minimize load on the feedback loop and to
make best use of feedback ADC headroom.
20DLPCA-200, FEMTO Messtechnik GmbH, Berlin, Germany
21SPM 1000, RHK Technology, Inc., Troy, MI, USA
22DT3016, Data Translation, Inc., Marlboro, MA, USA
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To generate the Z scan signal, the unit provides fine (×1) and coarse (≈×9) Z offset
potentiometers to select a signal floor. The Z output is then the sum of these values, the
output of the slope compensation circuit, and the output of the feedback generator.
A lock-in amplifier23 is used to acquire the differential conductance signal. This
is a DSP-based digital device that contains a signal generator to provide sinusoidal
modulation signals, with amplitude and frequency freely selectable. This signal, an
externally provided one, or higher harmonics thereof can be used as a reference for
demodulation. On the input side, the device can simultaneously process in-phase and
quadrature signals. The demodulation filter has a selectable roll-off of 6 . . .24 dB/oct.,
and an adjustable time constant above 5 ms. The latter is implemented as a cascade of
first-order exponentially-weighted moving average filters, and the selected time constant
corresponds to a single 6 dB stage (see appendix A).
Depending on the type of spectroscopy required—I(z), I(V), or z(V)—the signal
input is taken from the the transimpedance amplifier output or the z positional feedback
monitor signal, while the modulation output is connected to the z position modulation
input or the bias modulation amplifier. The latter is a home-built external amplifier that
sums the auxiliary output used for the voltage ramp (×1) and the lock-in modulation
signal (×0.01). This sum is connected to the V modulation input. For the slip–stick
coarse approach, a home-built controller unit is used, which synthesizes suitable high
voltage waveforms for the coarse approach piezos, to move and rotate the slider in the
x–z plane. A detailed description of this unit, which can be triggered by remote control
and by the main electronics unit, is given in ref. [108].
1.7 Operating procedures
Tip preparation. The ideal SPM probe has a low aspect ratio, inhibiting low-frequency
mechanical vibrations, and a single protruding cusp that is both monatomically sharp
and has a smooth and featureless density of states. In practice, these requirements
somewhat run counter to each other. Also, the extent to which a given tip satisfies
each of them is not readily apparent, unless each tip is individually characterized by
field ion microscopy (FIM) and testing on known surfaces. As this is typically seen as
prohibitive, most STM experiments rely on a suitably weighted combination of luck and
reproducibility of the chosen method.
A wide corpus of preparation recipes has evolved. Depending on the tip metal used,
the source wire is initially subjected to macroscopic techniques such as cutting, grinding,
tearing, fracturing, or electrochemical etching. This precursor tip may then be further
refined by, e.g., sputtering, field emission, or controlled tip–surface contacts.
In the experiments presented in this work, tungsten tips are used throughout. These
tips are prepared by an electrochemical etching technique [103], which is known to yield
usable tip precursors in a fairly reproducible manner. A segment of 0.1 mm diameter
tungsten wire is fixed to the base of a stainless steel tip holder, by spot-welding a small
23SR830, Stanford Research Systems, Inc., Sunnyvale, CA, USA
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sheet of tantalum foil across. It is then partially lowered into a small vessel of 1-molar
sodium hydroxide solution. A control unit supplies a voltage between the wire and a
submerged ring-shaped steel cathode, monitoring the current. The wire is predominantly
etched radially near the surface, up to a point where the lower portion tears off. This
leads to a sudden drop in current, which is detected and triggers the voltage supply to
shut off24.
Before the first use and after every contact to ambient air, the tip needs to be
deoxidized. For this, it is heated shortly within the preparation chamber, and sputtered
once with Ar+ ions (see below) for 30 minutes (750 eV, 3 µA). Further tip preparation
may be done in situ, depending on what the sample allows. The tip may be restructured
with bias voltage pulses. For noble metal samples, the tip may also brought in physical
contact to the surface, in order to pick up or drop off material, restructuring the tip
apex.
Sample preparation. Details on how the individual samples are prepared are given in
the relevant sections. Unless specifically mentioned, surfaces are generally prepared by
cycles of alternating sputtering and annealing, with customary parameters given below.
Sputtering describes surface bombardment with energetic ions. This produces
collision cascades and, depending on the materials involved, leads to an embedding of
the ions into the surface or the ejection of surface material. Using Ar+ inert gas ions,
this is used to remove the topmost surface layers, including adsorbed impurities. The
sputtering ion source is supplied with a suitable high voltage (1.2 kV). The sample is
placed on the preparation arm, in the ion source focus position. Ar gas is fed into the
preparation chamber through a leak valve, until an ion current is detected. This happens
as the total detected pressure reaches ≈ 3×10−4 Pa. The gas purity is regularly checked
with the mass spectrometer. The ion current is monitored, and the Ar influx is adjusted
to maintain the target current of ≈ 10 µA, for 10 . . .20 minutes.
After sputtering, the surface is expected to be roughened [116]. To obtain a crys-
tallographically smooth surface layer, the surface is then annealed. This accelerates
surface diffusion and ripening processes. Annealing is done by radiative heating of the
sample from below. The sample is placed on the heating station and put to a potential
of 650 V , and the filament is heated with a current of ≈ 3.7 A. This leads to an emission
current of about 8 mA. The surface temperature is monitored with a pyrometer through
the top viewport, to not exceed 450◦C. A heating cycle takes 10 minutes, counted from
when the temperature first reaches 400◦C. As due to bulk diffusion, bulk contaminants
may reach the surface during annealing, this sequence of sputtering and annealing is
repeated several times. After the final heating cycle, the filament current is reduced
slowly, to ensure a gradual sample cooldown.
24Both the switching speed of the circuit and the weight of the submerged length of wire remain as free
parameters in this setup, influencing the final geometry of the tip [103].
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(a) ∆x = 0 (b) ∆x = 3 (c) OBMC
75 nm
Figure 1.9 – Merging fore- and backscan via a motion compensation scheme, demonstrated on
a 128×256 pixel example dataset. Top row shows the combined z maps, bottom row shows
residue ∆z between fore- and backscan, with persistent color scale within each row. (a) The
unshifted source data yield a poor match, with double features and lack of sharpness in the
merged z maps. (b) A global relative shift of 3 pixels leads to acceptable image quality. However,
the displacement is overestimated at the sides, and underestimated in the center of the image,
seen as a contrast inversion of the hexagonal features in the ∆z image. (c) The OBMC scheme
(15 macroblocks, 0.1 pixel resolution) provides a nearly featureless ∆z .
Sample transfer and cooldown. If the sample has just been freshly annealed, it is
left to cool for about 30 minutes, until it reaches ambient temperature. After that, the
following steps are performed in order, while monitoring the slider temperature and
pausing suitably to see it stabilize.
The STM base body is pressed into cooling contact, with the slider fixed in the
retracted home position. Then the sample is transferred into the analysis chamber,
placed onto the designated position on the slider, and affixed with a screw. After initial
cooldown, the slider is loosened and coarsely approached to the the tip manually and by
the approach system. The two-layered radiative shielding is closed, and the pusher rods
are retracted to suspend the STM. After the slider temperature has stabilized, a bias
voltage is applied, and the approach routine is enabled to establish tunneling contact.
Creep and drift correction. When acquiring an STM image, the tip is typically moved
across the image width and back once per scanline, before advancing along the slow
scan direction. Hence, two submaps, forescan and backscan, can be acquired in tandem.
To reduce noise and asymmetry due to the scan direction, the submaps can be merged.
Simply averaging the submaps falls short in the presence of feedback loop lag, pipeline
delays, thermal drift, and piezo creep. The former two can be partially remedied by
globally shifting the submaps relative to each other.
In this work, a more complex custom scheme is used throughout. Using parlance
from the field of compressed video encoding, the submaps are merged by an overlapped
block motion compensation (OBMC) technique [174, 234], permitting fractional motion
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vectors. The X×Y pixel submaps are each sliced into N identically sized stripes, along
the slow scan direction. N−1 overlapping macroblocks of (2X/N)×Y pixels are formed
from two adjacent stripes. For a set of candidate motion vectors, the absolute differences
between the shifted submaps in each macroblock are calculated. The best match vectors
are recorded as a function of macroblock barycenter, giving a displacement curve with
N − 1 points, which is extrapolated to X points. The joined map is assembled from
fore- and backscans, using cubic interpolation, with the displacement function split
symmetrically among the submaps25.
The efficiency of the merging schemes can be ascertained by visualizing the difference
between the shifted fore- and backscans before joining. Fig. 1.9 demonstrates the OBMC
scheme on an example dataset. The extent to which outlines of topographic features are
visible in the ∆z images indicate the mismatch between fore- and backscan.
The method fails if there is too little topographic structure in a macroblock to reliably
obtain an optimum motion vector. A value of X/N = 64 was found to be a good default
for most cases. If the displacement function looks suspect for a given image, the number
of macroblocks needs to be reduced accordingly. Note that, if both z and dI/dV maps
are acquired during a single run, the latter yields a different displacement function,
which is typically larger due to filter and pipeline delays.
Slope correction. Depending on the exact orientation of the slider to the tip, and the
nonlinearities of the scanner, raw topographs typically contain an unwanted additive
background. To remove this, a suitable synthesized floor is subtracted from the images.
One common method, best used on flat substrates, is the use of a global planar or
parabolic background, with best fit parameters taken from an NLS optimization. The
locations of known surface structures are excluded from the fit region of interest.
If the focus lies on the intralayer corrugation in a stepped region, visual contrast
can be enhanced by aligning the terraces with the image plane26. In a properly aligned
topograph, the z values are strongly quantized, and should appear as a series of
equidistant peaks in a z histogram. To align, the topograph is first dithered with ±12 LSB
of uniformly distributed noise to eliminate z ADC quantization effects. Then, a synthetic
(planar or parabolic) floor is generated, whose starting parameters are picked by hand,
and further optimized, e.g., by the Nelder-Mead simplex technique [170, 171]. For
each evaluation, the candidate floor is subtracted from the map, and a z histogram
of the residual map with globally fixed bins is generated. If the outermost bins are
non-empty, the attempt is rejected outright. Otherwise the fitness function is generated
from the standard deviation of the histogram frequencies. A high value indicates a
rough histogram, and thus a strong quantization of z values.
25As a cheap way to reduce computational complexity, the displacement ∆x can also be split near-






and ∆xB :=∆xF −∆x, respectively, allows to omit one interpolation in favor of a faster lookup.
26In such a case, the tip z position can be displayed modulo the step height, spreading the available z
display range across each terrace and thereby enhancing visual contrast of intralayer features. Instances in
this work where this has been done are marked with an asterisk in the topograph’s z scale bar.
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In the history of scanning tunneling experiments, copper, silver, and gold, the nonra-
dioactive members of the 11th group in the periodic table, also known as the coinage
metals, have played a prominent role. In particular, their crystal faces with the {111}
Miller index [166] remarkably feature experimentally accessible Shockley-type surface
states. These have found widespread use within the scientific community as a model
system approximating the behavior of a two-dimensional free electron gas.
A variety of experiments has been performed on this model system within the scope
of this work, in order to explore the electronic characteristics of the interaction of
the Ag(111) surface state with a selection of artificially created nanostructures. These
experiments are reproduced in this chapter, which is structured as follows:
A general introduction to the Ag(111) surface and its electronic structure is given.
The Shockley surface states, their lifetimes and decay channels are introduced. Several
surface restructuring techniques, extending makeup and experimental accessibility of
surface states, are discussed. The primary experiment of this chapter deals with the
confinement of surface states within monatomically deep surface cavities. Both spatial
and energetic structures of the resulting quantum resonance patterns are explored. The
measured results are compared with theoretical models and other published data.
Supplementary experiments provide a further insight into the unoccupied states
of the restructured Ag(111) surface. These include, in the order of increasing binding
energy, studies of the surface state dispersion at linear scatterers, of transmission
resonance effects in adsorbed oligomers and one-dimensional chains, and of resonant
states within the vacuum gap, in the field emission regime.
Publications
Several of these topics have merited publication during the course of this work. A
discussion on the suitability of resonator geometries for the study of lifetimes was
published as
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S. Crampin, H. Jensen, J. Kröger, L. Limot, and R. Berndt, Resonator design for use in
scanning tunneling spectroscopy studies of surface electron lifetimes, Phys. Rev. B 72
(3), 035443(6) (2005), doi: 10.1103/PhysRevB.72.035443.
The corresponding experimental study of monatomic vacancy resonators, a discussion
of the obtained lifetimes, and comparisons with previously published results have been
reproduced in
H. Jensen, J. Kröger, R. Berndt, and S. Crampin, Electron dynamics in vacancy islands:
Scanning tunneling spectroscopy on Ag(111), Phys. Rev. B 71 (15), 155417(5) (2005),
doi: 10.1103/PhysRevB.71.155417.
In the course of the latter, a mathematical disagreement in published data was discovered,
which has been commented on in
S. Crampin, J. Kröger, H. Jensen, and R. Berndt, Phase coherence length and quantum
interference patterns at step edges, Phys. Rev. Lett. 95 (2), 029701(1) (2005), doi:
10.1103/PhysRevLett.95.029701.
Furthermore, the resonator lifetime study has been published as part of two review
articles on surface state electron dynamics,
J. Kröger, L. Limot, H. Jensen, R. Berndt, S. Crampin, and E. Pehlke, Surface state
electron dynamics of clean and adsorbate-covered metal surfaces studied with the
scanning tunnelling microscope, Prog. Surf. Sci. 80 (1–2), 26–48 (2005), doi: 10.1016/
j.progsurf.2005.10.002
and
J. Kröger, M. Becker, H. Jensen, T. von Hofe, N. Néel, L. Limot, R. Berndt, S. Crampin,
E. Pehlke, C. Corriol, V. M. Silkin, D. Sánchez-Portal, A. Arnau, E. V. Chulkov, and
P. M. Echenique, Dynamics of surface-localized electronic excitations studied with
the scanning tunnelling microscope, Prog. Surf. Sci. 82 (4–6), 293–312 (2007), doi:
10.1016/j.progsurf.2007.03.003.
The experiment regarding transmission resonances in adsorbed Ag oligomers and chains
has been published as part of
H. Jensen, J. Kröger, N. Néel, and R. Berndt, Silver oligomer and single fullerene
electronic properties revealed by a scanning tunnelling microscope, Eur. Phys. J. D 45
(3), 465–469 (2007), doi: 10.1140/epjd/e2007-00157-x.




Figure 2.1 – Face-centered cubic structure of Ag(111). (a) 2×2×2 unit cells of the Ag crystal
are shown. (b) Cleaving the crystal along the (111) plane yields a hexagonal arrangement, with
nearest neighbor distance of dN =
√
1/2 a ≈ 0.2889 nm. (c) The space diagonal of the shown
arrangement has a length of
√
12a and intersects 5 additional planes, giving an interlayer distance
of dL =
√
1/3 a ≈ 0.2359 nm.
2.1 Surface states and the Ag(111) surface
Surface states are electronic states of bounded crystalline solids that are localized
primarily at or near the surface. If an infinite crystal is assembled from individual atoms,
their atomic orbitals overlap and form bulk states that are delocalized across the entire
crystal. Their formerly discrete energy levels assemble into continuous energy bands.
If the crystal symmetry is broken by a surface, additional electronic structures may
arise. Such electronic states whose dispersion lies within the bulk band gap are unable
to propagate into the bulk, and are called surface states. In contrast, states whose
dispersion overlaps a bulk band, and thus are somewhat coupled to bulk states, are
called surface resonances.
Surface states were first predicted by Igor Tamm in 1932 [222], within the tight-
binding approach. Solutions for the bulk Schrödinger equation are formed from linear
combinations of atomic wave functions. The coefficients in these linear combinations are
obtained by considering nearest-neighbor interactions only. Hence, the local environment
is the same for all atoms in the bulk, but differs for atoms at the boundary. If this
perturbation is sufficient, surface-localized states appear as solutions.
In 1939, William Shockley found that surface states may arise even in a potential
without local coordination effects [210], by considering the evolution of energy levels
in a finite atomic chain with decreasing lattice constant. The initially identical energies
for the separated atoms fan out to form energy bands that widen as the separation
decreases, and eventually cross. Beyond the crossing points of the band boundaries,
inverted band gaps reopen that contain pairs of surface-localized states.
An additional class of surface-localized states are image potential states, which
are situated outside of the solid. The electric field of an electron in proximity to a
conducting surface leads to a modification of the charge distribution within the surface.

















Figure 2.2 – Potential model for the Shockley surface state at a metal–vacuum boundary
(simplified). (a) Within the periodic ion core potential U(z), the electron wavefunctions ψ(z) are
given by the product of a plane wave and a Bloch function. (b) A vacuum boundary disrupts the
lattice periodicity, allowing surface-localized solutions that decay exponentially in both bulk and
vacuum directions.
This induced image potential may give rise to a series of bound states for the electron.
The coinage metals (copper, silver and gold) have a face-centered cubic (fcc) crystal
structure. Their {111} lattice planes provide model systems for the Shockley surface
state that are readily accessible by STM. The bulk electronic structure of the coinage
metal crystals has an sp-inverted band gap (the L′2 → L1 gap) around the L point that
straddles the Fermi level [40]. If the crystal is terminated along a {111} plane, this leads
to a projected band gap around the Γ¯ point of the surface Brillouin zone, within which a
Shockley surface state exists. First experimental observations of both occupied [74] and
vacant [212] surface states on Cu(111) by ARPES and IPES, respectively, have found that
the states can be characterized as a two-dimensional free-quasiparticle system. They
have an isotropic, parabolic dispersion characterized by an onset energy of E0 at the Γ¯
point, and a positive effective mass m∗. The surface state of Ag(111) has been thoroughly
characterized over the years, with both PES [91, 118, 179, 191] and STM methods [140].
These provide a value of E0 = (−67±2)meV for the onset energy, which was found to
vary slightly with temperature, following a similar variation of the supporting bulk band
gap [179]. The effective mass was found to be m∗ = (0.42±0.02)me.
The lattice constant of silver is about a = 0.4086 nm under ambient conditions
[51, 146]. The {111} lattice planes have a hexagonal structure, with a nearest-neighbor
distance of dN =
√
1/2a= 0.2889 nm and an in-plane distance between adjacent atomic
rows of dR =
√
3/8a= 0.2498 nm. Atomic layers are stacked in an ABCABC sequence,
with a perpendicular interlayer distance of dL =
√
1/3a= 0.2359 nm.
2.2 Surface state lifetimes
A mobile charged particle, such as a surface state electron, against a homogeneous,
polarizable charge background envelops itself with a screening cloud. The screened
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particle can be modeled by a free quasiparticle, whose effective interaction and mobility
differ from the original particle. The energy involved in the formation of a quasiparticle,
relative to the free particle, is called the quasiparticle self-energy Σ. A quasiparticle
with a finite lifetime can be modeled by introducing a negative imaginary part to the
self-energy, ImΣ< 0. This implies that the probability of the state decays exponentially
with time,
⏐⏐ψ(t)⏐⏐2 = ⏐⏐ψ(0)⏐⏐2 exp 2ImΣt
ℏ
=: ⏐⏐ψ(0)⏐⏐2 exp− t
τ
. (2.1)
The quantity τ := − ℏ2ImΣ is called the lifetime of the quasiparticle. For a surface state
electron, the principal decay paths, besides scattering at surface lattice defects [225], are
inelastic electron–electron (e–e) [71, 121] and electron–phonon (e–ϕ) [57, 58] interactions.
The two main approaches to study surface state lifetimes with STM are the analysis
of phase coherence lengths [29, 31] and spectroscopic lineshapes [141], respectively.
The former exploits that surface structures such as adsorbed atoms [50] or surface
steps [90] scatter the surface state, inducing variations in the density of surface states
around them, the so-called Friedel oscillations [70]. The spatial decay of these quan-
tum interference patterns [2] is quantified, and lifetime information is obtained from
the decay length and the group velocity. The lineshape analysis involves differential
conductance measurements at a fixed point, extracting the lifetime information from
the shape and width of the detected spectral features. On an unstructured surface, the
only such feature is the onset of the surface state. The lineshape of this onset, which
approximates the arctan function, has previously been studied in detail [141], and a
surface state lifetime of (67±8) fs has been obtained.
To access additional energies, the surface needs to be structured in a way that
additional spectral features arise. To this end, electron resonators can be constructed
by, e.g., lithography, single adatom manipulation [50], or self-assembly [7] techniques.
These provide a spectral structure with a series of resonances, with quantized energy
levels governed by the specific resonator geometry. Each of these levels allows access to
the corresponding lifetime data, by analyzing the width of the resonant peak in STS.
The lifetime detected in this manner deviates from the intrinsic lifetime, however, as
it includes limiting contributions by lossy scattering at the boundaries (where applicable),
as well as thermal and instrumental broadening effects. To recover the intrinsic lifetime
as a quantity independent from the specific measurement technique, these must be
accounted for.
An estimate of the contribution due to the partial reflectivity of the resonator bound-
ary, following the lines of ref. [47], is given below. The broadening induced by the
experimental method of STS, using a lock-in amplifier and a finite bias modulation
amplitude, is described in section A.3.







Figure 2.3 – Resonator preparation results on Ag(111). (a) Island resonators. (770 nm)2
topograph, V = +100 mV, I = 200 pA, after 15 s of Ag evaporation, heating current 1.2 A.
(b) Vacancy resonators. (200 nm)2 topograph, V = +200 mV, I = 200 pA, after 5 s of Ar+ ion
bombardment, ion current 5 µA at 600 V.
2.3 Resonator preparation
During and after the preparation, the surface may undergo equilibrium processes that
provide a further temporal evolution of the nanostructured surface. This is especially
the case when preparation is performed at elevated surface temperatures, when the
experiment is performed at temperatures far from absolute zero, or when a significant
period of time elapses between preparation and complete sample cooldown.
In the instrument, most preparations are performed in the preparation chamber,
which operates at ambient temperature. During preparation and sample transfer, the
surface structure is subject to equilibrium processes including surface diffusion, desorp-
tion and Ostwald ripening. Consequently, only surface structures that are stable against
these processes, or created by them, can be prepared this way. Otherwise, preparation
has to be performed in situ, on the previously transferred sample at low temperature.
In the present work, the three preparation techniques used for creating the Ag(111)
nanostructures are homoepitaxic growth, argon ion bombardment (at ambient tempera-
ture) and controlled tip indentations of various intensities (at cryogenic temperatures).
In the following sections, these techniques will be briefly illustrated.
Homoepitaxic growth. This describes lattice locked adsorption of a species identical
to the substrate. Depending on the preparation environment, the processes determining
the final morphology of the treated surface are largely identical to those governing the
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equilibrium structure of the surface. In other words, homoepitaxy can be regarded as the
continuation of the crystal growth process itself, albeit possibly with a vastly different
set of parameters. In consequence, the established models for crystal growth, as well as
a plethora of prior experimental results, can be employed to discuss the morphology of
homoepitaxically grown nanostructures.
In this discussion, the understanding of the underlying kinetic growth modes is of
great importance. Atoms arriving from the vapor phase may diffuse across the surface
individually, until two of these interact and form a dimer, which is generally less mobile
and serves as a nucleus. Additional atoms may aggregate at these nuclei, resulting
in emergence and growth of a new monatomic island. Diffusing atoms may also be
trapped at and incorporated into surface steps, cross them, or desorb from the surface
again. The ratio of occurrence of these processes determines the temporal evolution of
the surface structure, and is governed by tunable parameters, mainly temperature and
adsorbate flux.
Activation barriers in diffusion differ between intra-terrace locomotion and descent
across a step edge [55]. The excess energy of the latter can be thought of as a reflective
barrier for the diffusing atom, located at the step edge [206], the Ehrlich–Schwoebel (ES)
barrier. At high temperatures and low adsorbate flux, where this step edge barrier is
easily overcome, and formation of nucleation centers is rare, high-symmetry oriented
surfaces grow in a strictly layer-by-layer fashion. In this growth mode, the surface
structure oscillates between a maximum roughness and a smooth, completed layer.
Observable physical properties of the surface may also demonstrate oscillations, their
period correlating with the layer deposition time [27].
At moderate temperatures, where the ES barrier is energetically relevant, impinging
particles tend to demonstrate diffusion bias [230], a preference for incorporation into
the ascending step. The rationale for this is that to be incorporated into the descending
step, the diffusing atom needs to cross the step edge to descend to the lower terrace,
overcoming the step edge barrier, and afterwards adds to the terrace from the lower-hand
side.
For stepped surfaces, such as vicinal surfaces (see section 7.1), the preference for
adsorption on the ascending step encourages a step flow growth mode, where incorpo-
ration occurs primarily at ascending steps, resulting in a continuous net movement of
the steps into the descending direction. This typically results in uniformization of the
terrace size distribution, as large terraces will provide bigger adsorption targets, leading
to their preferred overgrowth by the upper-hand adjacent terrace [82].
For high-symmetry surfaces, adsorption at moderate temperatures results in a growth
that is not strictly layer-by-layer, with several incomplete monolayers on the surface,
typically forming a hill-and-valley morphology whose details depend on the material’s
base crystal structure. Generally, prolonged exposure yields an equilibrium roughness
value depending on temperature and adsorbate flux.
In the particular case of Ag(111) homoepitaxic growth, previous experiments have
shown that at room temperature, the ES barrier is not typically overcome by migrating
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atoms [94], resulting in a gradual surface roughening and the formation of a char-
acteristic topography featuring rather uniformly tapered hillocks of stacked islands,
prominently retaining the hexagonal symmetry of the base structure, and locally uniform
step distance [160]. This process has been found to persist for prolonged evaporation,
up to island thicknesses of 25 nm. For higher coverages, where the substrate is no
longer smooth at the scale of the hillock base dimensions, the surface structure is found
to become ‘cloudy’ and irregular, and individual atomic layers can no longer be readily
resolved in STM [94].
Ion bombardment. While leaving the chemical composition of the surface largely
unchanged, sputtering with argon ions induces changes in the surface morphology and
related properties. While these changes could be quantified macroscopically, only the
advent of SPM techniques allowed for a detailed insight into the material transfer during
sputtering [163], and following that, the use of sputtering as a method of roughening
and structuring of substrate surfaces [61].
For example, in Pt(111), it was found that sputtering primarily creates monovacan-
cies, i.e., isolated sites of single missing atoms [187]. The resulting surface morphology
is determined by their mobility. Its temperature dependence was previously studied
in detail [165]. Primarily, the creation of monatomically deep vacancy islands was
observed, whose geometry was found to be elongated, branched and irregular at temper-
atures below 500 K, while increasingly preferring a distorted hexagonal shape at higher
temperatures.
The mechanism for formation of these vacancies was reported to be coalescence of
mobile monovacancies (single missing atoms), created by the sputtering process. Fur-
thermore, it was found that above 700 K, second-layer monovacancies were increasingly
filled in by atoms mobilized from ascending step edges, discouraging the formation of
second-layer vacancy islands. Beyond 900 K, this effect results in a strict layer-by-layer
surface erosion [164].
Beyond this erosion, the formation of adatom islands on top of the original surface
layer was also observed as a result of sputtering, at temperatures below 550 K, indicating
the production of adatoms by the process [165]. At higher temperatures, formation
of adatom islands is inhibited. For adatoms with high mobility and a kinetic energy is
sufficient to overcome the ES barrier, the adatoms will preferably bind to a step edge
encompassing a nearby vacancy island. Also, the decomposition of already formed
adatom islands by overgrowing a nearby vacancy island is observed [198]. This slower
process bears similarity to Ostwald ripening and takes place even at lower temperatures.
These properties of the sputtering process can be employed to engineer resonator
geometries on the Ag(111) surface. It has been established that roughening of a surface
prior to a period of homoepitaxic growth can provide additional nucleation centers,
increasing the yield of island resonators similarly to the use of surfactants [199].
In the present work, however, the near-hexagonal vacancy islands created by sputter-
ing and subsequent surface relaxation are directly used as resonators. These vacancy













Figure 2.4 – Ag(111) vacancy island with atomic resolution, (18.6 nm)2 topograph, V =
+200 mV, I = 90 pA (z contrast enhanced). Owing to an serendipitously laterally sensitive
tip state, the hexagonal lattice of Ag(111) is visible both within and outside of the structure.
This allows an accurate lateral recalibration of the scan piezo, as well as insight into the step
edge orientation and microfacet types. The outer lattice (black circles: every sixth atom) is
extrapolated into the vacancy center (white circles). The relative displacement between inner
actual and extrapolated lattices suggests the annotated microfacet types, with the {100} type at
the top left, top right, and bottom boundaries.
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resonators can be thought of as the complementary structures to the island resonators,
with a similar geometry, yet their confinement established by upward steps instead of
downward ones.
Controlled tip indentation. The aforementioned techniques involve a preparation on
a macroscopic level, creating a large manifold of potential structures. The unique
advantage of STM is the ability to directly operate in real space, allowing to visualize
individual structures and select the most suitable ones for experimentation. Furthermore,
structures may even be manipulated, modified and possibly created by controlled tip–
sample interaction. A wide selection of surface manipulation experiments demonstrates
this capability. It can be used to complement top-down techniques, as has been done
to further arrange previously adsorbed objects [56], engineering nanostructures of the
desired geometry [50].
Direct tip–sample contact is usually undesired in STM, except in specialized applica-
tions such as the controlled drop-off of small amount of tip material, or jump-to-contact
measurements emulating break junction experiments [79]. These techniques require
careful control of tunneling parameters and tip position. The surface can be decorated
with a controllable amount of tip material, or other material the tip has previously been
coated with [145]. The progress of this deposition is typically accompanied by transients
in the resistance of the tunneling junction, as the contact geometry is established.
More intensive tip indentations can cause uncontrolled material transfer between tip
and sample and heavy damage to the affected sample region, rendering it unsuitable for
further experimentation. Depending on contact intensity, damage can radiate further
outward, and can manifest in a plethora of dislocation geometries. The most frequent of
these are straight surface steps along the principal crystallographic axes. Occasionally,
other structures such as narrow lines or trenches, or more complex geometries can form.
In contrast to the other aforementioned preparation techniques, which can only be done
at ambient temperature, tip indentations are done with the STM proper, at operating
temperatures, where most diffusion processes are frozen out.
34
Chapter 3
Surface state electron confinement in
monatomic resonators
In the following section, a series of experiments are presented concerning the confine-
ment of surface state electrons within small regularly shaped Ag(111) surface areas,
fully enclosed by monatomic steps. Specifically, the shapes involved are triangles and
relaxed hexagons (with rounded corners), in both island (bounded by descending steps)
and vacancy (ascending steps) configurations.
As the primary objective of these experiments, the apparent lifetimes of confined
electrons are studied, by means of lineshape analysis of differential conductance spectra.
The results are compared with a selection of previous lifetime-related experiments.
3.1 Experiment
For sample preparation, the Ag(111) crystal was cleaned by alternating cycles of Ar+ ion
sputtering and annealing, according to the procedure described in detail in section 1.7.
Depending on the desired geometry of the resonators, a further preparation step was
employed:
Hexagonal island resonator preparation. To create the hexagonal island resonators,
the sample, initially at ambient temperature of T ≈ 300 K within the preparation cham-
ber, was exposed to the beam of a self-built silver evaporator. This evaporator is
constructed by lodging a length of silver wire into a helical tungsten filament, mounted
on a two-segment insulated stainless steel filament holder. Evaporation is performed
in the preparation chamber by connecting the evaporator to a DC source and gradually
increasing the current while monitoring the rate detected by the quartz microbalance.
When a stable particle flux is attained (1.5 pm
/
s detected at 1.2 A, 2.0 V), the sample is








Figure 3.1 – Surface topography after multilayer Ag deposition. (250 nm)2 topograph, V =
+200 mV, I =190 pA. (a) Excessive Ag evaporation leads to a dendritic surface structure. (b) The
presence of a terrace structure can be verified by calculating a z histogram. (c) The same area,
having been partially planished by scanning with the tip in contact. (d) Visual enhancement of z
contrast shows impurities in the evaporant.
transferred into the pre-cooled analysis chamber within a time of 15 minutes, where it is
allowed to cool down to the experimental temperature of T = 7 K.
The ideal exposure time is a function of the particle flux, the evaporation geometry
and the specific adsorption probability. As the latter is not known a priori, the desired
coverage had to be experimentally approximated. An initial exposure to 1.5 pm
/
s for
60 s yielded a multilayer silver coverage, with an irregular dendritic hill-and-valley
structure, reproduced in fig. 3.1a, similar to the one described in ref. [94]. As a side note,
it emerged that this structure could be locally planished with the tip, resulting in the
topography of fig. 3.1c. The picture inlay shows a high-contrast close-up of a leveled
region, showing impurities in the evaporated material.
An exposure to 1 pm
/
s for 15 s resulted in the desired level of coverage. The exact
amount of adsorbed material, as well as the initial shape and size distribution of the
adsorbed particles are not known. After evaporation, the sample is promptly transferred
into the analysis chamber and cooled down.
At ambient temperature, the Ag/Ag(111) system undergoes an Ostwald ripening
process where diffusion and nucleation of adsorbed material across the surface takes
place. These processes freeze out at temperatures below a threshold of 200. . .260 K [199].
In the present case, the adatom islands assume a compact shape during sample transfer
and cooldown, forming structures with a rounded hexagonal equilibrium geometry. An
example image of a prepared region with several islands is reproduced in fig. 2.3a.
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Hexagonal vacancy resonator preparation. The complementary structures, hexagonal
vacancy resonators, were produced by exposing the clean Ag(111) surface to the Ar+ ion
beam from the sputtering source at ambient temperature, for t = 3 s, with the sputter
gun operating at 600 V, 5 µA. As in the case of islands, the immediate structure after
preparation is not known, since the treated surface reconstructs during transfer. The
resulting surface structure consists of compact vacancies [161] and may still contain
adatom islands [198], depending on the haste with which the sample is cooled down. A
typical surface area after preparation is shown in fig. 2.3b.
Surface restructuring by tip indentation. Controlled tip indentations are not expected
to reproducibly yield a specific surface geometry. Nevertheless, a search around the
perimeter of a tip impact point may reveal suitable structures for surface state related
measurements. Here, over the course of several deliberate indentations, two triangular
resonators of monatomic height difference were created.
Additionally, during the course of this experiment, monatomic chain and trench
structures emerged. These were used for supplementary dispersion measurements
similar to those from ref. [31], described in section 4.1.
Mapping the differential conductance. Constant current differential conductance
maps of the resonators were acquired in a range of sample bias voltages, to visual-
ize the spatial distribution of surface state LDOS as a function of electron energy.
While scanning across the resonators, a sinusoidal modulation voltage of 3 mVrms at
a frequency of 10 kHz is applied to the sample bias. The current response is measured
with a lock-in amplifier using the standard technique described in section 1.4. Being
a rather time-consuming process, this is performed for a representative selection of
available resonator geometries. Several series of these images, and their corresponding
acquisition parameters, are reproduced in figs. 3.2, 3.3, and 3.4, below. Inside the
resonators, strongly voltage-dependent features can be seen in the dI/dV maps. These
are attributed to standing waves of surface state electrons, that are confined by scattering
at the resonator boundaries.
The two different hexagonal structures type show similar structures, matching
the previously published results on hexagonal islands [142, 143]. With increasing
sample bias, a pattern with a growing number of concentric rings is seen, their intensity
modulated in a roughly sixfold azimuthal symmetry. For voltages below the Ag(111)
surface state band edge of −67 mV, the interior of the resonator is featureless. The
triangular resonators similarly show an interference pattern with a threefold azimuthal
symmetry whose number of antinodes increases with the sample bias.
As the geometry of the hexagonal resonators is imperfect, the symmetry of the
interference pattern is likewise partially distorted. In addition, the influence of the
occasional subsurface defect can be seen.
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Figure 3.2 – Maps of a hexagonal island resonator. Topograph taken at V =−40 mV, I =20 pA.
Top row: dI
/
dV maps acquired at various voltages, corresponding to an increase in nodal rings.
Bottom row: Simulated images for a polygonal waveguide whose boundary is given by the dashed
line in the topograph.
Differential conductance spectroscopy. The main objective of the experimental part
was the acquisition of energy-resolved LDOS information. For each resonator geometry,
a set of constant height differential conductance spectra was acquired, with the tip
situated on a representative location within the resonator. A two-step procedure was
used:
Initially, an overview topograph of the resonator was acquired. From this scan,
a suitable tip location for spectroscopy was chosen. Afterwards, a second scan was
initiated, and as the preselected location was reached by the tip, the scan was interrupted
by software, the z feedback loop was suspended, and a predetermined number of
constant current spectra was acquired.
After completion of the spectra, the topography scan was resumed and archived
together with the spectroscopy data. Thereby, the exact tip position during spectroscopy
was recorded. Due to slight thermal drift and piezo creep, the interruption by the spectra
causes a step-like jump in the topograph z data at the acquisition point. The amount
of lateral drift can further be estimated by observing the slight displacement between
parts of the image acquired before and after the spectroscopy.
The spectra comprise a series of peaks with Lorentzian shape, shown in fig. 3.5. The
first peak is located just above the lower band edge of the Ag(111) Shockley surface
state. As a general trend, the peak width increases with increasing energy.
3.2 Linewidths: the Lorentz model
The main features of the resonator spectra are a series of discrete peaks with a roughly
Lorentzian lineshape, above the surface state onset. A first model assumes a one-to-one
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(a) dI/dV , +60 mV (b) dI/dV , +90 mV (c) dI/dV , +120 mV
(d) dI/dV , +150 mV (e) dI/dV , +180 mV (f) dI/dV , +210 mV
(g) dI/dV , +240 mV (h) dI/dV , +300 mV (j) topography
5 nm
350 pm
Figure 3.3 – Maps of a hexagonal vacancy resonator with an average edge length of ≈ 5.8 nm.
The feedback loop was disengaged at a tunneling current of 0.5 nA. (a–h) Differential conductance
maps are shown as a function of sample bias. Brighter regions correspond to a larger differential
conductance. The interior of the resonator shows a standing wave pattern, with a number of
nodes that increases with sample bias. (j) A topograph taken at V =+300 mV is included to show
the resonator geometry.
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(a) dI/dV , −60 mV (b) dI/dV , −40 mV (c) dI/dV , −20 mV
(d) dI/dV , +20 mV (e) dI/dV , +40 mV (f) dI/dV , +60 mV
(g) dI/dV , +80 mV (h) dI/dV , +100 mV (j) topography
20 nm
350 pm
Figure 3.4 – Maps of a triangular vacancy resonator with an edge length of 22 nm. The
feedback loop was disengaged at a tunneling current of 2 nA. (a–h) Differential conductance
maps are shown as a function of sample bias. Brighter regions correspond to a larger differential
conductance. The interior of the resonator shows a standing wave pattern, with a number of
nodes that increases with sample bias. The single bright speck within the resonator, visible at
low bias, is attributed to a subsurface defect. (j) Reference topograph taken at V =−60 mV.
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correspondence between these peaks and the eigenstates of the mathematical waveguide
problem [50]. This requires that the eigenenergies are energetically sufficiently apart for
the peaks to be clearly discernible and not significantly overlap.
For symmetrical geometries, many of the eigenstates vanish at the origin1. These
are expected to give a zero contribution when the spectra are nominally acquired in the
center of the structure [139]. Irregularities in the resonator geometry, inaccuracies in tip
positioning and the contributions due to a larger-than-punctiform tip may cause this
approximation to fail.
Without specific knowledge of the eigenfunctions and their respective energies, the











The parameters involved are the number of discernible peaks n, an additive spectral floor
f0, and for each peak, amplitude ai, position Ei, and width (FWHM) Γi. The evanescent
influence of peaks situated above the measured energy range is modeled by adding
another fixed peak at 600 mV whose shoulder contributes to the spectral background.
The experimental spectra contain additional broadening sources, including a Gaus-
sian broadening due to thermal noise and the effects of the lock-in technique (with a
characteristic half-ellipse function depending on modulation amplitude, described in
section A.3). Since numeric deconvolution of a noisy signal is usually not viable, the
candidate functions are artificially broadened instead, by convolution with the afore-
mentioned kernels. The parameters are initialized manually to a rough agreement with
experimental data, then optimized with a NLS fit using the Levenberg-Marquardt method
[138, 157]. For a selection of resonators, fig. 3.5 reproduces the experimental spectra
and the best-fit candidate functions for a selection of resonators where the Lorentz fit
was feasible. The (manually chosen) tip positions at which the spectra were acquired
agree well with the barycenter of the enclosing polygon.
Fit results. The peak positions can be correlated to the expected eigenenergies for the
respective regular resonators. This has previously been done for hexagonal adatom
islands [139], where the energy levels were obtained with an embedding potential [104]
to impose the zero amplitude boundary condition [49].
Fig. 3.6 shows the peak widths (FWHM) Γi as a function of peak position Ei, collected
from all considered resonator geometries. Γi and the quasiparticle lifetime τi are related
1E.g., for a circular resonator, this is the case for all solutions with nonzero angular momentum [50].
The remaining eigenstates form a sequence with uniformly increasing energetic separation.




















Figure 3.5 (continued on next page)











Figure 3.5 – Measured and calculated vacancy resonator spectra for a selection of resonators.
Calculated curves are obtained from both Lorentz fit and a polygonal waveguide calculation using
the ITP method. Top: resonator topography and approximated boundary polygon (dashed line,
see text), polygon barycenter (red dot), and tip position for spectroscopy (white cross). Below:
Series of lines denoting eigenenergies and relative weights of the calculated ITP eigenfunctions
(darker hues corresponding to larger weights). The latter are obtained for a simulated spherical
tip phantom positioned at the spectroscopy site (see text). Bottom (offset for legibility): Measured
spectra (red line), synthetic spectrum from polygonal waveguide calculation (green line), Lorentz
fit (blue line) and its constituent peaks (dashed lines).
by
τi = ℏΓi ≈
658.2 meV × fs
Γi
. (3.3)
As a general trend, Γi increases with energy. The presence of outliers may indicate cases
where several energetically close, overlapping peaks have been misidentified as a single,
wider peak. While the exact functional dependence is not evident from the graph, a
linear approximation can be made, giving an empirical relation of
−ImΣi = Γi(E)2 ≈ 17 meV +0.17(Ei−EF). (3.4)
A previous estimate of this effect has been given by Li et al. for hexagonal island
resonators, where an expression of
−ImΣi ≈ 0.2(Ei−EF) (3.5)
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Figure 3.6 – Confinement parameters from Lorentz fit. (a) Widths (FWHM) Γ for vacancy
hexagons and triangles are shown, as a function of binding energy. Raw widths for hexagonal
adatom islands, and empirical relationship reported by Li et al. in ref. [142] added as reference.
(b) Lifetimes τ, as a function of binding energy. The curves from the circular model, with
resonator sizes of 4 and 8.5 nm, respectively (see text), provide lower and upper bounds for the
experimental data.
was found [142].
3.3 Energy levels: the particle-in-a-box model
The electron confinement can be modeled by two-dimensional particle-in-a-box calcula-












is solved to obtain the eigenfunctions ψi and eigenenergies Ei. The specific resonator
geometry is introduced by imposing a Dirichlet boundary condition, i.e., demanding
ψi = 0 at the resonator borders. Initially, it is not clear where the boundaries have to be
placed for any given geometry, relative to the topographic shape of the resonators. It has,
however, previously established [142] that, in order to use such a potential to describe
electron confinement in hexagonal islands, the half-height contour provides a sufficiently
good match. Hence, a polygonal closed loop was matched to each of the measured
topographs, adding vertices as needed to provide a subjectively fair approximation.
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Circular resonator. For a circular resonator centered at the origin, the Schrödinger





























)= exp(±imϕ) for integer m, (3.11)









R = 0, (3.12)
which is Bessel’s differential equation in the variable kr . Its solutions are of the general
form
R(r)= aJ|m|(kr)+bY|m|(kr), (3.13)
with Jν(x) and Yν(x) denoting the Bessel functions of the first and second kinds,
respectively, for the order ν. The latter have a singularity at x = 0, and thus cannot





To satisfy the boundary condition, the wavefunction must vanish at the encompassing
circle, i.e., J|m|(kr0)= 0, or k= ζ|m|,nr0 , with ζm,n designating the n+1st positive root of












J|m|(kr)2rdr =πr 20 J|m|+1(kr0)2. (3.16)
The solutions in the form (3.14) are complex and twofold degenerate for m ̸= 0. There
are no degeneracies between states with differing m or n, according to Bourget’s (since
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Some lowest-energy eigenmodes are represented graphically, in fig. 3.7, and by wavenum-
ber, in fig. 3.8.
Triangular resonator. The eigenfunctions for a resonator in the shape of an equilateral


















































































the unnormalized eigenfunctions, depending on symmetry class [144], are given by
Φp,q with p = 0,1,2, . . .
and q = p+1,p+2,p+3, . . .
Ξp,q with p = 1,2,3, . . .
and q = p+1,p+2,p+3, . . .


















and q = p+1,p+2,p+3, . . .
(3.20)









Hexagonal resonator. For the regular hexagon, only a portion of the eigenfunctions
can be written in closed form, specifically those that have all three lines connecting
opposite corners as nodal lines. These separate the hexagon into six equilateral triangles.
The eigenfunctions can then be obtained by tiling the hexagon with the solutions for the
triangle given above, with alternating sign in azimuthally adjacent sextants.
All other solutions, where the eigenfunction does not vanish on the sextant bound-
aries, can not be written in closed form. These eigenmodes and their corresponding

























































Figure 3.7 (continued on next page)

























































Figure 3.7 (concluded on next page)









































Figure 3.7 – Eigenmodes of hexagonal and circular waveguides of area A = π . Hexagon
eigenmodes (sorted by eigenenergy) on the left, corresponding circular eigenmodes (see ref. [15])
on the right. The former are numbered by unique energy level, the latter by radial and azimuthal
quantum number (as n·m). Letters distinguish degenerate modes by their nodal lines. The
triangle closed-form solutions are marked with asterisks. Wavenumbers k are given below.
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Figure 3.8 – Eigenstate wavenumbers of hexagonal and circular waveguides of area A = π .
Lowest 74 eigenstates are shown, arranged by symmetry class (see text), with correspondences
marked. For the circle, radial and azimuthal quantum numbers are given as n·m. Hexagon
eigenstates are numbered by unique energy levels. Eigenstates are colored by increasing n, and
dots designate pairs of degenerate eigenmodes.
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energy eigenvalues can be determined numerically [15]. For the calculation itself, the
Imaginary Time Propagation method is used. The method, which has been independently
implemented for this work, allows to obtain a sequence of eigenfunctions and their
respective eigenenergies of a system, starting from the ground state. The functions are
represented on a finite grid. More details on the method and its implementation are
given in appendix B.
Defining the x axis as connecting two opposite corners, and the y axis connecting
the midpoints of two opposing edges, the eigenfunctions can be classified, depending
on whether one of the axes (X or Y), both (B) or none (N) of them form nodal lines. The
wavefunctions can be tightly correlated to the eigenfunctions of the circular resonator,
where classes B and N correspond to even m, and classes X and Y to odd m. It has
been found that when the circle of equal area to the hexagon is used, the best match of
eigenenergies is obtained, with typical deviations of a few percent [15].
Most hexagon states have the same degeneracies as the circular states (X with Y, and
N with B where m> 0), with the notable exception of those states where m is a multiple
of 3, where a different (X with B) degeneracy occurs. These are the triangle closed-form
solutions.
Irregular polygonal resonator. The same procedure can be extended to resonators of
arbitrary shape. This allows to more precisely model the near-hexagonal vacancies with
rounded edges that were created by sputtering.
To this end, each vacancy is represented by a closed polygonal path along the
perimeter. It has previously been reported that for adatom islands, the effective boundary
lies close to the midpoint of the step edge as it appears in a topograph [142]. This
observation is used here as a starting assumption for the vacancy resonator geometry.
After applying slope and drift corrections, the apparent elevations of flat regions inside
and outside the resonator, respectively, are averaged. The mean of these two values
gives the threshold for a given pixel to be declared inside the resonator.
As a starting point, a closed polygonal path is manually drawn along the border
of this inside region, adding vertices by eye as needed. The position of the individual
vertices is then numerically optimized to best fit the inside region. This polygonal path
forms the boundary for the region in which the calculation of eigenfunctions takes place.
Numerical method. The lateral resolution is obtained by placing a spherical tip model
at the site of the experimental spectra, using the van der Waals radius of silver, 172 pm
[26]. The weights ai by which the individual eigenstates contribute to the spectrum
are calculated from
⏐⏐ψ⏐⏐2 weighted by the tip model profile. To assemble a synthetic
spectrum, a linear background and one Lorentzian per eigenstate, centered at the









3.3. ENERGY LEVELS: THE PARTICLE-IN-A-BOX MODEL 51
-100 100 300 500






















Figure 3.9 – Piecewise linear spectral width
approximation. The candidate function Γ(E )
(blue) is linearly interpolated from the shown
five control points. At these, function values
are obtained by fitting the resulting synthetic
spectra to the experimental ones (see text). As
a reference, the empirical relation (red) found
by Li et al. [142] is included.
The scale factor α ≈ 1 is introduced to account for variations in the resonator size,
which may be due to lateral piezo calibration uncertainties, and systematic errors in
the determination of the boundaries (see below). The number n of eigenfunctions is
chosen to generously exceed the experimental energy range (here, qeEn > 800 mV). The
normalized amplitudes ai are the weights calculated above, and the widths Γi are taken
from a suitable candidate function Γ(E), with Γi = Γ(Ei).
As in the Lorentz model above, the synthetic spectra are artificially broadened to
account for thermal effects and the lock-in technique. The resulting function is then
optimized by an NLS fit, varying α, E0, s0, si and Γ(E) until the overall spectra best
match the experimental data. As a candidate for Γ(E), a piecewise linear function is
used. Control points are placed at fixed energies of {−100,0,100,300,500} mV . The Γ
values at these energies are varied independently by the fit, and values for other energies
are obtained by linear interpolation. The fit results are given in fig. 3.9 for Γ(E), and
in fig. 3.5 for the resulting synthetic spectra. From the former, an agreement with the
previously found empirical relation is readily seen. The data point at −100 mV shows a
larger uncertainty, owing to a scarcity of experimental peaks well below the Fermi level.
Otherwise, the choice of a linearly increasing Γ(E) appears justified by the data.
Regarding the lineshapes themselves, it is evident from fig. 3.5 that the general
shape of the experimental spectra is reproduced quite well, for different resonator
geometries of varying area. The energy levels of the included eigenfunctions are shown
as a series of lines (where the variations in color intensity signify the relative weights ai).
Within the energy range, there are many more eigenfunctions than is apparent from the
three to six clear main spectral peaks. Depending on the resonator size, up to n= 300
eigenfunctions are used in the calculations. The spectral shape is reproduced with high
accuracy, with relatively few fit variables, especially, without requiring individual peak
positions, amplitudes, and widths as independent parameters.
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Figure 3.10 – Resonator apparent areas, with
scale factors α obtained from the full eigenen-
ergy fit.
√
α is shown as a function of base
length (square root of resonator base area A0).
Line shows fit to the orthogonal edge displace-
ment model (see text). For base geometries
matching the real resonator shapes, a constant
α is expected. A deviation toward lower values
for small resonators indicates a systematic un-


























Circle (radius a) π 1







Square (edge a) 1 2







Table 3.11 – Geometry scale factors m and k , for orthogonal displacement of the resonator
boundaries by d (positive outward). Areas are A0 =ma2 for the base geometry, Ad =m(a +kd)2
for the resized geometry.
Geometry and scale effects. As stated above, for adatom islands, the halfway points
of the apparent topographic rise provide a good model for the resonator boundary [142],
from which the base area is obtained. This is not necessarily true for vacancy islands.
Fig. 3.10 shows that the geometric scale factor as a function of resonator base area is
not constant (modulo calibration noise), but has an obvious trend.
The density of eigenenergy levels scales linearly with resonator areas. Thus smaller
values α correspond to denser than expected energy levels, and thus, to larger resonators.
Specifically, for a base area A0 and a rescaled area Ad,
α=α0A0Ad , (3.23)
with a constant α0 ≈ 1 describing the systematic calibration error. If the resonator
geometries are approximated by one of the shapes in table 3.11, the areas can be
calculated as a function of orthogonal edge displacement d, with A0 =ma2, Ad =









This expression can be fit to the data in fig. 3.10. Using the hexagon and circle parameter
sets gives a mean value of d≈ 0.65±0.02 nm.
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This positive value means that the real resonator boundaries are larger than the
assumed base geometries. This is consistent with the expectation that a correct determi-
nation of surface features is, in principle, only possible with a punctiform tip. As the
width of the tip apex increases, the apparent size of a vacancy resonator shrinks. More
generally, any stepped features are smeared out toward the descending step direction.
Additionally, the model assumes a perfect confinement with total reflectivity at the
boundaries. In reality, the surface state is only partially confined, with the tails of the
wavefunctions leaking out of the boundaries, leading to a larger effective resonator size.
In island resonators, these two effects compete and cancel out, as seen by Li et al., while
in vacancy resonators, they add up, leading to the reported geometric deviation.
3.4 Lifetime results and discussion
The three decay channels considered are electron–electron (e–e) scattering, electron–
phonon (e–ϕ) scattering, and lossy scattering at the step edge. The former two processes
are expected to vanish as the quasiparticle energy approaches the Fermi level, corrobo-
rating the observed increase in experimental lifetime. Discussing the relative magnitudes
of the contributions, however, merits a more thorough analysis.
The experimental lifetimes given in fig. 3.6, especially the similarity of hexagon and
triangle data, hint at a limited impact of the actual geometry on the measured lifetime.
This advertises the use of a circular resonator of radius S as a modeling system, for
which an analytic treatment can be made. Given a reflection coefficient R of the confining
step, in order for a confined state with nonzero probability at the island center to occur,
as shown in ref. [47], the quasiparticle energy must adhere to the condition
Rexp(2ikS)exp
(−S/LΦ)exp(−iπ/2)= 1, (3.25)
where k = √2m∗(E−E0)ℏ−2 denotes the quasiparticle wavevector, and LΦ is a phase
relaxation length that contains e–e and e–ϕ effects. Eq. (3.25) can be understood by
comparing with the phase accumulation model for quantum well states [180], which
gives a similar phase condition for a surface state round trip. Writing R in terms of
amplitude and phase,
R =: |R|expiΦR = exp[i(ΦR − i ln|R|)], (3.26)
eq. (3.25) is satisfied by the condition





for any positive integer n. The solutions are the complex energies En− i Γn2 where the
condition holds for a given n. Assuming Γn≪ En−E0, the approximations for y≪ x,
Re
√
x+ iy ≈√x and Im
√
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the energy of the nth level is obtained,

















when introducing the group velocity,
vg := ℏkm∗ , (3.34)









This can be written in terms of lifetimes, becoming
τ−1 = τ−1R +τ−1I with τ :=
ℏ
Γn




To compare this to the experimental lifetime results and to ascertain the relative
strengths of the contributions, eq. (3.36) can be evaluated. This is done here for an
example vacancy island whose area corresponds to an edge length of 7.5 nm, and an
electron binding energy of 225 meV . Previous results for the inelastic contribution τI
and the reflection coefficient R are available from literature:
τI has been calculated by Vitali et al. [231], using the GW approximation for e–e
interactions and the full Eliashberg spectral function for e–ϕ interactions. At 225 meV ,
a value of τI ≈ 64 fs was reported. Bürgi et al. [32] have presented measurements of the
reflection coefficients R for surface state electron scattering at ascending and descending
Ag(111) steps (reproduced in fig. 3.12b). At the Fermi level, R starts at a high value
of about 0.5 (0.75) for ascending (descending) steps, respectively. It decreases with
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increasing energy to about 0.25 (0.45) at 75 meV, then remains constant for higher
energies up to 200 meV. The reflection behavior was found to be identical between
{111} and {100} type steps. Specifically, at 225 meV, they have found a value of
|R| ≈ 0.23±0.07.
The results are τR ≈ (9±2) fs, and τ ≈ (7.9±1.5) fs. This is consistent with the
lifetimes obtained in the experiment, as seen in fig. 3.6b. Evidently, at this energy, the
surface state electrons are more likely to decay by lossy scattering at the boundary than
by e–e and e–ϕ interactions, by about one order of magnitude.
This example calculation can be extended to varying energies and resonator sizes,
to fully comprise the experimental gamut. The available resonator geometries are in
the range of Smin = 4 nm and Smax = 8.5 nm. The lines in fig. 3.6b show the calculated
lifetimes for resonators of Smin and Smax, respectively. Again, data for the inelastic
contributions are taken from ref. [231]. Values of τR for the individual geometries are
shown in fig. 3.12c, using an extrapolation of the reflectivity data from ref. [32].
For all vacancy geometries considered, lossy scattering at the boundary has been
found to be the limiting factor to lifetime. This is also the dominant contribution when








The data from ref. [32] suggest that − ln|R| varies approximately as (E−E0)1/2. Hence,
(3.37) together with vg∝ (E−E0)1/2 indicates that −ImΣ increases roughly linearly with
E−E0. This matches the previous observation by Li et al., who reported a self energy of
−ImΣ≈ 0.2(E−E0), empirically derived by lineshape analysis of STS on adatom islands.
As Bürgi et al. have found, while the overall reflectivity at a descending step is higher
than at an ascending step, it varies in a similar fashion.
Various other published results for surface state electron lifetimes are included in
fig. 3.12a. The phase coherence length can be obtained by examining the spatial decay
of standing wave patterns at step edges. This was done by Bürgi et al. [31] and Vitali et
al. [231] for surface state electrons, and by Wahl et al. [232] for image potential states.
This technique allows direct access to a decay rate purely due to e–e and e–ϕ processes,
thus the obtained lifetime corresponds to the τI lifetime.
In the experiment presented by Kliewer et al. [122], corrals of Mn atoms were litho-
graphically constructed, and the linewidths of STS features acquired in the center of
these corrals were studied. Following previous work by Heller et al. [93], the Mn atoms
were modeled as perfectly absorbing, ‘black box’ s-wave scatterers, and the lifetime is
obtained by varying the self energy −ImΣ to match the experimentally obtained spectra.
A triangular corral of Ag adatoms on Ag(111) was constructed by Braun and Rieder
[29], and the scattering properties of the adatoms were modeled, the model including an
exponential spatial attenuation factor for the electron propagation, to obtain a best fit to
the standing wave pattern inside the resonator. From this, the phase coherence length,
and the total lifetime τ could be obtained. Also included are detailed spectroscopic data
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Figure 3.12 – Comparison of surface state lifetime results for the Ag(111) surface. (a) The
following results are shown: Within adatom corrals, studies of phase relaxation length by Braun
and Rieder [29], and point spectroscopy by Kliewer et al. [122]. At monatomic steps, phase
relaxation length and corresponding theory by Vitali et al. [231]. Photoemission data and
theoretical analysis by Eiguren et al. [58]. Point spectroscopy in hexagonal islands by Li [139],
hexagonal and triangular vacancies (this work). Literature values corrected where necessary [48].
(b) Reflection coefficients for ascending and descending steps, used in the τR calculations below.
Data interpolated from ref. [32]. (c) Measured lifetimes τ, compared with predicted values for
intrinsic (τI, ref. [231]) and boundary (τR, eq. (3.37)) contributions. For all but the lowest binding
energies, the latter is found to dominate, by at least half an order of magnitude.
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from Jiutao Li’s thesis [139], for a hexagonal island resonator of 9.8 nm inner diameter.
During the course of this work it was found that, in some of the above publications, the
coherence length had been misidentified by a factor of two. This has been commented
on in
S. Crampin, J. Kröger, H. Jensen, and R. Berndt, Phase coherence length and quantum
interference patterns at step edges, Phys. Rev. Lett. 95 (2), 029701(1) (2005), doi:
10.1103/PhysRevLett.95.029701,
and the lifetimes in fig. 3.12 have been corrected from the original sources accordingly.
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Chapter 4
Tunneling spectroscopy of clusters and
linear nanostructures on Ag(111)
4.1 Surface state dispersion at linear nanostructures
In the preceding section, surface resonator geometries were constructed by controlled
tip indentations into the cold Ag(111) surface. Another class of surface features that can
occasionally arise are one-dimensional dislocations. These come in the forms of steps,
chains and trenches. Notably, due to the preparation taking place at low temperature,
diffusion processes are suppressed. Hence, e.g., manufactured steps may be perfectly
aligned with the bulk lattice on far larger scales, contrasting with the often imperfect
equilibrium geometries of ‘natural’ step edges.
If such features are found after the preparation, they advertise themselves as prime
candidates for measurements where geometric faultlessness is paramount. This exper-
iment seizes the opportunity to use chain and trench geometries, that were obtained
according to section 2.3, for spectroscopy and surface state dispersion measurements.
For theoretical results for a similar setup on Cu(111), compare to ref. [98].
Line scatterer model. An impurity interacting with an otherwise free-electron system
causes a local perturbation of the potential and induces modulations in the electron
density, the so-called Friedel oscillations [70]. For a point scatterer, these take the
form of alternating, concentric rings of increased and reduced electron density, readily
seen with STM, that decay with distance in a manner characteristic to the system’s
dimensionality [2]. The phase shift of the scattered electrons is related to the charge of
the impurity according to Friedel’s sum rule.
A simple model for a line scatterer in a two-dimensional free-electron system can
be given in terms of partial reflection of free electron waves (amplitude a≡ 1) incident
from x > 0 at a linear boundary along the y axis. This problem is trivially separable;
The solutions for the wavefunction consist of the interference of incident and reflected
waves, ψx, along the x direction, and a one-dimensional free electron wave ψy along the
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30 nm
800 pm
Figure 4.1 – Results of tip indentation on Ag(111). (275 nm)2 topograph, V = +100 mV,
I = 200 pA. The induced surface defects take the form of step edges and trenches. The sharp
lines of the artificial structures prepared in situ contrast with the rounded edges of previously
present surface features, which, like the hexagonal island pictured, have undergone diffusion
and Ostwald ripening.










= [exp(−ikxx)+ r exp(ikxx)]exp(ikyy) (4.1)
using wavevectors kx ≥ 0 and ky , and an energy-dependent reflectivity coefficient r that
characterizes the scatterer. The eigenenergies for these solutions are












The probability density can then be calculated from (4.1),⏐⏐⏐ψ(kx,ky ,x,y)⏐⏐⏐2 = ⏐⏐ψx(kx,x)⏐⏐2 = 1+|r |2+2Re(r)cos(2kxx)−2Im(r)sin(2kxx).
(4.3)
The density of states ϱ at a given energy E can be obtained by integrating along the














This integral can not generally be solved in closed form, unless r is energy-independent,






≈ 1+|r |2+2Re(r)J0(2kx)−2Im(r)H0(2kx), (4.5)
where J0(x) and H0(x) denote the Bessel and Struve functions of order 0, respectively
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Experiment. The experiment comprises two types of linear structures. The first is a
monatomic trench, i.e., a single row of atoms missing from an otherwise undisturbed,
flat Ag(111) surface region. The other, complementary structure is a monatomic chain, a
single row of substrate atoms linearly arranged on the surface, in the proper lattice posi-
tions. Chains of this type have previously been constructed manually by manipulation
of adsorbate atoms with the tip [173]. In this work, however, both types of structures
have been obtained by controlled tip indentations.
On each of the examined structures, both topographs and constant current dI/dV
maps are acquired simultaneously, for a selection of positive sample bias V < 500 mV .
Additionally, the trench measurements are supplemented by a set of constant height
scans at low bias. The scan area is manually coarsely aligned to the feature, with the
scan axes rotated away from the native axes of the scan piezo. For each given sample
bias, the dI/dV map is corrected for x–y slant, then averaged along the scatterer axis.
The resulting average scanlines are plotted as a function of sample bias, given in figs.
4.4a and 4.5a, respectively, for chain and trench.
Direct fit of scanlines. If the thin elastic line scatterer model given above holds for
the linear structures, the differential conductance linescans should appear like those in
eq. (4.6). It has previously been shown that for dispersion measurements, more accurate
results are expected when the normalization according to (1.30) is omitted [97]. A least
squares fit of








allows to obtain best-fit values for wavenumber k, scattering phase shift η, and coherence
length LΦ. The latter provides an exponential damping to account for the effects of a







In principle, this fit is expected to be inexact for constant current scanlines, where
the z position follows the trajectory of the modulated topography [97]. The latter is a
Friedel-like oscillation, with an energy-dependent weighting due to STM’s transmission
probability. Its spatial decay is of a higher order in |x| than that of the dI/dV oscillation.
As seen in fig. 4.2, the topography is already approximately flat at |x|> 5 nm, where the
decisive contribution to the fit parameters is obtained.
The constant height dataset has a non-uniform background due to piezo creep and
thermal drift effects. Therefore, the fits are instead done with the numerical derivatives
of linescans and candidates. This serves as a high-pass filter that largely eliminates
the background. Fig. 4.3 reproduces the obtained phase shifts, which were found to
be largely constant over the bias voltage range. A phase of ηC ≈−π indicates that the
chain acts as a repulsive barrier with a near-total reflection coefficient of r ≈−1 [90]. At
ηT ≈−34π , the phase shift for the trench is slightly lower.
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(c) trench, 60 mV
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(d) trench, 200 mV
Figure 4.2 – Example constant current linescans for (a,b) chain and (c,d) trench structures.
Graphs show averaged (see text) topography linescan (black line), dI
/
dV linescan (red line) and
fit function (blue line). Both linescans show a symmetric oscillation around the scatterer whose
wavevector increases with bias voltage, with a markedly shorter decay length in the topography.
Figure 4.3 – Line scattering phase shift η, for chain
(black) and trench (red: constant current, blue: con-
stant height) structures. Data obtained from fit param-
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The structures are intrinsically asymmetric along the scatterer axis (with the scatterer–
substrate interface having different types of microfacets, {100} vs. {111}, on the two
sides). Lacking atomic resolution, the faceting and alignment of the examined structures
could not be determined; It is however known that both bulk-like and faulted stacking
may exist in adsorbates [159]. The linescans were still examined for a possible influence
of the microfacet type on the scattering process, by comparing one-sided fits. For both
chain and trench, no evidence for systematic asymmetry was found in any of the fit
parameters. This contrasts with the findings for single steps [90].
Momentum space analysis. The wavevectors k taken from the fit in the preceding
section can be used to determine the surface state dispersion. Alternatively they can be
obtained for a given set of linescans by Fourier transforming along x and determining
the position of the respective peak in k-space. To obtain subpixel precision, a parabola
is fit through the data points forming the peak apex.
The scanlines in real and Fourier space, and the extracted wavevectors are shown in
figs. 4.4 for the chain and 4.5 for the trench. These show the free-electron-like dispersion
that is expected for surface state electrons up to the bulk d band crossing. By fitting a
parabolic dispersion curve, surface state onset energy and effective mass are obtained.
The results are given in table 4.6.
Discussion. Regarding the effective mass, the results for the different systems are in
very good mutual agreement. For comparison, previously observed values for m∗
/
me
include 0.53 ± 0.01 [118] and 0.44 ± 0.04 [179]. Since the scans provide no direct
indication of the absolute lateral dimensions of the surface (atomic resolution was not
obtained), the lateral calibration of the scan head relies on predetermined data. The
actual tip deflection is influenced by the tip length, operating temperature, and aging
of the piezo polarization. Assuming an upper bound of 10% for the relative lateral
calibration error leads to the error margins for the effective mass of the surface state
electrons given in table 4.6. With these, the values are in agreement with the references
given above.
The surface state onset energy E0 does not depend on the aperture of the dispersion
parabola. It is in this sense robust against lateral calibration errors. Literature values for
the Ag(111) surface state onset, compiled in section 2.1, have been successfully refined
over the years [91, 118, 140, 179, 191], to a reference value of E0= (−67±2)meV . While
there is a good match to the measurement on the chain, where E0 = (−63±3) meV was
observed, the trench measurements show a marked deviation of the surface state energy
toward a slightly higher value.
A fit with an onset value fixed at −67 meV gives a noticeably worse agreement to the
data points. The reason for this observation, which is robust against variations in fit
technique, could not be conclusively determined. The trench structure, being an actual
defect in the topmost surface layer where the surface state resides in, may interact
differently than the chain, an adsorbate on an undisturbed layer. Otherwise, the effect
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Figure 4.4 – Surface state dispersion across monatomic chain. (a) Collection of aver-
age dI
/
dV scanlines, plotted against sample bias, in real space. (b) Fourier transforms of
dI
/
dV linescans. The detected wavevector is marked for each bias voltage, and a dispersion
parabola fitted is fitted across the dataset. (c) Cross-sectional topography, averaged over all
available linescans and bias voltages.
may be specific to the sample; The preparation may have induced subsurface defects,
invisible in the topographs, influencing the surface state and effecting this shift.
4.2 Transmission resonances in adsorbed oligomers
The following experiment studies the spectral features of Agn oligomers on an Ag(111)
surface. It was previously published as part of
H. Jensen, J. Kröger, N. Néel, and R. Berndt, Silver oligomer and single fullerene
electronic properties revealed by a scanning tunnelling microscope, Eur. Phys. J. D 45
(3), 465–469 (2007), doi: 10.1140/epjd/e2007-00157-x.
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Figure 4.5 – Surface state dispersion across monatomic trench. (a) Collection of average
dI
/
dV scanlines, plotted against sample bias, in real space. (b) Fourier transforms of dI
/
dV
linescans. The detected wavevector is marked for each bias voltage, and a dispersion parabola is
fitted across the dataset. (c) Cross-sectional topography, averaged over all available linescans
and bias voltages.
System Surface state onset Effective mass
Trench (−50±2)meV (0.52±0.11)me
Trench (constant height) (−52±2)meV (0.49±0.10)me
Chain (−63±3)meV (0.50±0.11)me
Table 4.6 – Ag(111) surface state dispersion parameters, averaged from fits of real-space
scanlines and momentum space dispersion parabola.
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(c) 25 mV Ag
Figure 4.7 – Ag oligomers deposited by tip indentation on an Ag(111) substrate. (a) Represen-
tative (625 nm)2 topograph, V =+125 mV, I =40 nA. Different species appear as differently sized
protrusions (see text). The marked adsorbates have been identified as single atoms, dimers and
trimers, and dI
/
dV spectra have been subsequently taken on top. The dark spots are attributed
to bulk impurities. (b,c) Topography cross-sections (radially averaged), demonstrating apparent
height difference by cluster size, and surrounding Friedel oscillation.
Experiment. The oligomer preparation is rather straightforward, as surface material
can be picked up by the tip in bulk, and then transferred back onto the surface by
controlled contacts, in a procedure previously employed for Ag and Cu atoms [145].
At the outset, the pristine tungsten tip is dipped into the surface, remote from the
region of interest, in order to cover it with Ag. Subsequently, the tip is positioned
atop a clean, level region of the Ag(111) surface. At the desired location, the feedback
loop is stabilized at a target current of 1 µA, at a sample bias of 100 mV. The loop is
then suspended, and the tip z position is ramped toward the surface at a velocity of
≈ 300 pms−1, while observing the I(z) response. The latter shows a roughly exponential
behavior, until, at a tip displacement between 100 and 200 pm, a discontinuity in the
tunneling current is observed, indicating the formation of a tip–sample contact.
It has been previously shown that upon re-separation of such contact, there is a high
probability of an adsorbed remnant on the surface, at the contact site. Given that both
substrate and tip coating materials involved are identical, the adsorbate is assumed to
be silver as well. The identity of the material has previously been verified by topographic
and spectroscopic methods, as has the integrity of the underlying substrate lattice [145].
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In the majority of cases, the dropped-off material comprises a single adatom, oc-
casionally a dimer or trimer, and rarely a larger chunk of material. Fig. 4.7a shows
a topograph of an indentation region. Radially averaged sections across the center
of adsorbates at bias voltages of +30 and +125 mV are displayed in fig. 4.7b,c. In
the former, the slow lateral decay of the surrounding Friedel oscillation is seen. The
apparent height and width of the adsorbates is found to vary with tip state and sample
bias. With the typical parameters from fig. 4.7a, single atoms are imaged as circular
protrusions of 30 pm height, and a width (FWHM) of 0.75 nm.
The species next in size, with a height of 50 pm and a width (FWHM) of 1.0 nm,
is identified as the Ag2 dimer. Notably, its topographic appearance is also circular. A
reason for this might be intracell diffusion at a timescale too fast to resolve by STM.
It has previously been reported that the Cu2 dimer on Cu(111) likewise appears as a
circular object, at a temperature of 7 K, due to the motion of the two constituent atoms
within a local hexagonal diffusion cell [195].
The trimer appears as a circular object of 60 pm height and a FWHM of 1.1 nm,
suggesting a compact triangular structure. While rotational diffusion of the whole
structure cannot be ruled out from the topographic data alone, simulations for Cu3 on
Cu(111) suggest a stable, stationary configuration at temperatures below 21 K [195].
From this, it may be inferred that the Ag3 cluster is similarly immobile on Ag(111), at
the temperature of 7 K at which the experiment is taking place.
To examine the electronic structure, tunneling spectroscopy on the various oligomers
has been performed. At the outset, it was verified that spectra on clean substrate regions
yield the expected shape of the Shockley surface state onset. Since the selected bias
voltage range leads to a large variation in tunneling current, the constant current spec-
troscopy method was employed. The feedback loop is enabled during the scan, retracting
the tip as the total current increases. This complicates a quantitative evaluation of the
local density of states, however the general features of a spectrum, such as approximate
peak position and width, are retained.
Results and discussion. The spectroscopic results are compiled in fig. 4.8, where
averages of several spectra taken on top of the various adsorbates are shown. On the
single Ag atoms, a single broad peak at an energy of about 2.95 eV above the Fermi
level is observed. This marks an increase in conductance of the tunneling junction
as the bias voltage increases beyond this energy, due to the additional possibility of
tunneling through an unoccupied quasiatomic resonance. The spectral feature bears
an approximately Gaussian shape. The peak width is measured by subtracting a linear
spectral floor from the spectrum, within a region of interest bounded by the tails of the
feature. By finding the voltages where the residual intersects an amplitude of half its
peak value, a width (FWHM) of the feature of 0.65 eV can be obtained.
Spectra on the Ag2 dimers show a broader peak whose parameters can be likewise
determined, giving a position of 2.25 eV and an increased FWHM of 1.0 eV. The Ag3
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Figure 4.8 – Spectroscopy of Agn/Ag(111)
oligomers and chain, each showing a single
peak attributed to transmission resonance. The
peak energy decreases with increasing cluster
size, with 2.95 eV for the single atom, 2.25 eV
for the dimer, 1.95 eV for the compact trimer,
























trimers show a peak with a lower FWHM of 0.8 eV, and an energy position at 1.95 eV,
even closer toward the Fermi level.
This apparent energy shift with increasing cluster size can be interpreted by a
splitting of the observed monomer state, which in the dimer case is akin to the formation
of bonding and anti-bonding 1s levels in the H2 molecule. Of these, only the lower state
is visible in the spectra, since the higher-energy state is expected to reside beyond
3.5 eV, outside of the measured voltage range. This type of splitting has previously
been observed in several similar systems. One instance of this is a study of linear Cun
oligomers on Cu(111) [64], where spectroscopy on the adsorbed monomer yields a peak
at 3.3 eV , with a comparable FWHM of 0.6 eV . As the chain length increases, this evolves
into a more complex set of resonances, with the lowest discernible peak shifting down to
2.6 eV for the dimer, with a broadened FWHM of 0.9 eV , to 2.0 eV for a linear trimer, and
further down to 1.7 eV for a seven-atom chain. A multiple-scattering ab initio calculation
for linear Cun chains on Cu(111) likewise shows a downshift of the lowest LDOS peak
with increasing chain length [216].
Reference data for a compact Cu3 cluster are taken from a study of compact triangular
Cu clusters on Cu(111) [133]. The spectrum shows a single resonance at an energy of
2.1 eV. Au chains on NiAl(100) were found to be another similarly behaving system
[173].
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Cu/Cu(111), refs. [64, 133]
Ag/Ag(111), this work
Cu/Cu(111), theory, ref. [216]
Au/NiAl(100), ref. [173]
Figure 4.9 – Comparison of oligomer reso-
nance data with previously published results.
Experimental data for Cu and Cu2 taken from
ref. [64], compact Cu3 cluster from ref. [133].
Cun linear chain ab initio calculation from
ref. [216]. Data for Aun on NiAl(100) reproduced
from ref. [173]. In all cases, the resonance peak
shifts toward lower binding energies as the clus-
ter size increases.
4.3 Image and field states on linear chains
The preceding experiments have maintained bias voltages well below the vacuum level.
In contrast, tunneling spectroscopy at energies near and beyond the substrate work
function is also possible, and may provide valuable insights into the energy structure of
the tunneling gap.
In the presence of a strong electric field, electrons from the tip can easily escape into
the vacuum gap, overcoming the potential barrier, distorted by the field into a roughly
trapezoidal shape, by means of Fowler–Nordheim tunneling [68]. This field electron
emission process has been employed in various surface microscopy techniques, such as
the field emission microscope, which yielded the first direct observation of the atomic
structure of a sharp tip, and the Topografiner, the direct developmental precursor of the
STM.
Differential conductance spectra acquired by STS within this Fowler–Nordheim region,
with sample bias voltages in a range of 4 to 20 V, are characterized by a series of
oscillations [16, 17]. These are attributed to the interference of standing wave states
in the vacuum gap, partially confined between the trapezoidal barrier and the metal
surface [86].
It follows from classical electrostatics that, when facing a conducting surface, a
charged particle induces a local polarization on it, thereby experiencing an attractive
force, the so-called image force. In the energy diagram of a tunneling junction, this
effect causes a local drop in barrier potential near the electrodes. Within the confines of
this image potential, a Rydberg-like series of bound electronic states may occur [54].
Access to these sample-bound image potential states by means of STS requires a
significant positive sample bias. The voltage difference causes a local electric field within
the tunneling gap, and thus, a field-induced potential gradient as seen in the energy
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Figure 4.10 – Fowler–Nordheim spectra on
Ag(111). (a) Constant current spectra on clean
Ag(111) (red), monatomic (green) and diatomic
(blue) chains. At energies near the work func-
tion, the spectra show a complex substruc-
ture depending on the sample geometry, likely
due to overlap and interaction of Gundlach
and transmission resonances. At higher ener-
gies, a clear oscillatory pattern emerges. The
monatomic chain spectrum shows a single ad-
ditional peak at 1.5 V. (b) Energy positions







linear fit. Extrapolation of the fitted lines gives






































2 4 6 8 10
bias voltage (V)
diagram. The combination of image and field potentials results in an enlarged potential
well in the vacuum gap. This gives rise to a series of additional bound states associated
with the triangular tail of the potential toward the vacuum level, as illustrated in fig.
4.11.
Deviations from the Gundlach oscillation pattern, observed in adsorbate-covered
surface spectra [132], are attributed to transmission resonance effects. The reflectivity of
both substrate–adsorbate and adsorbate–vacuum interfaces results in a series of electron
energies for which the transmissivity of the adsorbate layer is maximized. Several of
these energy levels may have energies coinciding with the Gundlach region.
Experiment. The experiment has been performed on the same sample used for the
dispersion measurements in section 4.1. Starting from the clean sample, linear atomic
chains have been prepared by the tip indentation method described previously. Fowler-
Nordheim spectra have been acquired both on atomically flat, undisturbed surface
regions and on top of atomic chains of various widths. Because of the large voltage
range, corresponding to several orders of magnitude in current, the measurements were
done in constant current mode. Due to the dependency of the energy levels on the
electrostatic field in the gap (see below), which is determined by the shape of the tip
apex, care has been taken to obtain a stable tip that remained unchanged during the
experiment.
Also, measurements on deposited Ag adatoms were attempted, but it was found that
the adatoms detectably jumped to adjacent lattice locations at bias voltages around 3 V .
This could not be remedied by ordinary tip preparation, but is nevertheless probably
due to the tip condition, as successful spectroscopy on a monomer up to 8 V with a
different tip in the same instrument was reported elsewhere [215].
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Fig. 4.10a shows the average of constant current dI/dV spectra taken on 6 different
clean sites of the Ag(111) surface. The highest-amplitude feature is located at an energy
of ≈ 4.2 V above the Fermi level. The asymmetric shape suggests that the feature is the
superposition of two adjacent peaks. One of these peaks may be due to the upper edge
of the L band gap, for which published theory provides a value of E ≈ 3.9 V [41].
The feature lies below the Ag(111) surface work function, which was reported at
4.46 . . .4.8 V , depending on the density of bulk sulfur contaminants [36]. In this energy
range, a standing wave state can exist in the potential well formed by the superposition
of the trapezoidal electrostatic and image potentials. At higher energies, the spectrum
shows a series of peaks with decaying amplitude. These are the Gundlach oscillations
resulting from standing waves in the trapezoidal electrostatic potential well.
Regarding the decorated surface, fig. 4.10a includes averaged spectra acquired on 5
locations on single-row chains, and 8 on double-row chains, respectively. For the thin
chain, the transmission resonance seen previously in section 4.2, at 1.5 V, falls into
the energy range and is consequently visible as a small peak. At energies beyond 7 V,
both types of chains show an unperturbed series of Gundlach resonances. At lower
energies, however, the spectra appear markedly different from the clean surface, and
each other. In the range of 4 . . .7 V, several overlapping peaks of varying amplitude
are visible, some of these possibly related to higher-order transmission resonances of
the adsorbate. It has previously been observed in the Ag/Si(111)–7×7 system that the
presence of such resonances can shift the energy levels of higher Gundlach peaks [220].
The specific identities of the peaks obtained in the range of 4 . . .7 V , however, could not
be conclusively determined.
Model and discussion. To determine the peak positions, a nonlinear least-squares fit
of a superposition of Lorentzians to the experimental spectra was performed, using the
Levenberg-Marquardt technique [138, 157]. The resulting fits are reproduced as lines in
fig. 4.10b.
A simple model for the tunneling junction within the Fowler–Nordheim regime
disregards image charge effects and models the potential within the gap as a triangular
well. With the sample surface at z = 0, and the tunneling gap toward positive z, the
model potential is given by
U(z)=
⎧⎪⎨⎪⎩ΦS +qeFz for z > 0+∞ for z < 0, (4.10)




denotes the electrostatic field between tip and sample.
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Figure 4.11 – Energy diagram for Fowler–Nordheim tun-
neling. With a large positive sample bias V , the potential
within the gap assumes an approximately trapezoidal shape
(gray area). At energies beyond the sample work function, a
series of bound electronic states exists in front of the surface,
within the vacuum gap. The actual shape of the potential is
influenced by image charges and deviates from the trapezoid,
























where Ai and Bi denote the Airy functions of the first and second kinds, respectively.
As the physical solutions must be square integrable, but Bi(z) diverges for z→+∞, it









This allows to enumerate the solutions by index n, where ζn denotes the nth zero of
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Clean Ag(111) Thin chain Thick chain
Sample work function ΦS 4.75 V 4.28 V 3.99 V
Electrostatic field F 0.78 V/nm 0.84 V/nm 0.89 V/nm
Table 4.12 – Tunnel gap parameters from Fowler–Nordheim spectra, obtained from fit coeffi-
cients.
The energy of solution n is then obtained by transforming (4.14), giving


















for the approximate energy En of the nth Gundlach resonance within a triangular
potential well, as a function of the sample work function ΦS and the electrostatic field F
in the tunneling gap [3]. The approximation is however limited in several ways:
• The approximation assumes that the electrostatic field is constant. However, a bias
voltage ramp is applied in order to acquire the spectra. Also, since constant current
mode is employed, the feedback loop varies the tip–sample distance throughout.
In order for the approximation to hold, these two effects need to roughly cancel
each other out.
• The considered potential (4.10) increases linearly to infinity in the tip direction.
With a tunneling gap that is bounded on both sides, and a trapezoidal potential,
the solutions have β ̸= 0 in (4.13). A deviation from the En(n) behavior is expected
for high index resonances.
• The effect of the image potential, which causes a potential dropoff near the sample,
is disregarded. This effect is expected to induce a downward energy shift of the
bound states, especially for the lowest index resonances.






three sample geometries. The assignment of the index n to the individual peaks is
unambiguous for the clean surface [220]. For the structured surfaces, where the lowest-
order resonances are missing or perturbed, the peaks are indexed as shown in fig. 4.10.
A linear function is fit through the pairs of (En, n˜), disregarding the data points for the
lowest resonances, which are expected to be shifted downward by the image effect. From
the slope and intercept, respectively, the experimental values for the electrostatic field F
and the sample work function ΦS are obtained.
On the clean surface, the work function of 4.75 V lies in the expected range [41,
77]. On the decorated surfaces, lower values of 4.28 V and 3.99 V, respectively, are
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recovered. The observation of a reduced work function in the vicinity of surface features
is according to expectations. Similarly, a reduction near step edges on Au(111) has
previously been reported [112].
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The second part of this thesis concerns the adsorption geometry and electronic structure
of a submonolayer film of the organic semiconductor molecule PTCDA on various
substrates. The substrates employed are the Au(111) surface, several vicinals thereof,
and the 2H–NbSe2 layered crystal. Among these, surface reconstructions, regular and
refaceted step arrays, and charge density waves provide a variety of one- and two-
dimensional templates. The main objective of the experiments is to ascertain the extent
to which these structures influence the adsorption geometry of the molecules.
Parts of the presented work have previously been published in peer-reviewed journals.
The topographic observations and spectroscopic data for PTCDA on vicinal Au(111)
surfaces have been presented as
J. Kröger, N. Néel, H. Jensen, R. Berndt, R. Rurali, and N. Lorente, Molecules on vicinal
Au surfaces studied by scanning tunnelling microscopy, J. Phys. Condens. Matter 18
(13), S51–S66 (2006), doi: 10.1088/0953-8984/18/13/S04.
A discussion of the observed molecular energy shift and the relevant theory have been
given in
J. Kröger, H. Jensen, R. Berndt, R. Rurali, and N. Lorente, Molecular orbital shift of
perylenetetracarboxylic-dianhydride on gold, Chem. Phys. Lett. 438 (4–6), 249–253
(2007), doi: 10.1016/j.cplett.2007.03.001.
Finally, a supplementary study of PTCDA on 2H–NbSe2, a transition metal dichalcogenide
substrate, has been published in
J. Kröger, H. Jensen, T. Jürgens, T. von Hofe, J. Kuntze, and R. Berndt, Adsorption
geometry of PTCDA on 2H–NbSe2, Appl. Phys. A 81 (6), 1285–1289 (2005), doi:
10.1007/s00339-004-3039-6.




Figure 5.1 – Schematic representation of crystal growth modes for increasing monolayer
coverage. Image shows, from top to bottom: (a) Frank–van-der-Merwe (layer) growth, (b) Stranski–
Krastanov (layer-plus-island) growth, and (c) Volmer–Weber (island) growth.
5.1 Ultrathin molecular films
Historically, deposition of thin films has been done by submerging the substrate in a
liquid medium. Specific types of organic molecules, when added to a liquid they are
insoluble in, form ultrathin films on top of the liquid surface [186, 190]. Resulting
thicknesses may be as low as a single monolayer, as seen in fatty acids on water [136].
From this, a deposition technique was developed where a submerged substrate slab gets
lifted to the surface, displacing the liquid in the process, but retaining the thin molecular
film on top [22, 23]. Films prepared in this fashion are known as Langmuir–Blodgett
films.
Freely suspended films may be manufactured by drawing a spreader across a hole
[240]. Once created, these films may then be subsequently transferred to a substrate
surface [151]. More recently, a wet self-assembly technique for deposition of charged
polymers was proposed [52], in which a charged substrate is alternatingly dipped in
solutions of polycations and polyanions. In each cycle, a single organic layer is deposited
[96].
All of the aforementioned methods are restricted to certain, narrow classes of
molecules. In contrast, the organic molecular beam deposition (OMBD) technique permits
working with a much wider range of adsorbate materials, and offers accurate control of
film thickness within a fraction of a monolayer. Made possible by the availability of ultra-
high vacuum systems, it has emerged as the method of choice for many applications.
Growth modes. The growth process of an ordered organic film on a substrate is
described by both the sequence in which the layers are progressively built up, and the
relationship between the forming adsorbate and substrate lattices. Regarding the former,
typically three growth modes are distinguished [14, 229], as illustrated in fig. 5.1:
Volmer–Weber growth, or island growth, describes a process where, from its initial
nucleation sites, the adsorbate grows in three-dimensional clusters on the substrate. The
growth is characterized by the coexistence of clean substrate areas and islands of several
molecular layers in height. It is typically found where the adsorbate molecules are bound
more strongly to each other than to the substrate. In contrast, in Frank–van-der-Merwe
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growth, or layer growth, the adsorbate completes individual layers before forming a
subsequent layer. A requirement for this growth mode is a monotonous behavior of the
interlayer bond strength, starting from a relatively strong adsorbate–substrate bond.
A quite common intermediate case is given by Stranski–Krastanov growth [218], or
layer-plus-island growth, which tends to complete the first molecular layer (or first few
layers), but formation of additional monolayers beyond a certain thickness becomes
successively unfavorable. This growth mode may occur when the interlayer binding
energy exhibits any form of non-monotonous behavior. If, e.g., a mismatch between
substrate and bulk adsorbate lattice geometries is present, the first few monolayers may
exhibit lattice distortions to comply with the substrate geometry, but these distortions
are only maintained up to a certain film thickness, beyond which island growth is
preferred. This is also called the Asaro–Tiller–Grinfel’d (ATG) instability [6, 84].
Another aspect of growth is the ordering of the nascent adsorbate layers with respect
to the substrate lattice. The term epitaxy is used to describe a situation where there is a
commensurate relationship between substrate and adsorbate lattices [8]. This means
that there is a match between two low-integer linear combinations of base lattice vectors
of substrate and adsorbate, respectively. In such cases, it is typically the adsorbate
lattice that deviates from its bulk structure to match the undistorted substrate lattice.
Depending on the bond type, classical epitaxy (chemisorption) and van der Waals epitaxy
(physisorption) may be further distinguished. Since combinations of adsorbate and
substrate with perfectly matching lattice geometries are rare, the film lattice is usually
strained to some extent, leading to a prevalence of Stranski–Krastanov growth in epitaxic
systems.
In contrast, the case where adsorbate and substrate lattices remain incommensurate
is called quasi-epitaxy (QE). In some systems, however, the orientational relationship
between film and substrate remains well defined. The lattice of quasi-epitaxically grown
adsorbate films does not necessarily conform to the bulk equilibrium lattice, but may
exhibit distortions. A variety of factors encourage the development of QE systems:
A necessary requirement is that translation of an adsorbed molecule across the
surface is possible without a significant change in system energy. Specifically, the
interlayer shear mobility needs to be far greater than the intralayer compressibility. This
is generally not true for atomic films, but may be possible for molecular films, depending
on the spatial extent and internal structure of the molecules [242]. Quasi-epitaxic growth
is frequently encountered in systems grown outside of equilibrium conditions.
5.2 The PTCDA molecule
While the predominant interaction within a single organic molecule is the covalent
bond, the interaction between individual molecules is typically conveyed by the London
dispersion force. This weak attractive force occurs even in bonding partners without
permanent multipole moments, by interaction of transient multipoles that appear due
to the probabilistic charge distribution within a molecule [59]. The van der Waals (vdW)






Figure 5.2 – Structural diagram of the PTCDA molecule.
force, i.e., the combination of Pauli repulsion and attractive London force, is frequently
described within the Lennard-Jones potential approximation [137, 233]. Additionally,
a special form of dipole interaction is given by the hydrogen bond. It is an attractive
interaction between a hydrogen atom bound to an electronegative atom, and another
electronegative atom facing the former. This bond is generally not covalent in origin
[75], but mainly due to electrostatic attraction.
To form a solid, a molecule aligns in a position where the total interaction potential
between itself and the surrounding molecules finds a local minimum. Molecules whose
interaction potential has a complex spatial distribution with many local minima (such as
large, asymmetric protein molecules) will have many near-equivalent modes of alignment,
allowing stable, unordered configurations. Thus, crystallization of these molecules is
difficult. In contrast, alignment within a periodic lattice is facilitated if the potential, and
the molecule itself, are geometrically simple and symmetric.
Perylene (peri-dinaphthylene) is a polycyclic aromatic hydrocarbon. Molecules whose
core is an aromatic slab, such as derivatives of perylene, compose a model class of
planar molecules. By attaching different functional groups to the core, the properties
of the molecule can be varied, retaining the planar geometry. The perylene-3,4,9,10-
tetracarboxylic-dianhydride (PTCDA) molecule is part of this class. It consists of a
perylene core with dual anhydride groups attached to either end of the molecule. The
structure of the molecule is rendered in fig. 5.3.
Together with its associated class of perylene-3,4,9,10-tetracarboxylic-diimide (PTCDI)
derivatives, it forms a family of economically relevant organic pigments. In this function,
PTCDA is also known as C.I. Pigment Red 224, or by its constitution number, 71127
[44]. PTCDA readily forms molecule crystals, macroscopically appearing as a bluish-red,
crystalline solid. Due to their long-term stability and high dissociation temperature,
perylene-based pigments have seen widespread use, e.g., in coloring plastic products, as
well as in automotive paints [228].
For bulk PTCDA under ambient conditions, two crystal structures, designated the α
and β modifications, are known [175]. Both are monoclinic crystals, in the P21/c space
group, but differing in their lattice parameters. In both polymorphs, the alignment of
the molecules is such that their plane closely matches the (102) lattice plane. Thus, the
structure can be understood in terms of a layered crystal, the individual molecular layers


























(a) α polymorph (b) β polymorph
Figure 5.3 – Structure of the two PTCDA bulk modifications. Isometric view of (a) α and (b) β
polymorphs, showing 3× 1× 1 bulk unit cells. All dimensions are given in pm. The b and c
lattice directions are aligned with the coordinate axes, while the a direction is inclined by 8.8◦
(−6.4◦) toward c . Two adjoining layers of PTCDA, and their interlayer separation of 0.322 nm
(0.325 nm) are shown. The orientation of the molecular planes is given by the [010] and [2¯01]
vectors. Layers are displaced laterally toward the [2¯01] direction, by 0.190 nm (0.193 nm). As the
role of long and short planar lattice vectors are interchanged between polymorphs, the effective
displacement direction differs.
being arranged in a square lattice. A planar unit cell contains two molecules, their long
axes nearly perpendicular to each other.
The planar unit cell vectors are oriented along the [010] and [2¯01] bulk directions,
respectively. The polymorphs differ in which one of these vectors is the longer one. In
β-PTCDA, the vector coinciding with the b bulk crystallographic direction is the longer
one, while in the α modification, the long axis of the unit cell is aligned with the [2¯01]
vector. In both cases, the dimensions of the unit cell are roughly similar, with long
vectors of 1.991 nm and 1.930 nm, and short vectors of 1.196 nm and 1.244 nm,
respectively, for α- and β-PTCDA.
Subsequent layers are stacked with their unit cell displaced along the [2¯01] planar
unit cell vector, by a similar amount. This displacement is 0.190 nm in α-PTCDA, and
0.193 nm in β-PTCDA. Since the roles of long and short planar unit cell vectors are
interchanged between the polymorphs, the effective displacement directions are different.
A summary of both bulk and planar lattice parameters for the two modifications is given
in table 5.4, and represented graphically in fig. 5.3.
PTCDA as an organic semiconductor. In conventional, inorganic semiconductors, the
band gap marks the separation between the occupied valence band and the unoccupied
conduction band, at absolute zero temperature. Within the context of organic semi-
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α-PTCDA β-PTCDA Dimension
0.374 0.378 [100] unit cell vector a (nm)
1.196 1.930 [010] unit cell vector b (nm)
1.174 1.077 [001] unit cell vector c (nm)
98.8◦ 83.6◦ ∠(a,c)
1.991 1.244 [2¯01] planar unit cell vector (nm)
1.991 1.930 long planar unit cell vector (nm)
1.196 1.244 short planar unit cell vector (nm)
0.322 0.325 interlayer distance dp (nm)
0.190 0.193 lateral interlayer displacement dl (nm)
30.6◦ 30.7◦ ∠(a,dp)
Table 5.4 – Lattice parameters of bulk PTCDA. Data for both bulk crystal polymorphs are given.
Data for α polymorph taken from ref. [148], β polymorph from ref. [167].
conductors, the highest occupied molecular orbital (HOMO) and the lowest unoccupied
molecular orbital (LUMO) are analogous to the top of the valence band and the bottom of
the conduction band, respectively. The width of the band gap is given by the difference
between HOMO and LUMO energies.
The electronic transport properties of PTCDA films have previously been studied
within the context of semiconductor device structures. Particularly, an extensive study
was published by Forrest et al. in 1984 [66, 67]. It has been found that the electronic
transport properties of PTCDA thin films are highly anisotropic. Measurements in
contact barrier diode [66] and OLED setups [33] have demonstrated that normal to the
molecular layer planes, PTCDA may transport holes, while electron transport is not
favored [177].
Adsorption characteristics. The adsorption characteristics of PTCDA on monocrys-
talline substrates has been the focus of considerable attention. Depending on the
substrate, it has been found to exhibit both epitaxic and QE growth. A study on the alkali
halides NaCl(001) and KCl(001) [167] has demonstrated epitaxic growth in a bulk-like
planar structure. PTCDA adsorbed on the Ag(110) surface has also been shown to grow
epitaxically [207]. On this substrate, the molecules arrange in a brick-wall-like structure,
with their molecular axis aligned with the substrate [100] direction. The superstructure
is commensurate; Its lattice vectors match the substrate plane [32] and [32¯] directions,
respectively.
Regarding quasi-epitaxically grown PTCDA films, the substrate studied in most detail
is highly-ordered pyrolytic graphite (HOPG). PTCDA films on HOPG assume a structure
that qualitatively matches the bulk [102] planar herringbone structure [149]. Compared
to the molecular crystal, the superlattice unit cell dimensions are slightly expanded. The
orientation of the adsorbate lattice relative to the substrate can be inferred from the
Moiré patterns exhibited by the layer [99], or by lithographic removal of the adsorbate
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layer [33]. Consistently, two incommensurate superstructures have been found, with
domain orientations of 3◦ and 10◦ to the substrate, respectively. A compilation of results
can be found in ref. [65].
5.3 The Au(111) surface
Bulk gold forms a metal crystal with a face-centered cubic (fcc) structure, with a lattice
constant of a= 0.4079 nm [51, 152]. Its {111} bulk planes have a hexagonal structure
with a nearest neighbor distance of dN =
√
1/2a = 0.2884 nm. The distance of two
adjacent atomic rows is dR =
√
3/8a = 0.2498 nm, and the perpendicular interlayer
distances is dL=
√
1/3a= 0.2366 nm. In projection onto the plane, atoms of every third
layer share positions, thereby forming an ABCABC stacking pattern.
Similar to the Cu(111) and Ag(111) faces, the electronic structure of the Au(111)
surface is characterized by Shockley surface states located within the bulk band gap
at the L point. Surface state electrons exhibit an approximately two-dimensional free





with an onset energy of E0−EF =(−487±1)meV and an effective mass of m∗=0.255me
[191].
While the Cu(111) and Ag(111) surfaces prefer the bulk termination, in Au(111), a
unique and very distinctive surface reconstruction was found to exist [100, 182]. Due
to its peculiar appearance, the reconstruction is called the herringbone or chevron
reconstruction. To avoid ambiguity, the latter designation will be used here.
Atom positions on the surface have been modeled by competition of a longer-range
many-body interaction, and a pairwise interatomic interaction [60, 92]. In the case of
Au(111), an increase in atom density on the surface, and thus a reduction in interatomic
distance, yields a net energy gain that outweighs the cost of interrupting the bulk crystal
periodicity. As a result, the surface lattice is uniaxially compressed along one of the
[011¯] directions, accommodating 46± 2 surface atoms onto 44± 2 bulk lattice sites
inside a (22±1)×√3 surface cell. This amounts to a surface compression of ≈4.5%. The
compression is established by alternating stacking of top layer atoms twice per surface
cell, switching between bulk-like fcc (ABCABC) stacking and hexagonally close-packed
(hcp) stacking. The latter means that atoms in the topmost layer share lattice sites with
atoms two layers underneath, resulting in an ABCABA termination. The packing density,
and thus the distance between surface and subsurface layers, is similar in the fcc and
hcp regions. The fcc type is energetically slightly more favorable, being the bulk stacking
type, thus the fcc regions are wider than the hcp regions.
The regions are separated by relatively broad boundaries where the atomic positions
within the lattice gradually transition between fcc and hcp sites. These bridging positions
are slightly elevated from the subsurface layer, by up to 15 pm [89]. Thus, in STM


















Figure 5.5 – Model of the reconstructed Au(111) surface, after ref. [34]. Large circles denote
surface atoms, small gray dots represent the first subsurface layer. Locally, the surface contains
fcc (blue filled circles) and hcp (red filled circles) regions, joined by transition regions forming
elevated ridges (purple hollow circles) of two types. Arrows indicate the directions of atom
displacement while moving from fcc to hcp region. Locally, the ridges are straight, giving a
(22±1)×√3 surface unit cell. On a larger scale, the reconstruction undulates, with each ridge
type curving in a specific manner, forming elbows with bulged (left) and pinched (right) geometry.
Hexagonal Burgers circuits are plotted around the elbow sites. For type X ridges, open circuits
are obtained, indicating a dislocation site.
topographic mapping, the reconstruction locally appears as pairs of discommensuration





This surface contraction is uniaxial, and thus anisotropic. To further relieve surface
stress, the contraction direction varies across the surface. This is accomplished by
the formation of large domains in which two of the three possible orientations for
the surface contraction alternate. The result is a zig-zag pattern, with the pairs of
discommensuration lines changing their alignment in a characteristic elbow-like pattern.
At these elbows, the azimuthal direction of the dislocation lines changes by 60◦, thus
providing six possible orientations of elbows.
Two different types of elbows exist, which, due to their distinctive appearance, have
previously been designated pinched and bulged elbows [35]. In fig. 5.6, these elbows have
been marked by the letters P and B, respectively. This is due to each discommensuration
line of a pair having a separate Burgers vector: In type X ridges, the Burgers vector varies
by 120◦ on the two segments flanking the elbow, while in type Y ridges, it stays the same
[34]. As a consequence of this, type X ridges contain a dislocation site at each elbow,











Figure 5.6 – Closeup of the Au(111) reconstruction, (23.5 nm)2 topograph, V = +800 mV,
I = 260 pA, showing the chevron surface reconstruction. The pairs of discommensuration lines
separate regions of fcc and hcp top layer stacking. The elbows alternate between pinched and
bulged morphology, as indicated by the letters P and B, respectively. The left-hand ridges of
each pair are of type Y, which is curving more smoothly. The right-hand ridges are of type X and
provide dislocations at each elbow that facilitate adsorption. Here, impurities of unknown type
have adsorbed on several of the type X elbow sites.
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that may serve as preferred nucleation site of certain adsorbates. This is visible in fig.
5.6, where at several of the type X elbows, adsorbed material is present. The chevron
reconstruction was found to be stable up to a temperature of 865 K, beyond which the
surface transforms to an disordered, isotropically compressed state, in a first order
phase transition [101]. It can be modeled within the Frenkel–Kontorova framework,
which describes a chain of atoms reduced to harmonic nearest-neighbor interactions,
embedded within an external periodic potential [13, 69].
5.4 The stepped Au(111) surface
The non-reconstructed Au(111) surface has a structure similar to the Ag(111) surface,
described in section 2.1. The hexagonal structure offers three principal axes along which
the six in-plane nearest neighbors of each atom are aligned. These directions are given by
the [01¯1], [101¯] and [1¯10] vectors. Straight surface steps can proceed along any of these
three directions. At a step, the outermost atoms of the topmost plane and their nearest
neighbors on the atomic plane below form a microfacet. Depending on the orientation of
the step, up or down, these microfacets are either of {111} or of {100} type. The normal
vectors of the three possible {111} hexagonal microfacets are given by (1¯11), (11¯1), and
(111¯). The normal vectors of the {100} microfacets, in which the atoms form a rectangular
arrangement, are the (100), (010), and (001) vectors. On reconstructed Au(111), the
presence of dislocations and steps influences the distribution of compression directions.
Depending on the geometry of the disturbed surface, a plethora of morphological
phenomena has been observed [11]. Generally, the discommensuration lines prefer to
cross steps with {111} microfacets perpendicularly without disturbance [194].
Fig. 5.7 shows a stepped Au(111) region additionally treated with sputtering to pro-
duce vacancy defects, as described in section 2.3. It gives an example of the many
morphological peculiarities seen with the chevron reconstruction. On the right-hand
side, the interaction between the reconstruction and steps is seen, with the discommen-
suration ridges preferably crossing {111} type steps. Extraneous ridge pairs that cannot
further connect frequently self-terminate in a U shape. Otherwise, small vacancies often
serve as hub sites where three ridge pairs intersect. Larger vacancies are seen with both
flat and reconstructed insides. The latter frequently exhibit ridge pairs in a three-pointed
star pattern, perpendicular to the {111} steps. The shape of many of the vacancy islands
visibly deviates from the regular hexagon, with the three {111} type edges longer than
the {100} edges.
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30 nm
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Figure 5.7 – Vacancy islands on Au(111). (189 nm)2 topograph, V = 240 mV, I = 200 pA. The
path of the discommensuration lines prefers to perpendicularly intersect {111} steps (top, bottom
left and bottom right edges of each vacancy island). Inside, both a three-pointed star pattern
and the absence of any reconstruction are frequently seen. Several hexagons are visibly irregular,





The adsorption of PTCDA films on the Au(111) surface itself has been the objective of
various previous studies. A GIXD and RHEED experiment on a ≈ 17 ML PTCDA film
has demonstrated a quasi-epitaxic layer-by-layer growth [63]. The adsorbate lattice was
found to be rectangular, similar to the adsorbate (102) bulk planes. While the lattice
exhibits a slight rectangular distortion, the unit cell area remains largely unchanged.
The substrate chevron reconstruction is retained below the film.
In additional, the structural properties of sub- or near-monolayer coverages have also
been studied in detail. An STM and RHEED study imaged a superstructure similar to the
(102) planes of the bulk PTCDA polymorphs both in lattice dimensions and molecular
orientation [205]. PTCDA was found to form islands with a thickness of a single atomic
layer, a regular herringbone-like structure and a rectangular (90◦ ± 2◦) unit cell with
dimensions a= (1.97±0.04) nm and b = (1.22±0.02) nm, amounting to a density of
one molecule per (1.20±0.05) nm2. The Au(111) surface reconstruction is preserved
below the molecular layer. Several possible orientations of the adsorbate lattice coexist,
their lattice constants being identical within the accuracy of STM.
In a later STM study of the same system [39], a second adsorption phase with a square
unit cell of a=b= (1.7±0.1) nm was observed. This square phase does not correspond
to any known PTCDA bulk structure. With one molecule per (1.44±0.18) nm2, its
density is lower than that of the herringbone phase. Under the square phase, the Au(111)
chevron reconstruction is preserved as well. Growth of any monolayers beyond the first
one invariably takes place in herringbone geometry.
6.1 Preparation
In preparation of the present experiment, the substrate surface was cleaned by repeated
cycles of Ar+ ion bombardment and annealing, using the usual technique as described in
section 1.7. In total, 3 cycles were performed, with a reduced intensity for the final cycle.
After preparation the surface was allowed to directly cool down to room temperature.
The PTCDA molecules, kindly provided by M. Sokolowski, University of Bonn, Germany,










Figure 6.1 – Lattice structures in PTCDA/Au(111), showing unit cell and dimensions for (a) her-
ringbone phase [205] and (b) square phase [39].
were evaporated from a button heater cell with a directed nozzle. The cell was heated
until the quartz balance detected an evaporation rate, then the substrate was exposed
to the molecular beam for 10 s. The sample was then transferred to the precooled 7 K
low-temperature STM.
The evaporator could not be initially calibrated, as the PTCDA sticking coefficient
was not known beforehand. Thus, the first large-scale topographs of the PTCDA-covered
Ag(111) surface serve to ascertain whether the preselected parameters result in a cover-
age of desired magnitude. Fig. 6.2 shows a sample topograph of the prepared system,
indicating that after evaporation, the molecules remained mobile on the surface at room
temperature, eventually forming large two-dimensional regularly ordered islands. It is
determined that the preparation conditions result in a coverage of ≈ 0.2 ML, a mono-
layer being defined as a the number of molecules per area needed to provide complete
coverage of the surface with a monatomic layer. Note that this definition is not accurate,
as the various possible adsorbate lattice configurations have differing unit cell sizes,
and consequently differing packing densities.
6.2 Experimental findings: topography
In accordance with previous work, two different types of PTCDA superstructure are
seen: The first one is a phase whose structure resembles the herringbone arrangement
within the (102) crystalline planes of bulk PTCDA. The measured lattice dimensions for
this phase are a= 1.80±0.09 nm for the long unit cell vector and b = 1.22±0.07 nm
for the short unit cell vector. The second superstructure is the previously reported
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30 nm
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Figure 6.2 – PTCDA islands on Au(111), (194 nm)2 topograph, V =−1000 mV, I = 200 pA. The
z values displayed are modulo nominal Au(111) interlayer period dL, hence each substrate terrace
appears in the same hue. As PTCDA islands have a slightly smaller apparent height of h≈ 0.7dL,
they appear as dark regions. Also, covered and clean surface portions can be discriminated by the
path of the discommensuration lines, which cross {111} type surface steps only perpendicularly,
but can pass island boundaries undisturbed at oblique angles.
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square phase [39]. In this phase, on each of the lattice points, the anhydride ends of
four molecules converge in a slightly staggered fashion, thereby forming a propeller- or
windmill-like coordination. The phase bears a fourfold rotational symmetry. For square
phase PTCDA, the unit cell vectors are a= b = 1.56±0.08 nm. A notable property of
the square phase is that in the positions where the anhydride ends of four molecules
converge, occasionally small, circular objects are entrapped, appearing as ‘windmill hubs’
in the topograph. The nature of these objects could not be conclusively determined; It is
suspected that these are single Au atoms that were entrapped while diffusing across the
surface. Their presence does not noticeably perturb the molecular lattice.
As expected, all of the above lattice parameters are in reasonable agreement with
previous results. It has been previously reported that the Au(111) chevron surface
reconstruction is conserved below a PTCDA monolayer. This is the case for both
observed lattice types. Fig. 6.3 shows the substrate reconstruction as a faint imprint in
the height variation of PTCDA islands. The availability of the substrate reconstruction
facilitates measuring the orientation of the adsorbate lattice relative to the substrate
crystallographic directions.
On a large scale, the average apparent topographic height of PTCDA islands in
square lattice configuration is about h = 0.18 nm. This number is comparable to the
height of Au(111) monatomic steps, dL = 0.2366 nm. As fig. 6.2 suggests, these two
heights are fairly similar. Nevertheless, island boundaries and surface steps may be
discriminated from the direction of the substrate reconstruction, even at scales where
resolution of individual PTCDA molecules is not available. As established in section 5.3,
the discommensuration lines tend to perpendicularly intersect {111} steps, whereas they
may cross adsorbate island boundaries at oblique angles.
The hexagonal substrate lattice itself provides a threefold rotational symmetry. The
herringbone phase has a glide reflection symmetry, resulting in a total of six equivalent
angles, whereas the square phase may exist in two, mirror inverted, phases. Here, the
same configuration can also be realized with six different angles. To determine the
number of possible orientations of the adsorbate, these equivalences need to be taken
into account.
6.3 Experimental findings: electronic structure
The most striking observation in this experiment relates to the electronic structure of
the adsorbed PTCDA. Previously, an absence of bias and polarity dependence on the
topographic appearance of both PTCDA phases was reported [39]. However, in this study
it was found that, for topographs taken at positive sample voltages beyond a specific
threshold, a notable transition in intramolecular contrast takes place:
Molecules in both square and herringbone phase appear as elongated shapes at
negative sample voltages, and at positive sample voltages below ≈ 700 mV, as shown
in fig. 6.4a. No intramolecular substructure is discernible. However, at voltages in the
range of 700 . . .900 mV , the apparent shape of molecules in the square phase undergoes
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3 nm
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Figure 6.3 – Single PTCDA island on Au(111), square phase. (27.1 nm)2 topograph, V =
+800 mV, I = 220 pA. The chevron reconstruction is preserved underneath the molecular layer
and is visible as a faint modulation in apparent height.




(a) topography, 600 mV (b) topography, 1000 mV
3 nm
70 pm
(c) dI/dV , 600 mV (d) dI/dV , 1000 mV
Figure 6.4 – Intramolecular contrast transition in PTCDA/Au(111), (13 nm)2 maps, I =180 pA.
The same sample region is scanned twice, at sample bias voltages of 0.6 V and 1 V, respectively.
The region comprises both square (top left parts of each image) and herringbone (bottom right
parts) domains. (a) Topograph at 0.6 V. Molecules in both domains are imaged as slender,
elongated features without visible internal structure. In the square phase, circular features are
visible in a small portion of the hub locations. The overall modulation in picture brightness is
due to the chevron reconstruction. (b) Topograph at 1 V. Here, molecules in the square phase
are imaged as wider, flatter, more rectangular shapes. Molecules in the herringbone phase still
appear as in image (a). (c) constant current dI
/
dV map at 0.6 V. Molecules in the square phase
are shown as outlines in high contrast. Molecules in the herringbone phase are imaged in low
contrast. (d) constant current dI
/
dV map at 1.0 V. At this voltage, molecules in both phases are
shown as outlines, with high contrast in the herringbone phase. Square phase molecules are
imaged with low contrast.
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(a) dI/dV , 500 mV (b) dI/dV , 600 mV (c) dI/dV , 700 mV
(d) dI/dV , 800 mV (e) dI/dV , 900 mV (f) dI/dV , 1000 mV




Figure 6.5 – Differential conductance maps of PTCDA/Au(111), (25 nm)2, I = 180 pA. Two
square domains (center and top left) and both an extended domain (bottom right) and a sin-
gle molecular line in herringbone arrangement are imaged at a series of bias voltages. (a–
g) dI
/
dV maps, modulation 1 mVrms at 2.4 kHz. In the low voltage range, up to 0.7 V, high
contrast is confined to the square regions. In the intermediate range of 0.8 . . .0.9 V, the rows of
molecules at the square–herringbone domain boundaries are imaged in high contrast. At 1 V and
above, the row and domain with herringbone arrangement appear in high contrast. (h) Reference
topograph at 500 mV, showing molecular arrangement and substrate reconstruction.
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a transition. Beyond 900 mV , the molecules appear as shapes with a roughly hexagonal
outline (fig. 6.4b). At these voltages, the apparent width of the molecules exceeds
their apparent length, falsely suggesting a rotation of the molecules. Additionally, the
molecules undergo a contrast change which exhibits an intramolecular substructure.
A detailed discussion of this will be given in section 7.4. Meanwhile, molecules in
the herringbone phase still appear elongated and structureless in the aforementioned
sample voltage range. However, the apparent shape of these molecules undergoes a
similar transition, albeit in a higher sample voltage range of 1000 . . .2000 mV .
Differential conductance maps. This transition is also reflected in dI/dV maps ac-
quired at sample voltages in the aforementioned range. Fig. 6.4c shows a constant
current dI/dV map at a sample voltage of 600 mV , which is within the transition inter-
val for square phase PTCDA. The image shows a substantially higher brightness in the
square region than in the herringbone region. This corresponds to an increased LDOS
in the square region. The PTCDA molecules themselves are imaged as dark rectangles.
This is likely a consequence of the constant current technique. As established in section
1.4, the tip follows a trajectory of constant integral LDOS. On the molecules, the total
sample elevation is increased locally. To maintain a constant current, the tip z position
is increased by the feedback loop. Meanwhile, the spatial variation in LDOS at the energy
corresponding to the sample voltage is less localized. Thus, the molecules are imaged in
inverted contrast.
Fig. 6.4d shows a constant current dI/dV map at a higher sample voltage of 1000 mV .
At this energy, the intramolecular transition within the square phase is complete, and
the molecules in the square regions appear dark. However, the sample voltage lies within
the transition interval for the herringbone phase molecules, which are in turn imaged as
a bright region with the individual molecules appearing as inverted shapes, for similar
reasons as stated above.
The image series reproduced in fig. 6.5 demonstrates in detail the voltage dependence
of dI/dV maps of PTCDA on Au(111). The imaged region contains a herringbone domain
(in the bottom right of the image) and two square domains (in the center and in the
top left). The transition between the latter two domains is made by a narrow stripe of
molecules in herringbone arrangement. In the accompanying topograph, the substrate
chevron reconstruction is clearly visible. The image series comprises bias voltages in the
range of 500 . . .1100 mV .
The dI/dV maps exhibit the contrast transition described in the previous paragraphs.
At voltages below 900 mV , the square regions appear brighter, while at higher voltages
the herringbone regions are emphasized. Notably, molecules at a square–herringbone
transition boundary are brightest as intermediate voltages (i.e., in the 800 and 900 mV
images). Several types of structural defects are visible in the images: three imperfections
within the central square domain that are visible as dark spots in the low voltage region,
and as bright structures in the higher voltage images, additionally a single imperfection
within the transition stripe, near the left edge of the image, that appears brightest in
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Figure 6.6 – Differential conductance spec-
tra of PTCDA/Au(111), modulation 1 mVrms at
2.4 kHz, feedback loop opened at V =+850 mV,
I = 200 pA. Blue (green) trace shows normal-
ized dI
/
dV (CH) spectra, averaged over 12 (14)
molecules in herringbone (square) coordination.
Spectra were acquired with the tip placed on
the center of a molecule in the respective phase.
The red curve shows a reference spectrum on
a clean substrate area. Visible features include
the surface state onset and peaks attributed to
the LUMO and LUMO+1.
the 500 mV image, and a bright object that appears only above 1000 mV. None of
these five imperfections are readily visible in the topography plot. The nature of these
impurities is unknown, but the faultlessness of the molecular layer that is evident from
the topography indicates that they are substrate defects.
Differential conductance spectra. Fig. 6.6 reproduces a set of constant height dI/dV
spectra acquired with the tip positioned at the center of molecules within each of the
two phases. The spectra shown are the averages of multiple measurements. A spectrum
acquired on a clean substrate area has been included for comparison, which appears
featureless except for the expected upward step at the onset of the Shockley surface
state, at −0.50 V. On the adsorbate-covered regions this feature is maintained, in
agreement with ref. [172], although shifted to a higher energy of −0.45 V in the square
phase, and −0.33 V in the herringbone phase. This shift is likely due to charge transfer
from the substrate, similar to those seen in rare gases [4] and Pd [221] on Au(111).
In the voltage region where contrast transition in the dI/dV maps was observed, a
broad peak is detected at a sample bias of 0.73 V in the square phase, and 1.08 V in
the herringbone phase. The peak, reproduced in fig. 6.6, is asymmetric and remarkably
congruent across the two phases. It is found to be associated with the lowest unoccupied
molecular orbital (LUMO) of the adsorbate molecules, the rationale being given in
section 7.5, below. Around a higher sample bias of 2.39 V and 2.71 V , respectively, for
the two phases, another broad peak is seen, attributed to the next highest molecular
orbital (LUMO+1). At negative bias, a sloped background exists which appears similar in
spectra on covered and clean surfaces. The highest occupied molecular orbital (HOMO),
which is expected around −2 V [172], is not detected in the experiment.
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Feature Clean Au(111) Square phase H’bone phase Energy shift
Surface state −0.50 V −0.45 V −0.33 V 0.12 V
LUMO – 0.73 V 1.08 V 0.35 V
LUMO+1 – 2.39 V 2.71 V 0.32 V
Table 6.7 – Energy positions of spectral features in PTCDA/Au(111) and their relative energy




As seen in the preceding chapter, the weak periodic corrugation of the reconstructed
Au(111) surface and the adsorbate lattice have not demonstrated an interaction. To
increase the strength of the substrate patterning, substituting the substrate with a vicinal
surface appears like a natural choice. The structural diversity of Au vicinals provides
a wide choice of substrate preordering, comprising bulk-stacked and reconstructed
terraces, with a one- or two-dimensionally periodic corrugation.
7.1 Au(111) vicinal surfaces
Surfaces with a small miscut angle to a highly symmetric base plane, i.e., one with low
integer Miller indices, are called vicinal surfaces. In these surfaces, the direction of
the normal vector is closely adjacent to that of the base plane. Miscuts of this type
generally lead to a surface with the local geometry of the base plane, interspersed with a
periodic distribution of surface features. In the case where the azimuth of the miscut
vector corresponds to a direction of close packing of the base surface, cutting a model
bulk crystal yields a surface consisting of terraces of the base surface interspersed with
equidistant, monatomic steps. These terraces get narrower with increasing miscut angle.
Whether such a structure is a stable equilibrium surface or whether it is unstable
toward refaceting depends on the energy balance of the surface. The equilibrium
structure of a surface is generally the one with minimized surface tension. Within
the terrace–ledge–kink model [124], the total surface tension of a stepped surface is
determined by three contributions: the surface tension per area of the base terrace,
the free energy requirement per step, and the nature and strength of the pairwise
interactions between steps [85]. The latter is governed by the interplay of multiple
phenomena: Since atoms at a step edge have a different local coordination compared to
those embedded within a terrace, their equilibrium position deviates from the surface
lattice. The resulting lattice distortions around a step can be described in terms of
a local strain field. The overlap of strain fields originating from two steps in close
proximity leads to a repulsive interaction. Additionally, a local charge redistribution at
98 CHAPTER 7. PTCDA ON GOLD (788)
each step due to Smoluchowski smoothing [213] leads to a dipole–dipole interaction
between steps. Both effects result in a contribution following an inverse square law.
Consequently, on surfaces where these effects yield a repulsive net contribution, the
formation of an evenly spaced step array and terraces with a narrow Gaussian width
distribution is encouraged [238].
An additional effect stems from the observation that the wandering of steps due
to thermal excitation is restricted in regions of high step density, as steps can not
freely cross each other. In this case, the reduction of configurational entropy has an
unfavorable effect on the surface tension. Modeling steps within an otherwise non-
interacting Fermion model leads to an essentially repulsive step–step interaction [115].
Refaceting. If the base terrace type forms a surface reconstruction, the interaction
between steps may get more complicated. Specifically, terrace widths that match the
preferred unit cell of the reconstruction may prove energetically favorable [12]. In this
case, the surface structure refacets to exhibit these preferred, ‘magic’ terrace widths.
The ratio of the terrace widths, in a large scale average, is determined by the miscut
angle. Additionally, the surface may exhibit phase separation, forming large domains,
each comprising terraces of a single width. Whether this phase separation occurs or the
terrace widths alternate locally depends on the interplay between the surface tension
within the domains and the energy of domain edges. This has been described within the
Marchenko model [155].
Faceting of vicinals has been observed for a variety of reconstructed base surfaces.
For example, vicinals of the Si(111) surface, that exhibits the famous 7×7 reconstruction,
are known to undergo refaceting [185] and phase separation [184].
Geometry of Au(111) vicinals. On the (111) faces of fcc materials, such as Au(111),
the possible monatomic step types contain either {100} or {111} microfacets. Vicinals
containing these basic step types can be created by a miscut vector deviating from the
surface normal in the [21¯1¯] and [2¯11] directions, respectively. If the Miller indices of




M +2N . (7.1)
With the fcc lattice constant a and the atomic row distance dR =
√
3/8a, the nominal
terrace width (in the absence of refaceting) is
∆x =
⏐⏐⏐⏐⏐ M +2N√6(M −N)
⏐⏐⏐⏐⏐a=
⏐⏐⏐⏐ 2NM −N + 23
⏐⏐⏐⏐dR. (7.2)
The structural properties of selected Au(111) vicinals have previously been reviewed
in detail [202]. The terraces may accommodate discommensuration lines that, in {111}-
stepped vicinals, run perpendicular to the steps and, in {100}-stepped vicinals, parallel
to them. As the steps partially relieve surface stress, the reconstruction unit cell may
7.1. GOLD (111) VICINAL SURFACES 99
differ from the (22±1)×√3 unit cell observed on the Au(111) base surface. Additionally,
the reconstruction-induced variation in top layer stacking may result in a local change
of step type [193]. For clarity, in the following, surfaces will be called {111}- and {100}-
facing vicinals on account of their nominal, nonreconstructed geometry, disregarding
any refaceting which may locally have changed the step microfacet.
Among the {111}-facing vicinals, several orientations exhibit equidistant arrays of
monatomic steps: The Au(233) surface, with a miscut angle of 10.02◦, has unrecon-
structed terraces. In contrast, surfaces such as Au(788) and Au(11·12·12), with lower
miscut angles of 3.52◦ and 2.31◦, respectively, exhibit pairs of discommensuration lines
on the terraces, arranged in a V shape pointing toward the ascending step direction.
Consequently, the relative width of the hcp domain is bigger on the outward part of the
terrace, close to a descending step.
For surfaces whose miscut angles lie between that of the stable reconstructed and
unreconstructed vicinals, such as Au(455) and Au(577), the regular monatomic step
array was determined to not be the energetically favored structure. After annealing,
such surfaces refacet into alternating domains of reconstructed and unreconstructed
regular step arrays. The latter correspond to the Au(233) structure, while the former
resemble the Au(788) surface, with an average terrace width of 3.83 nm. The spatial
extent of the domains is rather large, with a refaceting period in the order of 200 nm.
For {100}-facing vicinals, high miscut angles as in, e.g., the Au(322) and Au(755)
surfaces, result in a stable array of equidistant steps. The terraces, with their respective
widths of 1.17 nm and 1.42 nm, are too narrow to accommodate a discommensuration
line. Hence, these surfaces are unreconstructed and exhibit steps with unaltered {100}
microfacets. For lower miscut angles, the FK model predicts a dependence of the surface
energy on the step width, encouraging the presence of ‘magic’ terrace widths [193].
Among these, the stable configuration with the narrowest steps is the Au(988) surface,
which consists of equidistant terraces with a width of 4.16 nm. On each of the terraces,
a single discommensuration line runs parallel to the step, with the inward portion of the
terrace retaining fcc stacking, and the outward portion having its topmost atomic layer
reconstructed into hcp stacking. As a consequence, the steps themselves exhibit {111}
microfacets throughout. Au(17·16·16) is expected to be the next stable configuration,
with a more complex ‘super-kink’ reconstruction, and a nearly complete transformation
of the steps into {111} microfacets [202].
In contrast to the high angle {100} type vicinals whose equilibrium shape stems
from an interplay of various factors, the structure of the lower angle vicinals is strongly
influenced by the reconstruction energy. On them, small changes in terrace width have
a much more pronounced effect on the energetic favorability. As a result, the terrace
width distribution of these samples is narrower than in the nonreconstructed high angle
vicinals, or, e.g., in vicinals of nonreconstructing surfaces like Cu(111). On miscut angles
that do not correspond to a ‘magic’ terrace width, the surface refacets into sequences
of different ‘magic’ terraces rather than deviating in terrace width. The Au(877) and
Au(433) surfaces, introduced below, are examples of this.
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Vicinal surfaces as pre-patterned substrates. The weak periodic corrugation of the
reconstructed Au(111) surface and the adsorbate lattice have not demonstrated an
interaction. To increase the strength of the substrate patterning, substituting the
substrate with a vicinal surfaces appears like a natural choice. The structural diversity
of Au vicinals provides a wide choice of substrate preordering:
• narrow unreconstructed or wide reconstructed terraces,
• one- or two-dimensional periodic superstructures,
• steps with pure {111}, {100} or periodically alternating microfacets,
• equidistant or refaceted step arrays.
These aspects may influence the arrangement of certain adsorbates. The {111} microfacet
steps have been found to be preferred adsorption sites for single rows of Fe atoms,
allowing the self-assembly of a regular nanowire array [209]. For certain types of
adsorbates that are sensitive to the variation of the substrate top layer stacking, the
terrace reconstruction in low miscut angle vicinals may result in modulation of the
adsorption characteristics parallel to the steps. In this context, Co atoms were found to
adsorb on the cold Au(788) surface in a well-ordered two-dimensional dot array [192].
The same has been observed for the CoPc [129] and C60 [131] molecules, with especially
the latter showing a strongly selective adsorption to fcc sites and consequently, a very
regular two-dimensional lattice of molecular islands.
7.2 Substrate properties
The Au(788) or 16(111)× (111) surface is a vicinal surface to Au(111). It is misoriented
by an angle of 3.5◦ toward the [2¯11] azimuth. Its structure consists of a regular array
of terraces with a single preferred width, separated by monatomic steps with (111)
microfacets. The nominal terrace width of the surface is 1513 atomic row distances,
or 3.83 nm. A real Au(788) crystal displays a statistical distribution of terrace widths,
roughly centered around this nominal width [176]. This distribution is remarkably
sharper than, e.g., that of vicinals to the non-reconstructing Cu(111) surface [78].
The surface undergoes a stacking fault reconstruction, similar to the chevron recon-
struction on the Au(111) base surface. On each terrace, pairs of discommensuration lines
run perpendicular to the steps. Between the two ridges, the stacking of the top atomic
layer is of hcp type, while on the outside, the fcc bulk stacking is continued. On the
ridges, the atomic positions gradually transition between normal and faulted stacking.
As in Au(111), transition atoms are slightly displaced into direction of the surface normal.
The discommensuration ridges are not exactly parallel, but follow a V shape, pointing
toward the ascending step, the hcp region being wider on the outward part of the terrace,
close to the descending step. The reconstruction period in the [011¯] direction, parallel
to the steps, is approximately 7.2 nm. This is larger than the corresponding distance of
7.3. EXPERIMENTAL FINDINGS: TOPOGRAPHY 101
4 nm
80 pm∗
Figure 7.1 – Reconstruction of the Au(788)
surface, (14.7 nm)2 topograph, V = +1 V, I =
84 pA, with pairs of discommensuration lines
running nearly perpendicularly to the steps, sep-
arating fcc- and hcp-stacked surface regions.
The surface has a nominal terrace width of
3.83 nm, and a reconstruction period of ≈
7.2 nm along the [011¯] direction.
(6.5±0.2) nm on the unstepped Au(111) surface. The reduced reconstruction density
is due to the partial surface stress relief provided by the steps.
7.3 Experimental findings: topography
The experiment was performed on a Au(788) sample kindly provided by J. E. Ortega,
UPV San Sebastián, Spain. After introduction into the preparation vacuum, the sample
was cleaned by alternating cycles of ion bombardment and annealing. After the final
annealing cycle, the heating power was gradually reduced to zero. The sample was then
allowed to cool to room temperature. For details of the substrate preparation technique
refer to section 1.7. PTCDA was evaporated from a tantalum button heater cell, as
described in section 6.1. Evaporation was monitored by the quartz microbalance. Upon
detection of a stable evaporation rate at I=1.3 A, the sample surface was exposed to the
beam for t = 10 s. Subsequently, the sample was transferred into the analysis chamber
and cooled down to T = 7 K.
Overview scans of the prepared surface show a submonolayer PTCDA coverage.
Within the accuracy of the rate determination, the sticking coefficient of PTCDA on
Au(788) appears to be of the same order as that on the unstepped Au(111) surface. The
images display PTCDA coalesced into compact islands. A sample image is reproduced in
fig. 7.2. The shape of the PTCDA islands is largely irregular, as is their size distribution.
However, the molecular layer frequently covers terraces across their whole width, the
island boundaries coinciding with step edges, especially ascending ones. Due to this,
islands with near-rectangular shapes or straight boundaries along the step edge direction
are frequent.
Within the islands, the molecules arrange in three different phases, two of which
are similar to the two phases observed on Au(111) and discussed in chapter 6. The
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30 nm
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Figure 7.2 – Overview of PTCDA islands on Au(788). (278 nm)2 topograph, V = +1 V, I =
100 pA. The molecules form compact islands of various sizes that may span several terraces.
Often, the island shape is guided by ascending steps. Large scale topographs are used to verify
the lateral calibration, by comparing the average terrace widths with their nominal values (Here,
helper lines mark every fifth terrace).
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individual phases appear to freely cross the substrate steps. However, the possible
orientations of the adsorbate lattice are influenced by the steps.
The first phase is a herringbone-like pattern similar to the arrangement of PTCDA
within the (201) planes of the molecule crystal, and the herringbone phase on Au(111).
The observed lattice constants are a= (1.79±0.09) nm and b = (1.12±0.07) nm. The
second phase resembles the square phase also seen on Au(111). On Au(788), the
measured lattice constants are a= b = (1.44±0.12) nm.
A third observed phase, with a square unit cell and a general appearance resembling
that of woven fabric, is designated the mesh phase. The two long ends of each molecule
point toward the center of the adjacent molecules. The unit cell differs from the
aforementioned square phase in its axial symmetry, while the square phase can appear
in two equivalent, mirrored orientations, only bearing a fourfold rotational symmetry.
The boundary between mesh and square phases is marked by a gradual transition
in molecule position. Mesh regions may provide the interface between enantiomorphic
square phase regions. An example for this can be seen in fig. 7.3.
As with PTCDA on Au(111), the stacking fault reconstruction is conserved below the
molecular layer. Due to the presence of the step array and the reconstruction lines, the
orientations of the adsorbate unit cell can be directly determined from the topographs.
7.4 Experimental findings: electronic structure
Similar to the observations on an Au(111) substrate, a voltage dependence of the
intramolecular contrast of the adsorbed PTCDA molecules is revealed in topography
scans. This is reproduced for a sample region in fig. 7.4.
At sample voltages below a specific transition range, the molecules are imaged as
prolonged shapes, lacking submolecular structure. At voltages above that range, the
molecules appear as rather compact shapes, with the addition of an intramolecular
substructure. This substructure consists of an elongated area of higher local electronic
density along the long axis of the molecule. Additionally, on either side of the molecule,
on a line parallel to its long axis, an pair of lobes is detected. In combination, these
features result in a roughly hexagonal outline of the molecules. Averaged close-ups of
the different molecular appearances are given in fig. 7.5
In both observed phases, the contrast transition encompasses a voltage range of
approximately 200mV . However, its energetic position varies with the PTCDA adsorption
phase or, more specifically, with the local coordination of the individual examined
molecule. Also, the transition is readily apparent in dI/dV maps, reproduced in fig.
7.4, where at their respective transition voltages, the molecules appear in inverted
contrast, as elongated outlines. This is seen at 600 mV for square domain molecules,
at 1000 . . .1200 mV for herringbone domain molecules, and at an intermediate voltage
of 800 . . .1000 mV for molecules at the domain boundary line. Also, single molecules
right on top of a substrate step may appear bright at a lower voltage than those of the
surrounding domain, such as some of the square phase molecules in the 400 mV image.








Figure 7.3 – Multiple phases within a PTCDA island on Au(788). (31 nm)2 topograph, V =
750 mV, I = 12 pA. The island contains a herringbone (HB) domain, square phase regions with
three different orientations (S1 . . .S3), and a mesh region (M). The area also shows a transition
between two enantiomorphic square regions, with a narrow mesh region providing the interface.
The arrows mark the distinctive windmill arrangement of four square phase molecules, in both
clockwise and counterclockwise orientation.
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(a) topo, 400 mV
5 nm
250 pm
(b) topo, 800 mV (c) topo, 1200 mV
(d) dI/dV , 400 mV (e) dI/dV , 600 mV (f) dI/dV , 800 mV
(g) dI/dV , 1000 mV (h) dI/dV , 1200 mV (j) dI/dV , 1400 mV
Figure 7.4 – Voltage dependence in PTCDA/Au(788). (12.7 nm)2 maps, I=200 pA. The imaged
area shows a fully covered surface region, comprising both a square (top half) and a herringbone
(bottom half) adsorption domain. (a–c) A series of z maps shows the evolution of the apparent
molecular shape with increasing bias voltage. At ≤600 mV, the molecules in both domains appear
as elongated shapes. In the range of 800 . . .1000 mV, the square phase molecules have assumed
a wider, compact shape with a visible internal lobe structure. At ≥ 1200 mV, the molecules in
the herringbone phase follow suit. (d–j) The evolution of simultaneously acquired dI
/
dV maps
shows an emphasis on the outlines of those molecules that undergo this contrast transition. At
600 mV, the outlines of the square phase molecules are seen in inverted contrast. At 800 mV,
the molecules in the domain boundary line appear brightest. At 1000 mV, and in lesser intensity
at 1200 mV, the molecules in the herringbone domain are visible as outlines.
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(a) 400 mV (b) 1400 mV
Figure 7.5 – Intramolecular contrast transition in PTCDA/Au(788). The lattice unit cells are
shown for the two phases. Vicinities of marked molecules in herringbone (circles) and square
(squares) phases have been averaged. At lower sample bias, the average shape of the molecules
is elongated and featureless, while at high sample bias, a solid central crossbar and four outer
lobes are observed. Notably, the latter show axial symmetry in the herringbone phase, and a
shear distortion toward the hub positions in the square phase.
Figure 7.6 – Differential conductance spectra
of PTCDA/Au(788), acquired on different sam-
ple locations. Constant height mode, feedback
loop cut at V =+850 mV, I = 20 pA. Red line:
average of 20 spectra acquired on an adsorbate-
free Au(788) terrace, averaged over both fcc
and hcp regions. Blue line: average of spec-
tra acquired on 10 sites on herringbone phase
PTCDA. Green line: average of spectra acquired
at 9 sites on square phase PTCDA.
































The transition is reflected in dI/dV spectroscopy. Fig. 7.6 shows averaged constant
height dI/dV spectra acquired on different locations of the PTCDA/Au(788) sample.
The spectra contain a characteristic structure corresponding to the aforementioned
contrast transition. For spectra taken within the square phase (red solid line), the feature
has a main peak at 0.66± 0.01 V. The main peak for the herringbone phase PTCDA
(green dashed line) has an energy of 1.02±0.01 V .
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7.5 Theoretical model
In the preceding sections it has been demonstrated that in PTCDA on both Au(111) and
Au(788), a molecular contrast transition is detected that coincides with an increased
local density of states. The bias voltage at which this transition takes place varies
with the adsorption phase. In both systems, at low bias voltages molecules appear
devoid of internal structure, while at higher bias voltages they are imaged as roughly
hexagonally-shaped objects, with a central crossbar and two lobes on each side. At
intermediate voltages, some of the molecules reveal an internal structure whilst others
do not, depending on the adsorption phase.
To complement the experimental data and to identify the electronic origin of this
intramolecular structure, DFT calculations were kindly provided by Riccardo Rurali and
Nicolás Lorente, with the SIESTA package, using a double-ζ basis set plus polarization
functions for the valence electrons [5]. The Generalized Gradient Approximation was
used for the exchange-correlation functional [183]. The calculations have been done for
a system comprising a molecular layer above a Au(111) substrate slab. For the square
phase a commensurate layer of 1.4814×1.5395 nm2 was chosen. For the herringbone
layer an incommensurate geometry of 1.900×1.185 nm2 was used. It was established
that the results are robust against compressions of the substrate geometry by <5% [147].
The height of the molecular layer above the slab reflects the amount of hybridization
with the substrate. The final choice for the substrate–layer distance was 350 pm. At
shorter distances, the molecular hybridization is believed to be overestimated [147].
The raw calculations reveal a density of states with a nodal plane along the long
axis of the molecule. This has also been reported in a previous room temperature
STM study of the PTCDA/Au(111) system [172]. This nodal plane is not seen in the
present experiment. This absence, and the ability to spatially resolve internal molecular
contrast in general, may be influenced by tip status. Tips with a molecule adsorbed at
the apex may exhibit a greatly enhanced resolution, in comparison to a clean metal tip
[196]. Since for the experiments, the tips were prepared by controlled indentations into
uncovered substrate regions, with the sharpness of the Shockley surface state onset in
dI/dV spectroscopy used as a quality indicator, it can be assumed that the tip apex is
gold-covered, and thus, insensitive to the presence of the aforementioned nodal plane.
The molecular orbital shift, however, is reproduced by the DFT calculation. Fig. 7.7
shows the calculated densities of states for molecular layers in both phases, at the
selected substrate–layer distance. In each phase, above the Fermi level a single peak
appears that is attributed to the LUMO. While DFT typically does not reproduce the
absolute peak positions [147], the observation of a relative shift in the two systems
remains relevant. In this particular case, the square phase shows a peak centered at
0.25 V, while the herringbone phase exhibits one at a higher energy of 0.6 V. Hence,
both direction and magnitude of the shift are reproduced well from the experiment.
The hydrogen bonds between adjacent molecules were identified as a main channel
of intermolecular interaction. In both structures, the anhydride groups of the long ends
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Figure 7.7 – Calculated spectra for
PTCDA/Au(111), for herringbone and square
phases. Calculations were done as described in
the text, with molecules arranged in a grid of
1.185×1.900 nm2 and 1.4815×1.5395 nm2,





















of a molecule, comprising 3 oxygen atoms each, lie opposite to the hydrogen atoms (4
each) along the sides of neighboring molecules. This leads to a total of 24 interacting
H–O pairs. The calculations provide an average H–O distance of 205 pm for the square
phase, and 237 pm for the herringbone phase. The stronger bonding in the square phase
results in lower-lying orbitals.
7.6 Summary and conclusions
On the vicinal Au(788), a submonolayer PTCDA coverage arranges in the form of two-
dimensional islands. These consist of domains with regularly arranged molecules. The
two main adsorbate lattice types seen are a herringbone pattern with a rectangular unit
cell, similar to layers in the bulk PTCDA crystal, and a less dense chiral, windmill-like
arrangement with a square unit cell. Low-order integer adsorbate lattice vectors tend
to align with the substrate steps. Single islands can contain multiple domains with
differing structures and alignments. All of this has previously been observed in Au(111),
indicating a weak influence of the vicinal surface.
In STM topographs, the molecules undergo a contrast transition from an elongated to
a compact shape, at the energy where the LUMO+1 starts to contribute to the tunneling
current. This energy is lower for molecules in the square phase. The transition is ac-
companied by an emphasized contrast of molecular outlines in dI/dV maps. The main
spectral features in dI/dV point spectroscopy, corresponding to LUMO and LUMO+1,
are found to shift by ≈ 350 mV between the two phases. Molecules at phase bound-
aries show an intermediate shift. A theoretical calculation indicates that the hydrogen
bonds, providing the main interaction between molecules, are stronger in square phase
molecules, leading to the observed orbital shift.
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Chapter 8
PTCDA on Au(433) and Au(877)
Two further experiments with PTCDA on surfaces vicinal to Au(111) have been performed.
The substrates used were Au(433) and Au(877). In these, the normal vector of the miscut
plane deviates toward [21¯1¯], the opposite direction to that in Au(788). The nominal
(unreconstructed) steps on the surface provide {100} microfacets. Both surfaces are not
among the stable vicinals reported in ref. [202], so a faceted morphology is expected.
In Au(433), the surface normal deviates by an angle of 8.05◦ toward [21¯1¯], leading to
a nominal terrace width of 1.665 nm. Literature data on the morphology of the surface
describe a faceting with a period of 11.5 nm, comprising a phase of ≈ 6 unreconstructed
terraces, with an average width of 1.5 nm, plus one reconstructed terrace of 3.8 nm
width [201]. In Au(877) the miscut angle of 3.68◦ toward [21¯1¯] yields a nominal terrace
width of 3.664 nm. For comparison, the predicted ‘magic’ vicinal surface Au(988) has a
slightly smaller miscut angle of 3.24◦ [202].
8.1 Faceting model
The atomic structure of the surfaces can be modeled from the nominal geometry. The
approximate terrace widths, taken from the STM images, are matched to the known
values of ‘magic’ vicinals. The ratio of terrace types is selected to maintain the overall
miscut angles.
In Au(433), the wide terraces are matched best to a nominally unreconstructed terrace
of 473 dR = 3.91 nm, corresponding to Au(17·15·15), which the reconstruction contracts
to 453 dR = 3.75 nm. From the gamut of ‘magic’ vicinals given in ref. [202], the narrow
terraces are identified with Au(755), with a nominal width of 173 dR = 1.42 nm. For the
narrow terrace directly adjacent to the contracted wider terrace, the closest possible
match is 163 dR = 1.33 nm. Using these nominal widths, to attain the overall miscut angle






= 15.14 nm. (8.1)




















Figure 8.1 – Faceting model for the Au(433) surface in axonometric projection, showing the
sequence of a single wider reconstructed terrace and a region of 8 narrower unreconstructed
terraces, modeled after those of the unfaceted Au(755) surface. For illustrative purposes, the
corrugation amplitude of the discommensuration line has been amplified. Descending steps of
the large terraces are of {111} type, all other steps are of {100} type.
Both of these slightly exceed observed values of ≈ 6 : 1 and 11.5 nm, respectively,
possibly due to deviations in miscut angle. The faceting model is represented in fig. 8.1.
The Au(877) surface structure is found to comprise a wider terrace type resembling
the stable configuration of Au(988), containing a single discommensuration line along the
[011¯] direction, parallel to the steps, and a narrower unreconstructed terrace type similar
to those seen in the Au(755) and Au(322) surfaces. The miscut direction corresponds
to a base {100} step type, and this is maintained in the descending steps of narrower
terraces. In contrast, the outward portions of the wider terraces are reconstructed,
causing their descending steps to bear {111} microfacets. To obtain the global miscut
angle of the Au(877) surface from combining facets corresponding to the step types of
Au(988) (3.24◦, 4.16 nm) and Au(755) (9.45◦, 1.42 nm), they need to be present in an
overall ratio of 9 : 2, i.e., one narrow terrace for every 4 . . .5 wide reconstructed terraces.
8.2 Results on Au(433)
Initially, topographs of the clean substrate are acquired. A typical image comprising
several periods of the refaceting is shown in fig. 8.2a, indicating a satisfactory surface
condition. The large terraces exhibit a ridge along their length, with a corrugation of
≈ 12 pm. This is not immediately visible in topographic maps, due to the large overall
z range involved, but can be made visible in averaged z linescans perpendicular to the
steps, such as in fig. 8.2b.
In the next step, PTCDA is evaporated onto the clean surface at room temperature,
from a crucible that is gradually heated until the quartz balance registers a deposition
rate, at a heating current of 1.3 A. The cleaned sample is then exposed to the nozzle
for a given period of time, transferred to the analysis chamber, and cooled down to
9 K. Subsequently, constant current overview topographs are acquired to assess the
coverage. A typical surface area is reproduced in fig. 8.3a. The image shows two general
adsorption processes:
Firstly, molecules are adsorbed in rows along both sides of the wide terraces. Their
apparent shape suggests an orientation perpendicular to the step edge direction. On
























Figure 8.2 – Refaceted Au(433) surface. (a) (33 nm)2 topograph, V = +500 mV, I = 150 pA.
The surface refacets into sequences of one wide and several narrow terraces. (b) Averaged line
cross-section across marked region, x axis corrected for shear. One wide terrace plus the two
adjacent narrow terraces are shown. The wide terrace contains a bump with a corrugation of
≈ 12 pm (marked with an arrow), which is attributed to an fcc–hcp discommensuration line.
both sides the molecules appear to adsorb across the substrate step, with one end of
the molecule on the wide terrace, while the other end is situated on the adjacent narrow
terrace.
Additionally, small two-dimensional arrangements of molecules are found both
on the narrow-stepped facets and across the wide terraces. The molecules covering
the stepped facets form areas of random coordination as well as visually compressed
herringbone and square regions. Across the terraces, the molecules are arranged in a
largely disordered manner, with occasional areas of square-phase-like coordination. The
placement of the individual molecules appears subordinate to the regular arrangement
of the surrounding molecular rows, indicating a stronger adsorption of the latter.
Another sample is prepared identically, but after PTCDA deposition and prior to
transfer and cooldown, the sample is annealed at a temperature of 480 K, for a short
period of 13 s. This preparation leads to a surface structure as reproduced in fig. 8.3b.
In this system, molecules remain neither on the large terrace nor across the bundles of
small terraces. However, there are still chains of molecules along the two steps flanking
the large terrace.







Figure 8.3 – PTCDA/Au(433) before and after annealing. (a) After evaporation. (57.4 nm)2
topograph, V =−100 mV, I = 260 pA. The steps adjacent to the large terraces are found to be
fully decorated by regular chains of PTCDA molecules. The terraces themselves are partly covered
by PTCDA in an irregular two-dimensional fashion. The coverage on the narrow terrace bundles
is lower, with occasional compact regions of molecules, in both rectangular and amorphous
arrangements. (b) After annealing the prepared surface, at 480 K for 13 s. (59.1 nm)2 topograph,
V =+300 mV, I = 200 pA. No PTCDA islands on the terraces are observed, with only occasional
molecules remaining on the terrace bundles. The molecular chains adjacent to the terraces
appear unaffected by the annealing process, indicating a stronger binding to the substrate.
8.3 Results on Au(877)
On this substrate, three different preparations were made. In all of them, the Au(877)
sample was cleaned by cycles of sputtering and annealing at room temperature in
the standard fashion, with gradual cooldown after the last cycle, then exposed to the
PTCDA evaporation cell at a heating current of 1.3 A. For the low coverage preparation,
the exposure time was 3 s. The high submonolayer coverage was obtained by a 10 s
evaporation. Finally, to ascertain the effect of annealing, after 15 s of exposure, the
sample was heated for 15 minutes, to ≈ 480 K (filament current 2.4 A). For the high
exposure preparation, a coexistence of PTCDA islands in both herringbone and square
arrangement is observed, as seen in fig. 8.4. These match the structures previously
described for PTCDA/Au(111) and PTCDA/Au(788). After annealing, there were still
islands present, however, only the square arrangement could be readily found. This is
illustrated in fig. 8.5.
For the low coverage preparation, however, the surface outlook was found to be
markedly different, as seen in fig. 8.6. Here, the few adsorbed molecules adsorbed
as chains at the descending steps of the wide (i.e., reconstructed) terraces, with the







Figure 8.4 – Island formation in PTCDA/Au(877), high submonolayer coverage. (a) (281 nm)2
overview topograph, V =+500 mV, I = 200 pA, showing a submonolayer coverage of ≈ 0.2 ML.
(b) (57 nm)2 topograph, V =+500 mV, I = 400 pA. In this region, the substrate is refaceted to
only one terrace type. The adsorbate shows the coexistence of large-scale ordered square and
herringbone domains.
molecular long axis oriented perpendicular to the step. One end of the molecule was
located on the wide terrace, and the other on the lower adjacent terrace. The type
of the latter seemed not to influence the adsorption; It could be either of the wide
or narrow variety. These chains are similar to those observed in the PTCDA/Au(433)
system. Specifically, again the microfacet of the descending step, which is {111} for the
wide reconstructed Au(988)-like terraces and {100} for the narrower, unreconstructed
Au(755)-like terraces, is found to have a decisive influence on adsorption desirability,
with only the former showing PTCDA decoration.
8.4 Summary and conclusions
In summary, two different Au(111) vicinals with {100} nominal step type have been used
as substrates for the adsorption of PTCDA. Both surfaces do not correspond to ‘magic’
miscut angles, resulting in refaceted morphologies, alternating between narrower and
wider terraces. The latter are reconstructed by a uniaxial compression similar to the
Au(111) chevron reconstruction, thereby changing the outward steps of the wide terraces
to a {111} microfacet.
These changed microfacets were found to be preferred sites for the initial adsorption
of PTCDA, with the molecules forming chains by docking, side-by-side, onto the step
from the lower-hand terrace. At higher coverages, on Au(877), PTCDA forms the known








Figure 8.5 – PTCDA/Au(877) after annealing for 15 minutes. 15 s evaporation (see text).
(a) (62 nm)2 topograph, V =+460 mV, I=180 pA. The adsorbate is found to have formed compact
islands, Square arrangement of the molecules is strongly preferred. Both outer boundaries and
lattice alignment largely coincide with the substrate steps. These islands may span both wide
and narrow steps. (b) (48 nm)2 topograph, V = +460 mV, I = 180 pA. Two islands in square
arrangement are shown, with different lattice orientation relative to the substrate step direction.
In both regions, the adsorbate geometry strongly locks to the substrate, yielding a very regular
lattice.
square and herringbone phases. Annealing appears to increase the alignment of the
adsorbate lattice to the substrate steps. Meanwhile, on the narrower terraces of Au(433),
islands with a disordered arrangement are seen spanning the denser {100}-type step
arrays. Annealing causes them to desorb, leaving only the more strongly bound chains
at the {111} steps.
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7.5 nm
400 pm
Figure 8.6 – Chain formation of low-coverage PTCDA/Au(877), 3 s evaporation (see text).
(69 nm)2 topograph, V =+500 mV, I = 250 pA. The imaged region comprises terraces of both
wide and narrow types. PTCDA has been found to adsorb exclusively onto the descending steps
of the wide terrace types, with the larger part of the molecule located on the lower neighboring
terrace, independent on the type of the latter.
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Chapter 9
PTCDA on niobium diselenide
A final PTCDA deposition experiment is done on a transition metal dichalcogenide
substrate. The selected substrate is the 2H–NbSe2 layered crystal, that bears a prominent
electronic superstructure in the form of a charge density wave. As the spatial dimensions
of this charge density wave are similar to the lattice constants of the known adsorbate
configurations of PTCDA, the experiment aims at determining whether the substrate-
adsorbate interaction influences the preferred adsorption geometry. In comparison with
noble metals, STM experiments with these substrates face some technical obstacles,
an account of which will be given below. This particular experiment was previously
published as
J. Kröger, H. Jensen, T. Jürgens, T. von Hofe, J. Kuntze, and R. Berndt, Adsorption
geometry of PTCDA on 2H–NbSe2, Appl. Phys. A 81 (6), 1285–1289 (2005), doi:
10.1007/s00339-004-3039-6.
9.1 Transition metal dichalcogenides
Compounds of chalcogens (specifically sulfur, selenium and tellurium) with transition
metals have been found to demonstrate a rather complex behavior [107]. Depending
on the specific choice of materials, stable homogeneous compounds with a variety of
stoichiometric compositions exist. These include compounds with simple integral ratios,
such as sesqui-, di-, and trichalcogenides. Beyond that, compounds with more complex
non-integral ratios exist, such as derivatives of mono- and dichalcogenides with a specific
surplus or deficit of metal atoms. Some of these exhibit superstructures in which the
vacancies or additional atoms are more or less regularly distributed [87, 106].
The transition metal dichalcogenides (TMDC), despite their stoichiometric similarity,
exhibit diverse structural and electrical characteristics [239]. These materials commonly
form layered crystal structures, consisting of a stacking of planar sandwich-like slabs
that each contain three atomic sheets. Of these, the top and bottom sheets consist of
chalcogen atoms, while the metal atoms are situated in the center sheet. The atoms
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within a single slab are bound covalently. The interaction between neighboring slabs
is of van der Waals type, and as such, rather weak. As a consequence, the equilibrium
slab–slab separation is considerably larger than the distance between the atomic sheets.
Atoms within the layers are arranged in a planar hexagonal configuration. Each metal
atom is equidistantly surrounded by six chalcogen atoms, either in trigonal prismatic or
in octahedral coordination. Various different polytypes with different stacking sequences
exist, determined by the relative lateral displacement of the individual layers. Depending
on this, the polytypes may exhibit periods along the slab normal axis varying between
1 and 6 slabs [117]. As a notation for these structures, a set of prefixes introduced by
Ramsdell [189] is generally used, consisting of a number designating the number of
layers in the unit cell, a letter describing its symmetry, and an optional subscript to
further disambiguate structure.
TMDC compounds, particularly the naturally occurring ore MoS2, have seen large
scientific and technical interest, including use as a dry lubricant [42], as a host for
reversible intercalation in lithium-based batteries [28], and as a desulfurization catalyst
in petrochemistry. The structural variety of transition metal chalcogenide compounds is
accompanied by a plethora of electronic phenomena [83], e.g., the evolution of semicon-
ducting properties with decreasing film thickness, and transitions to superconducting
and charge density wave (CDW) phases [178]. Quasi-one- or two-dimensional conductors,
including some TMDC compounds, may undergo a Peierls transition [168]. Below a
specific threshold temperature, materials with a partially filled conduction band may
see a net energy gain by a small periodic modulation of the ion lattice that opens a band
gap around the Fermi level [181]. A related fluctuation then appears in the conduction
electron density, called a charge density wave (CDW). The CDW superlattice is frequently
incommensurate to the ion lattice, pinning to impurities.
9.2 The niobium diselenide crystal
The 2H–NbSe2 crystal consists of Se–Nb–Se slabs in trigonal prismatic coordination, with
a stacking sequence of AbA CbC , where capital and small letters denote chalcogen and
metal layers, respectively. The lattice periods are a1 = a2 = 0.344 nm in the layer plane,
and c = 1.254 nm perpendicular to the layers, with one unit cell accommodating two
slabs [156, 200]. Within a slab, the distance between the Nb layer and each adjoining Se
layer is d= 0.167 nm [158].
In 2H–NbSe2, a hexagonal CDW phase appears below a transition temperature of
T0 = 33.5 K. The lattice constants of the superlattice bear a slight temperature depen-
dence, but remain incommensurate throughout. Below a temperature of Tc = 7.2 K, a
superconducting phase appears that coexists with the CDW phase [88]. For comparison,
in 2H–TaSe2, a hexagonal CDW superlattice forms at a temperature below T0 = 122.3 K,
that is also initially incommensurate with the layered crystal lattice. However, below
T ≈ 90 K, the superlattice locks into commensurate registry with the substrate in a
first-order transition [10, 169].
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Figure 9.1 – Structure model of 2H–NbSe2, showing the two
slabs (six layers) comprising the unit cell. The stacking se-
quence is AbA CbC . Nb layers shown in blue, Se layers in red.
Each Nb atom is surrounded by six nearest Se atoms in trigonal
prismatic coordination (marked in yellow). Interslab, interlayer









The 2H–NbSe2 crystals, kindly provided by L. Kipp and W. Krüger, Christian-Albrechts-
Universität Kiel, were grown by chemical vapor transport [204], using iodine as a trans-
port agent. The substrate surface is prepared by cleaving a single crystal in the prepara-
tion chamber, at room temperature under ultra-high vacuum conditions (p ≤ 10−7 Pa).
For this, a suitable single crystal piece is glued on a sample holder using conducting
epoxy resin. Care must be taken that, while the electrical contact needs to be sufficient,
any mounds of resin next to the crystal be lower than the crystal itself. The glued sample
is then cured in an oven at 120◦C for several hours. After this, a rectangular metal lever
is glued perpendicularly on top of the crystal with epoxy resin, taking care that no direct
contact is made between the resin and the sample holder or the first layer of glue. The
finished setup is then cured again, as above.
After curing and cooling down, the sample holder is inserted into the vacuum vessel.
In the preparation chamber, the lever is pried off the sample holder using the wobble-
stick. As the epoxy glue is stronger than the interlayer cohesion of the crystal, the crystal
is cleaved, and some top layers of it stay attached to the lever. The rest of the crystal
remains on the sample holder, where its surface is visually inspected for smoothness.
Evaporation of PTCDA onto the crystal surface was done from a button heater cell.
The details of the evaporation procedure are described in section 6.1. Since initially,
specifics of the adhesion of PTCDA on the 2H–NbSe2 surface were unknown, the quartz
balance could not be calibrated, and evaporation was done with a time of exposition
to the molecular beam similar to those used in the Au(111) vicinal experiments. After
this, the sample was transferred into the STM, where a sample temperature of ≈ 9 K was
maintained during the experiment. Calibration of the deposition rate was done after
the fact, by measuring the statistical ratio of covered to uncovered substrate surfaces
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with the STM. From this, an estimate of 0.5 ML per minute was deduced, where 1 ML
(monolayer) designates a surface fully covered with a closed molecular layer.
9.4 Experimental findings: substrate
When compared to, e.g., metal surfaces, working with 2H–NbSe2 and related TMDC
substrates presents several difficulties. For one, the noise level of the tunneling current
in TMDC experiments exceed that found in experiments with metal substrates, by a factor
of 2 to 5. Similar effects have been observed on HfS2, TaS2, WSe2 and (PbS)1.14(NbS2)2).
The high value and anisotropy of the sample resistivity may be an issue. For reference,
in an STM study of WSe2 a relationship between the resistivity of the material and the
image quality was demonstrated. Two different batches of tungsten powder of the same
nominal purity were used, and a variation of resistivity was caused by the respective
types of contaminants present. For the low-resistivity material, atomic resolution was
easily achieved, while the high-resistivity material showed an increased noise level (see
[119] and references therein).
Another issue lies in the unavailability of most in situ tip preparation techniques. The
substrate is brittle and easily cleaved, and tip–substrate contact can cause widespread
sample destruction, and an accumulation of sample fragments on the tip. This can lead
to a high frequency of unwanted tip changes. Classical tip preparation methods that
apply successfully for metal surfaces, such as indentation or field emission techniques,
are not expected to improve imaging conditions, even if performed remote from regions
of interest. Thus, a tip needs to be prepared and verified in a preceding experiment, and
it has to retain optimum tunneling conditions during the course of sample preparation,
transfer and course approach.
On clean 2H–NbSe2 regions, atomic resolution was possible and attained, although
the tip–sample junction remained unstable throughout the experiment. Fig. 9.2 shows a
typically observed constant current topograph on a clean substrate region, at a sample
voltage of 263 mV and a target current of 100 pA. Several different contrast regions
are visible along the vertical image axis, corresponding to the slow scan direction. The
contrast changes are attributed to spontaneous tip restructuring, reflecting the general
observation that the tunneling junction in TMDC experiments is significantly less stable,
compared to metal substrates. Also, there is an elevated current noise level, as stated
above.
Both the hexagonal arrangement of the outermost Se atoms and the CDW are visible.
Their corrugation amplitudes are roughly equal, with (25±5) pm for the atomic lattice,
and (20±5) pm for the charge density wave, in agreement with a previously published
value of 50 pm for the total z deflection [43]. The Se atoms are imaged as protrusions and
depressions, strongly depending on the local tip state. In the former, their appearance
matches previous results [38, 43]. In most tip states, the surface atoms are clearly visible,
the and the lattice constant of the hexagonal Se layer can be easily read out from the
topograph, giving a= (0.33±0.03) pm.




Figure 9.2 – Atomic lattice and charge density wave of 2H–NbSe2, (19.5 nm)
2 topograph,
V = 260 mV, I = 100 pA, showing multiple tip changes. For the atomically-resolved substrate,
a lattice constant of a = (0.33±0.03) nm is obtained. The auxiliary lines A and B, situated on
maxima of the CDW, show the incommensurability of the CDW period: While line A is on top of
an atomic row, line B falls between two adjacent rows. This gives a CDW period of (3.06±0.01)a.
Abrupt changes in image contrast are due to frequently occurring tip changes.
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Also, the charge modulation associated with the CDW can be readily seen. In relation
to the atomic period, a progressive phase shift of the modulation can be detected,
indicating incommensurability. For example, in the region around the atomic row
marked A in fig. 9.2, the maximum of the modulation coincides with the position of the
atoms, resulting in a single brightest row. At marker B, the maximum of the modulation
falls in the gap between two atomic rows, giving two adjacent rows of similar, locally
maximal brightness. In the space between the marker lines, which are 27.5 atomic
rows apart, 9 full periods of the CDW are accommodated, leading to an estimate of
aCDW = (3+δ)a with δ= 0.06±0.01 for the CDW periodicity. This is in good agreement
with previously published data [169]. In addition, the area exhibits three dark spots,
indicating local topographic depressions, supposedly attributable to surface defects.
The exact nature of the defects was not conclusively determined.
9.5 Experimental findings: adsorbate
A typical topograph of a region with a partial PTCDA coverage is shown in fig. 9.3. The
picture shows several instances of surface contaminants whose corrugation surpasses
that of the surface structure by an order of magnitude. The faint shadows seen especially
on the right-hand side indicate the presence of additional satellite tips. In this particular
picture, two distinct domains are visible. The periodic pattern on the left-hand side of
the picture is attributed to adsorbed PTCDA, arranged in a bulk-like herringbone pattern
similar to that described in the previous sections. A detailed analysis of this adsorption
pattern is given below.
Compared to the corrugation of the covered area, the right-hand side appears flat and
nearly featureless. In addition, its apparent elevation is similar to that of the adjacent,
adsorbate-covered region. Similar effects have been reported for PTCDA/Ag(110) at room
temperature [25], Dependent on the tunneling current, a contrast transition between
uncovered and covered substrate regions was observed. Specifically, at elevated currents,
the molecular island exhibited the same topographic height as the surrounding substrate
areas.
A possible interpretation of these observations is the presence of a gas of mobile
PTCDA molecules on the terrace, from which the tip may pick up a molecule upon
traversing the boundary between covered and uncovered regions. In this case, the tip
would not need to descend toward the substrate terrace to maintain a constant current.
Consequently, the apparent height difference between covered and clean substrate would
be reduced by the apparent height of the PTCDA molecule caught by the tip.
In these cases, dragging the molecule across the surface allows to probe the spatial
distribution of the molecule–substrate bond. Variations in bond strength may manifest
in a height modulation of the dragged molecule. Also, a periodic locking of the dragged
object into its most favorable substrate lattice site may be observed. These effects
can be detected as modulations or periodic discontinuities in the tunneling current,
respectively. In the present case, the absence of the aforementioned phenomena and
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7.5 nm
150 pm
Figure 9.3 – Boundary of a PTCDA-covered NbSe2 region. (50 nm)
2 topograph, V = +1 V,
I = 30 pA, showing a periodic array of PTCDA molecules on the left-hand side, and the uncovered
NbSe2 substrate on the right-hand side. Several high-corrugation contaminants are visible in the
image.









Figure 9.4 – Closed monolayer coverage of PTCDA/NbSe2. (10.9 nm)
2 topograph, V =537 mV,
I = 80 pA, showing the molecular arrangement in a bulk-like herringbone pattern. Helper lines
denote the rectangular unit cell and the apparent angle between the two molecular long axes.
the featureless appearance of the surface hint at a relatively low spatial variation of the
bond strength and, consequently, at a weak substrate–adsorbate interaction.
Fig. 9.4 shows a close-up topograph of the interior of a close-packed PTCDA island.
The molecules are arranged in a rectangular lattice, similar to the bulk-like herringbone
structure introduced in the previous sections. This allows to determine the superlattice
parameters, The adsorbate unit cell is obtained by measuring an average of the inter-
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Substrate a(nm) b(nm) A(nm2) γ τ Ref.
MoS2 1.97 1.24 2.44 88.8◦ – [150]
HOPG 1.922 1.269 2.44 89.5◦ – [99]
GeS(010) 1.96 1.3 2.57 90.0◦ – [244]
Ag(111) 1.895 1.260 2.39 89.0◦ – [81]
2H–NbSe2
1.91 1.33 2.54
88◦±4◦ 78◦±4◦ this work±0.08 ±0.07 ±0.23
(bulk, α) 1.991 1.196 2.38 90.0◦ 80◦ [148]
(bulk, β) 1.930 1.245 2.40 90.0◦ 78◦ [167]
Table 9.5 – Lattice constants of herringbone PTCDA. Previously published data are collected
for bulk polymorphs and monolayers adsorbed on various substrates.
molecular distances across several topographs. The obtained values are (1.91±0.08) nm
and (1.33±0.07) nm, with an included angle of γ = 88◦±4◦. The error bars, stemming
from the limited lateral precision inherent to STM, make it difficult to decide whether this
lattice corresponds to the bulk α or β phase. The orientation relative to the substrate
lattice is not known, as no topograph with both partial PTCDA coverage and atomic
resolution on the uncovered substrate could be obtained. The angle between the long
axes of molecules in each orientation is τ ≈ 78◦±4◦, with some uncertainty as tip shape
effects cannot be ruled out. However, the axes are likely not exactly perpendicular. A
visual estimate of the apparent dimensions of a single PTCDA molecule embedded in an
island leads to a length of (1.43±0.05) nm, and a width of (0.91±0.05) nm.
Table 9.5 reproduces the adsorbate superlattice dimensions, in comparison with
previous experiments on other substrates that exhibit a herringbone-type superlattice in
a PTCDA monolayer, such as MoS2 [150], HOPG [99, 149], and Ag(111) [81].
9.6 Summary and conclusions
In summary, the submonolayer adsorption of PTCDA on 2H–NbSe2 leads to weakly
bound molecules. Single molecules are not seen in STM, indicating a large mobility, and
possibility of tip capture and tip-induced movement. Larger compact PTCDA regions are
seen, with a rectangular molecular lattice strongly resembling the bulk (102) planes, albeit
with minor geometrical distortions. The adsorbate is found to be incommensurate to
both the substrate lattice and the charge density wave. Thus, it can be concluded that the
2H–NbSe2 substrate provides no adsorption template properties for the PTCDA molecule,




The use of a lock-in amplifier is a cornerstone of STS techniques. However, correct
setup of the demodulation filter requires knowledge about its properties. This appendix
describes the basics of detection and the broadening of spectral features, models two
basic demodulation filters, compares the results with actual performance characteristics
of two commercial lock-in amplifiers, and provides some recommendations for the
choice of measurement parameters.
A.1 Historical notes
Given an arbitrary input channel, many technical setups require detection of the am-
plitude (and occasionally, phase) of the spectral component at a specific frequency. A
prominent historical example for this is the reception of amplitude modulated radio
signals. Difficulties arise if the desired component is dominated by other, unwanted
signals, either periodic or noise-like. For this, a naïve signal path would consist of a
narrow and steep bandpass filter in the form of a complex RLC circuit pre-tuned to the
desired frequency, followed by some kind of rectifier circuit.
As a drawback of this approach, in order to change the detection frequency the
filter needs to be retuned, which involves the modification of many interdependent
parameters. For flexibility in a sufficiently large frequency range, this is prohibitively
difficult to realize in practice.
To avoid this problem, the principle of heterodyning can be employed. This approach
involves a mixing stage where the input is multiplied with the output of a local oscillator,
resulting in new signals which are frequency shifted counterparts of the original input.
The oscillator frequency determines the amount of frequency shift and can be conve-
niently tuned so that the desired signal is downconverted to a predetermined, fixed
intermediate frequency (IF). A carefully designed bandpass filter with a fixed passband
can then be employed for detection.
If the frequencies of oscillator and desired signal match, the resulting intermediate
frequency is zero. This special case is called homodyning, and demodulation is accom-
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plished with a single lowpass filter, instead of a bandpass and rectifier. Homodyne
detectors avert the problem of long-term detuning of the bandpass filter. However,
long-term frequency instability of the local oscillator may result in a phase drift and low-
frequency beating, which can be averted by continually retuning the local oscillator with
a phase-locked loop. It has been suggested that such a setup be labeled a synchrodyne
detector [226].
The design of a frequency-selective, phase-sensitive general purpose detector circuit
based on the homodyne principle was reported as early as 1934 [46]. By 1941, the term
lock-in amplifier was in general use for such a device [162], which in its most basic form
consists of a reference source (oscillator or input), a mixer (multiplicator) and a rectifier
(lowpass demodulator) stage.
The design of the mixer stage provides the principal difficulty in lock-in amplifier
design. Early analog designs provided multiplication by feeding the sum of input and
reference signals through a vacuum tube with a square-law characteristic. Alternatively,
the multiplication can be eschewed in favor of periodic signal polarity flips at the
reference frequency, effectively resulting in a multiplication with a square wave.
Depending on the characteristics of the lowpass filter, it is sensitive only to signals
in a tunable narrow frequency band around the reference frequency. In the case of
phase coherence of desired signal and reference oscillation, the output signal is directly
proportional to the signal amplitude. To allow exact recovery of signals whose phase
relation to the reference is unknown, many lock-in amplifiers, including some of the
earliest designs, contain two separate signal paths whose respective reference sources
are out of phase of each other, ideally by 90◦.
Typically, modern high-performance lock-in amplifiers are implemented as digital
systems. Early in the signal path, the input channel is converted to a digital signal, and
further processing is done in DSP-hosted software, avoiding the difficulties of analog
multiplication and allowing a flexible design of the demodulator according to digital
filter theory.
A.2 Basic principle







where Z(ω) and ϕ(ω) designate magnitude and phase of the individual frequency
components, respectively. The demodulation stage involves multiplication of this signal
by a reference oscillation RX(t) of angular frequency ωR > 0,
RX(t) := cos(ωRt). (a.2)
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Introducing shorthands for sum and difference frequencies Σ :=ω+ωR, ∆ :=ω−ωR,





































Thus, the obtained signal is the sum of two frequency shifted signals where any spectral
component ω is shifted to ω+ωR and ω−ωR, respectively. Ideal lowpass filtering of
the resulting signal is accomplished by averaging the signal over an infinite time window.

































































If the ωR component of the input signal has no phase shift with regard to the reference,
then the result after filtering, X(ωR), is equal to the total magnitude of the ωR spectral
component, Z(ωR). If the phases are not equal, a smaller portion of the signal is
recovered. Hence, X(ωR) is called the in-phase output signal.
If the signal processing is done simultaneously with both RX and a second reference
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leads to the so-called quadrature output signal Y(ωR). The total magnitude of the ωR











The lowpass filter idealization assumed in equation (a.4) has an infinitely narrow band-
width, but also an infinite time delay. Any practical demodulator implementation
contains a lowpass filter with a finite bandwidth. This causes imperfect rejection of spec-
tral components within a frequency band around ωR, and thus typically the presence of
noise in X(ωR), Y(ωR) and derived quantities.
A.3 Detection of derivatives
A lock-in amplifier can be employed to measure specific derivatives of a given electronic
system’s transfer function. In STM applications, this transfer function is the current
vs. bias voltage characteristic of the tunneling junction, and the desired derivative is
typically the first one (the differential conductance), but occasionally, e.g., in vibrational
spectroscopy [217], the second or higher derivatives.
For this type of measurement, a sinusoidal modulation with a small finite amplitude
A and a frequency of ωM is added onto the bias voltage V0, giving an output voltage of
V(t)= V0+Acos(ωMt). (a.9)
The current-voltage characteristic I(V) of the tunneling junction is represented by its










where I(n) designates the nth derivative of the function I, and I(0) the function itself.
The higher powers of the cosine function can now be replaced by series in cosines of






















































Thus, the tunneling current in response to the modulated bias voltage consists of a
series of higher harmonics of the modulation, where Bk denotes the spectral intensity of
the kth harmonic. The Bk themselves are weighted sums of higher derivatives I(n), n≥k.
As an example, the lowest-order Bk are given by


















































The Bk in turn can be recovered as the in-phase signal X(kωM) of a lock-in demodulator
operating at a reference frequency that is the kth multiple of the modulation frequency,
ωR = kωM.
In the case of sufficiently small modulation amplitude A, the Bk can be approximated








making Bk roughly proportional to the kth derivative I(k). As mentioned above, due
to the finite bandwidth of a practical demodulator, X(kωM) will typically not be noise-
free. Since Ak appears in the denominator of the recovery formula (a.18), reducing the
modulation amplitude amplifies such unwanted noise. Hence, the choice of amplitude
involves a trade-off between noise and a systematic error.
In principle, it is possible to retrieve several spectral components in parallel from
a single modulated signal. A suitable linear combination of these can then eliminate
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the higher-order derivatives, up to any desired order [203]. For example, to recover
the first derivative, by calculating B1−3B3, the A3 term can be eliminated, as evident
from equations (a.15) and (a.17). However, if the summed components contain mutually
uncorrelated noise, this technique also results in additional noise in the recovered signal.
Modulation amplitude and broadening. In (a.13), the systematic error induced by
finite modulation amplitudes has been described in terms of higher-order derivatives of
I(V). As an alternative approach, the same phenomenon can be described directly in
the voltage domain [120], as a characteristic broadening of the acquisition of a specific
derivative I(k)(V).
As stated above, recovery of the kth derivative is done by demodulating with a
reference frequency of ωR := kωM, the kth multiple of the modulation frequency.


























































































Figure A.1 – Lock-in amplifier broaden-
ing functions Ξk,A(γ), while detecting the
first four derivatives, k = 1 . . .4, using a
modulation amplitude of A. These graphs
show the characteristic functions with
which the spectral features are convo-
luted during detection. The area below
each curve is, by definition, 1.








































where ∗ denotes the convolution operation,
[
















Thus, the measured signal is the convolution of the real kth derivative with a charac-
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Notably, eq. (a.33) simply describes the convolution of I′(V) with a half-ellipse function
of area 1. A graphical representation of the first four broadening functions is given in
fig. A.1.
A.4 Demodulation filter design
A digital filter operates on a series of input values xi, sampled at a uniform rate of one
value per sample period TS, with the highest index designating the most recent value.








The series of filter coefficients ak and bk describe the properties of the filter. For a
practical implementation, the calculation needs to be finished in a finite time, thus there
exists a number n such that for all k ≥ n, ak = bk = 0. In this case, the summation
must only be performed from 0 to n−1. The number n is called the number of taps of
the filter. If any of the ak are nonzero, it is called a recursive, or IIR (infinite impulse
response), filter. Otherwise, it is referred to as an FIR (finite impulse response) filter.
This nomenclature reflects that if a pulse, i.e., a series of numbers where xj ≠ 0 for a
single sample j and xi = 0 for all other i≠ j, is fed into an IIR filter, the output sequence
yi will never reach zero again for any finite i > j. Thus, its output will have a causal
relation to said pulse for an infinite time in the future. In contrast, the response of
an n-tap FIR filter to the same pulse will return to yi = 0 for all i≥n+ j, thus having
‘forgotten’ the pulse after the nth subsequent sample.
The properties of a digital filter are reflected in its transfer function, which is given







The EMA filter. The most computationally simple design for a recursive digital filter is
a first order, 2-tap design where b1 = 0 , i.e., a filter with the recursion
yi = b0xi−a1yi−1, (a.37)










































) Figure A.2 – Bode plot of filter
transfer functions. Comparison of
(a) power spectrum and (b) phase shift
of EMA and SMA filters, for filter pa-
rameters a, n corresponding to dif-
ferent time constants τ , according to
(a.51) and (a.53). ωS := 2π/TS desig-
nates the sample frequency. The SMA
filter has n2 zeroes, where the phase
jumps by π .
whose transfer function is
H(z)= b0
1−a1z−1 . (a.38)
To establish a DC gain of unity, the condition H(0) = 1 must be fulfilled. Under this
condition, a1 and b0 are no longer independent, and a single new parameter a :=−a1 =
1−b0 can be introduced, giving a filter equation of
yi = (1−a)xi+ayi−1. (a.39)
This system is called exponentially-weighted moving average (EMA) filter, or leaky
integrator. It functions as an integrator by accumulating the stream of incoming xi.
However, its total value is not completely retained, but for any a< 1, it ‘leaks’, as with
each new sample, it is diminished by a portion of 1−a of its total.
The transfer function of this filter can be written as
Ha(z)= (1−a) zz−a , (a.40)
and its power spectrum is
⏐⏐⏐Ha(ejω)⏐⏐⏐2 = (1−a)2
1+a2−2acosω . (a.41)
Bode plots of this power spectrum, and the phase shift of the filter, for different coeffi-
cients a are reproduced in fig. A.2. The roll-off, i.e., the decrease of transmitted signal
amplitude within the stopband, of this particular filter is 6 dB/octave, or proportional
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to f−1. This is the maximum attainable with a 2-tap recursive filter, but is usually not
sufficient for lock-in applications. To obtain a sharper roll-off, a number m of these
filters can be cascaded, by feeding the output of each filter stage into the input of
a subsequent stage. The transfer function of such a cascade of order m is given by
[H(z)]m, where H(z) denotes the transfer function of a single constituent filter stage.
The SMA filter. As stated above, an n-tap digital filter is called an incursive or FIR filter










FIR filters have a set of advantageous characteristics, such as numerical stability
(bounded input leading to bounded output) and the possibility of linear phase. How-
ever, as computational intensity and memory requirements of FIR filter algorithms
increase with the number of taps, they are generally unsuitable for real-time lowpass
filter applications with large time constants.
This shortcoming can be worked around by designing a filter where all coefficients
bk for 0≤ k <n are equal. Then, the condition of unity DC gain requires that H(0)= 1,





The output of this system is simply the moving, uniformly weighted average of the n
most recent input samples. Thus, it is called a simple moving average (SMA) filter, or,
due to the shape of its weighting function as it moves across the stream of input values,
a boxcar filter. This filter can be implemented with much less computational complexity.




Calculation of the power spectrum results in⏐⏐⏐Hn(ejω)⏐⏐⏐2 = 1n2 1− cosnω1− cosω , (a.46)
which, along with the phase response, is reproduced graphically in fig. A.2. As the filter










in the passband and, apart from phase jumps of π (i.e., sign inversions) that occur at
every zero of the transfer function, also beyond.
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Equivalent noise bandwidth. The equivalent noise bandwidth (ENBW) of a filter is
defined as the cut-off frequency fE of an hypothetical low-pass filter with perfectly
steep roll-off whose total transmitted power, integrated over the whole frequency range,
equals that of the described filter.
As a baseline reference, for an analog RC lowpass circuit with a time constant of
τ := RC and a transfer function of HRC
(
jω















In the case of digital filters, the integration only takes place up to the Nyquist frequency
ωS
2 = 14πTS . Any higher spectral components would be projected back into this frequency
range, unless eliminated beforehand by an anti-aliasing filter on the analog side. Then,






Use of a filter’s ENBW to estimate transmitted noise power requires that white noise, i.e.,
noise with a frequency independent power spectrum, is a reasonably good approximation
to the real input noise. In such a case, the ENBW can be used as a metric to compare
different filter designs, such as the aforementioned EMA and SMA filters. For the EMA







If a time constant τ is introduced by defining
τ := TS






















TS ⇒ n(τ)= 2τTS , (a.53)
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which is also equal to the RC reference. Thus, with the parameters introduced in
equations (a.51) and (a.53), respectively, the EMA and SMA filters have a matching
ENBW. If several filters with these parameters are cascaded, the resulting ENBW can be
calculated accordingly. The results are compiled in tables A.3 for the EMA filter, and A.4
for the SMA filter.
Note that different filter designs with a similar ENBW are comparable in performance
only if the unwanted noise is sufficiently white. In STS, the power density spectrum of the
current signal contains shot noise (due to statistical current fluctuations resulting from
charge quantization) and Johnson-Nyquist noise (due to thermal fluctuations), which are
both generally white. Additionally, the current may contain quasiperiodic components
from mechanical resonances of the system. The total signal is bandwidth-limited by the
cut-off frequency of the transimpedance amplifier.
The lock-in demodulation stage multiplies the input signal by the reference oscillation,
thereby shifting the frequency by ωR, prior to low-pass filtering. Thus, the output noise
results from the input noise frequency components in a narrow band around ωR. For
the ENBW to provide a useful metric of actual measurement noise, the power spectrum
must be sufficiently uniform in this frequency band. This is generally the case, provided
that there is no significant deviation from the white noise characteristic close to ωR.
The operator must ensure that no mechanical resonances or other sources of spectral
power are present in the frequency band. Note that for a narrow enough bandwidth, this
whiteness criterion is also sufficiently fulfilled beyond the cut-off frequency, due to the
way the upper and lower sidebands are mixed during demodulation.












































Table A.3 – EMA filter equivalent noise bandwidth for cascades of order m = 1 . . .4, as a
function of parameter a for finite sample rates TS, and in the limit for infinitely fine sample rate,
as a function of target time constant τ .
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Table A.4 – SMA filter equivalent noise bandwidth for cascades of order m = 1 . . .4, as a
function of number n of taps for finite sample rates TS, and in the limit for infinitely fine sample
rate, as a function of time constant τ .
A.5 Filter step response
A valuable quantity in assessing the properties of a linear system is its step response.
This is defined as the response of the system to a step-like input series of
xk =
{
0 for k < 0
1 for k≥ 0. (a.55)
The response of the system to an arbitrary input series can be determined by treating
each change of input value as a step, and summing up the respective step responses.
The step response of the EMA filter can be expressed as a continuous function
ζ˜1(a,k) :=
{
0 for k < 0
1−ak+1 for k≥ 0. (a.56)
For integer k, the sequence of values ζ˜1(a,k) is equal to the response yk of the discrete
filter to the step-like input series xk from equation (a.55). If the time constant τ := TS1−a














0 for t < 0
1− e−t/τ for t ≥ 0, (a.57)
a step response identical to that of a simple analog RC low-pass filter with time constant
τ . The step response functions for higher order cascades of EMA filters can be calculated
similarly. They are compiled in table A.5, and represented graphically in fig. A.7a,b.
The step response of an n-tap SMA filter can be described by the function
η˜1(n,k) :=
⎧⎪⎪⎨⎪⎪⎩
0 for k <−1
k+1
n for −1≤ k <n−1
1 for n−1≤ k,
(a.58)
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Table A.5 – EMA filter step response functions y˜a (t) for cascades of orders m= 1 . . .4. In the
limit of infinitely fine sample rate TS, if the parameter a is adjusted to maintain a constant τ = TS1−a ,
the step functions converge to the expressions on the right hand side. In practical STS lock-in
applications, where 1TS ≥ 200 kHz and τ ≥ 1 ms, they provide a good approximation to the filter
behavior.
such that the values of the function η˜1(n,k) for integer k match the filter output
sequence yk. With the time constant τ = n2TS from equation (a.53), this gives a fine













0 for t < 0
t
2τ for 0≤ t < 2τ
1 for 2τ ≤ t.
(a.59)
The step response functions for cascades of up to four SMA filters are compiled in
table A.6 and plotted in fig. A.7c,d.
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6τ ≤t < 8τ
Table A.6 – SMA filter step response functions for filter cascades of orders m = 1 . . .4, in
their piecewise representations. Only the functions in the limit of infinitely fine sample rate are
reproduced here, where the number of taps n is adjusted such that τ = n2TS remains constant.
For finite sample rates, the functions can also be expressed as piecewise polynomials, where the
coefficients of the bk are themselves replaced each by a polynomial of mth order in 1n .
A.6 Considerations in practice
When choosing a lock-in amplifier for STS, care must be taken to meet the specific
demands that the measurement setup places on the device. In particular, it should allow
fine-grained phase adjustment, a suitable range of time constants in the millisecond
range, and possibly demodulation on higher harmonics, e.g., for vibrational spectroscopy.
Also, as the bandwidth of the tunneling circuit is limited, so is the modulation frequency,
and a filter steeper than 6 dB is necessary to reject the 2f component.
In most STM control systems (including the SPM 1000 used in this work) all the
measurements for a point in a spectrum or scanline must be finished before the system
advances to the next point; Asynchronously scheduling an acquisition at a later time
is not possible. This means that in STS, the minimum dwell time tD per data point is
determined by the demodulation filter settle time tS plus any applicable processing
and refresh delays tP of the amplifier. The latter should be as small as possible. Long
pipeline delays and filters with large phase shifts are highly disadvantageous, since for









(a) EMA, τ∗ = τ (b) EMA, τ∗ = τE
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Figure A.7 – Filter step response plots for (a,b) EMA and (c,d) SMA filter cascades of order
m = 1 . . .4, with time constant τ∗ (fine sample rate limit). The SMA responses are piecewise
polynomials of order m and reach the target value after t = 2mτ∗. The EMA responses approach
the target value exponentially. The left-hand side shows constant τ∗ = τ, the right-hand side
shows constant ENBW, with τ∗ = τE chosen such that fE (τE)= (4τ)−1.
any chosen tD selected by the experimenter, they impose limits on time constant, and
thus, noise rejection.
Choice of roll-off and time constant. For a given filter type and cascading order m,
the filter settle time tS depends on the target ratio R, i.e., the percentage of the target
value that the step response is supposed to reach before acquisition, and, linearly, on the
time constant τ . For the latter, commercial lock-in amplifiers typically offer a selection
of fixed values. This, however, is mainly a choice of implementation and UI design on
the manufacturer’s part. For a given time constant, the settle times can be calculated
from the step responses given in tables A.5 and A.6. Example settle times for common
target ratios are given in tables A.8 and A.9. These allow several observations:
• While the step response curves in fig. A.7 solicit the assumption that the SMA
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Percentage of
target value
EMA settle time t/τ
Constant τ Constant ENBW
1− e−1 ≈ 63.2% 1.000 2.146 3.258 4.352 1.073 1.221 1.360
1− e−2 ≈ 86.5% 2.000 3.505 4.878 6.186 1.753 1.829 1.933
1− e−3 ≈ 95.0% 3.000 4.749 6.302 7.760 2.375 2.363 2.425
50.0% 0.693 1.678 2.674 3.672 0.839 1.002 1.148
90.0% 2.302 3.890 5.322 6.681 1.945 1.995 2.088
99.0% 4.605 6.638 8.406 10.05 3.319 3.152 3.139
99.9% 6.908 9.233 11.23 13.06 4.616 4.211 4.082
100.0% ∞
Order m 1 2 3 4 2 3 4





Table A.8 – EMA filter settle times, relative to the original time constant τ, for filter cascades
with modified time constant τ∗. Values shown for both constant ENBW (varying τ∗ with filter
order) and constant τ∗ = τ . For the former, shaded cells denote cases where the configuration
outperforms the corresponding SMA filter (table A.9). The stated times must elapse in order for
the filter step response to reach the percentage of the target output value given in the left-hand
column. The EMA filter output does not reach 100% of the target value after any finite time.
filter settle times are superior throughout, this is not generally the case when the
differing ENBW for filter cascades are taken into account. Then, the EMA filters are
more favorable for all but the largest target ratios.
• Higher order filters with steeper roll-off are better suited to reject the 2f modula-
tion component. One would expect this to be counterbalanced by a slower settle
time. This is indeed the case for the SMA filter. With the EMA filter, however, settle
times of different order cascades are competitive, with higher orders m strictly
superior for larger target ratios.
• As a consequence, the EMA filter should be preferred for most practical target
ratios R < 99%. Then, the highest order filter, m= 4, is a safe choice for R Ý 80%
that offers best 2f rejection, with comparable performance (within 10% of noise
reduction) to lower-order filters. If only an SMA filter is available, or an extreme
R ≈ 100% is desired, the lowest possible order with sufficient 2f rejection1 should
be chosen.
• Many lock-in amplifiers have a front panel bar graph for the output channel levels.
This may lead to a mistaken preference for high filter orders, as the flutter of
1By selecting a modulation frequency such that the filter averaging interval is an integer multiple of
the 2f period, perfect rejection is possible in principle, independent of filter order. Some commercial
lock-in amplifiers support such synchronous operation, including the models 7265 and SR830, but only at
frequencies (< 10 Hz and < 200 Hz, respectively) that are generally too low for use as an STS modulation
source.
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Percentage of
target value
SMA settle time t/τ
Constant τ Constant ENBW
1− e−1 ≈ 63.2% 1.264 2.284 3.357 4.404 1.523 1.846 2.111
1− e−2 ≈ 86.5% 1.729 2.959 4.134 5.303 1.973 2.274 2.542
1− e−3 ≈ 95.0% 1.900 3.369 4.663 5.909 2.246 2.565 2.832
50.0% 1.000 2.000 3.000 4.000 1.333 1.650 1.917
90.0% 1.800 3.106 4.313 5.506 2.070 2.372 2.640
99.0% 1.980 3.717 5.217 6.600 2.478 2.869 3.163
99.9% 1.998 3.911 5.637 7.213 2.607 3.100 3.458
100.0% 2.000 4.000 6.000 8.000 2.667 3.300 3.835
Order m 1 2 3 4 2 3 4





Table A.9 – SMA filter settle times, relative to the original time constant τ, for filter cascades
of order m, with modified time constant τ∗. Values shown for both constant ENBW (varying
τ∗ with filter order) and constant τ∗ = τ. For the former, shaded cells denote cases where the
configuration outperforms the corresponding EMA filter (table A.8). The stated times must elapse
in order for the filter step response to reach the percentage of the target output value given in
the left-hand column.
high-frequency noise components appears subjectively more striking than the
same power in low-frequency noise.
For the same dwell time, a lower R involves a higher time constant, which reduces
statistical noise, but lowers the rejection of transient pulses when advancing to the next
data point, and the influence of previous filter input values associated with previous
data points. The effect of latter on the spectrum can be modeled by sampling the pulse
response of the filter with a sample period of tD, and convolving an ideal spectrum or
linescan with this pulse response. The result is a smoothed curve with features shifted
toward the ramp direction. This may falsify the energy positions of spectral features
in STS. As a method to ascertain the extent of this effect, spectra or linescans can be
obtained pairwise, with ramps in either direction, comparing shapes and positions of
features.
Lock-in amplifier comparison. In the final section, two instruments are assessed for
their suitability in STS applications. These are the Model 72652 and the SR8303. Both
are dual-phase lock-in amplifiers that can generate and output a reference signal, have
selectable time constants and filter roll-offs between 6 and 24 dB, and can demodulate
to higher harmonics. For the test, the modulation signal is gated with an external low-
frequency square wave, and then fed into the respective input channels. The magnitude
2AMETEK Inc. (Signal Recovery), Oak Ridge, TN, USA
3Stanford Research Systems, Inc., Sunnyvale, CA, USA
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(c) 6 dB, 10 ms, superimposed
tP tR
2τ
(d) 6 dB, 10 ms, averaged
tP+ tR2
(a) 12 dB, 100 ms (b) 24 dB, 100 ms
Figure A.10 – Comparison of commercial lock-in amplifiers (annotated oscilloscope traces).
Response of models 7265 (purple) and SR830 (green) to a gated 10 kHz oscillator. Scope is
edge-triggered on gate signal (blue). Dashed lines show theoretical filter step responses given
in tables A.6 and A.5. (a,b) The higher-order demodulation filters in the devices (τ = 100 ms,
m = 2,4) match the step response curves of the model filters. (c) Two superimposed bursts,
τ = 10 ms, m = 1. Model 7265 demonstrates pipeline delay tP ≈ 7 ms and quantization noise
when output refresh (tR) and gate periods are incommensurate. (d) Averaging over a number of
bursts reduces this quantization noise.
output channels are displayed on an oscilloscope, triggered on the rising edge of the
gate signal. The obtained oscilloscope traces are reproduced in fig. A.10.
The top row of fig. A.10 shows measurements of the output signal with a time
constant of τ=100 ms, at an overview timescale, for different filter roll-offs. The dashed
lines show the expected step response functions for SMA and EMA filter cascades of the
same order. The good agreement indicates that the demodulators are characterized well
by the respective descriptions of the filters.
The bottom row shows close-up traces for the 6 dB filter, for a lower time constant of
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τ = 10 ms, more relevant to everyday STS applications. This establishes that the 7265’s
FIR filter indeed has equally-weighted coefficients. Fig. A.10c shows two superimposed
traces. The output of the SR830 shows an immediate reaction to the stimulus, at
an update rate of 256 kHz. In contrast, the 7265 exhibits a pipeline delay of tP ≈
7 ms. Also, it has an upper limit of 1
/
tR = 20 Hz for the update rate, which, when
incommensurate with the gate signal (or the dwell period in an actual STS experiment),
leads to quantization noise on the rising slope of the step response. Elimination of this
noise source requires a target ratio of R = 100%, and thus, a dwell time of tD ≥ tP+2mτ .
This results in a significant experimental slowdown for little gain; The pipeline delay
alone amounts to a 15 minute increase in acquisition time for a standard, 256× 256
pixel bidirectional dI/dV map. An alternative, fast signal path is available, with an
update rate of 166 kHz, but its filter is restricted to τ ≤ 640 µs and 6 dB roll-off, which
is insufficient to reject the 2f response.
This illustrates that in STS applications, fast reaction times are a necessity for a
lock-in amplifier, whether commercial or home-built. While the 7265 is undoubtedly an
excellent device for many applications, even a few milliseconds of pipeline delay, not
readily apparent from the specification sheet, prove very inconvenient in STS.
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The Imaginary Time Propagation method
The calculation of eigenfunctions and eigenenergies for a particular Hamiltonian is a
cornerstone of numerical quantum mechanics, and has been approached by a variety of
methods. For this work, the imaginary time propagation (ITP) technique [153] to first
order on a finite grid was used. This method is easy to implement, sufficiently fast for
the size of the systems considered, and largely devoid of implementational pitfalls.
B.1 Basic principle
In the waveguide problem, the stationary Schrödinger equation is Laplace’s equation
with Dirichlet boundary conditions defining the allowed region for the wavefunctions.
The ITP method has previously been used to calculate the eigenspectrum of a hexagonal
waveguide to high precision [114], and those results, and the closed-form solutions, can
serve to verify the implementation.























)= Ejψ(r⃗ ,0), (b.2)












Hˆ is a Hermitean operator, hence its eigenvalues are real numbers, and the eigenfunctions
can also be expressed as real-valued functions that form a basis of the underlying Hilbert
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combination of eigenstates reduces each component by a factor that depends exponen-
tially on its eigenenergy, attenuating high-energy states more than low-energy states.








r⃗ ,−iτ)⏐⏐ψ(r⃗ ,−iτ)⏐⏐ . (b.7)
In the limit τ→∞, if the lowest-eigenenergy state ψℓ, for which aℓ ̸=0, is non-degenerate,









)= aℓ⏐⏐aℓ⏐⏐ψℓ(r⃗ ,0) with ℓ such that Eℓ =minj
{
Ej
⏐⏐⏐aj ̸= 0}. (b.8)
















Hence, if the initial state is setup properly (a0 ̸= 0), taking this limit yields the ground
state ψ0 of the system. The next state (and higher states) can iteratively be obtained by
using an initial state that has the ground state (and all other lower eigenstates) removed,







Finite differences and finite grid. For a practical implementation of this method, the
region of interest is overlaid by a regular grid on which the wavefunction is sampled. The
calculation takes place on the finite number of grid points within the region, while points
outside the region are treated implicitly, according to the boundary conditions. As an
exponentiated Hamiltonian, the ITP operator contains higher derivatives to arbitrary
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Evidently, with increasing m, the square-bracketed prefactors in (b.12) diverge for all
terms where τEj > 2ℏ, i.e., never for any τ > 0 when the spectrum is unbounded.
On a finite grid, however, the spectrum is bounded and likewise, an upper bound Emax
exists for the eigenenergies. The prefactors converge for τ < 2ℏ
/
Emax , if (b.12) is taken





provides fastest convergence for the ℓth eigenfunction, but this value
depends on the eigenspectrum and is not known a priori. τ Ü ℏ/Emax is a conservative
choice1 that is valid for all eigenfunctions [114]. Choosing a lower τ impacts convergence
speed, but not the validity of the method.
B.2 Implementation
The procedure is implemented as a computer program, written in C99 and OpenCL
C, that sets up the initial state, performs the time propagation, normalization, and
orthogonalization procedures, and monitors the eigenvalues for convergence. The
implementation natively supports a square grid, on which the wavefunctions are sampled.
A hexagonal grid is emulated by the square grid, using a linear transformation of
coordinates as shown in fig. B.1.
Eigenfunctions are iteratively calculated in order of increasing energy (unless slow
convergence is detected, see below), starting from the ground state. The wavefunction
array is initially seeded with pseudorandom noise within the region. Along the pixels
forming the region boundary, Dirichlet boundary conditions are enforced by pinning the
respective wavefunction values to zero.
Numerical differentiation for the Hamiltonian is performed by the discrete Laplacian
stencils (b.18) and (b.21). The inner product integral is implemented by the composite
Newton-Cotes formulae in table B.2. When a double buffer is used for the candidate
waveform, the procedure is inherently vectorizable, and maps well to GPGPU stream
processing. It is only required to implement two kernels on the stream processing device,
which are given in pseudocode below. The kernel
K_ITS := function ( W0, &W1, &e, &n, dt )




quickly diverges toward the maximum state.
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Figure B.1 – Representation of a hexagonal region of edge length 4 (left) as a region-of-interest
within a 9× 9 square grid (right), occupying Ý 75% of grid points. Light gray grid points fall
outside of the region.
W1 := n*W0 - dt * H(n*W0) ;
e := < H(n*W0) | n*W0 > ;
n := < W1 | W1 > ;
end
normalizes a given waveform using a precalculated factor, performs the imaginary time
step, and calculates the eigenvalue and a factor for subsequent normalization. The
kernel
K_GSO := function ( &W0, W1, W2, &m )
W0 := W0 - m*W1 ;
m := < W2 | W0 > ;
end
serves as the building block for Gram–Schmidt orthogonalization. Other required
housekeeping operations, such as copying, scaling and adding candidate waveforms, can
also be performed by these two kernels, with suitable arguments specified.
Performance of the method is increased by several considerations. Formally, the
orthogonalization needs to be done only once, for the initial state. In practice, eliminated
wavefunctions tend to re-emerge from the quantization noise and then continue to be
amplified every step, relative to the target wavefunction. Hence, the wavefunction needs
to be re-orthogonalized after a certain number of steps. Similarly, normalization only
needs to be done every couple of steps, before a loss of precision due to floating point
underflow takes place.
The speed at which the process converges to a given eigenfunction is determined
by the initial candidate function and the energetic distance of the next highest eigen-
functions. In the case of near-degenerate eigenfunctions2, while a rough upper bound
for the eigenenergy is obtained quickly, optimal unmixing of the near-degenerate states
2Due to the slight numerical inaccuracies that are intrinsic to calculations on a finite grid, this may also
apply to actual incidental degeneracies. Rotational degeneracies sharing the grid symmetry are unaffected.
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may take a prohibitively large number of iterations. This problem can be addressed by
inserting an interlude of backtracking and mixing partially converged states, as follows:
An upper limit is placed on the maximum number of iterations permitted for each
eigenstate. If for a state ψk, this limit is reached prior to convergence, it is marked as
partially converged, and calculation proceeds regardless for the next few eigenstates
(using the partially converged state in the Gram-Schmidt procedure). After that, the
partially converged state ψk is linearly combined with these next higher states, with
coefficients chosen by nonlinear optimization to minimize its eigenenergy. After this,
the ITP procedure continues to refine the new ψk.
B.3 The discrete Laplacian
Square grid. The Laplacian of a 2-dimensional function f whose values are known on
an evenly-spaced square grid can be approximated by discrete sums, the most basic and





This prescription, and others, are obtained by proposing a suitable ansatz, replacing f by
its Taylor expansion on both sides, and then, starting from the lowest order, comparing
coefficients. An alternative visual representation is in the form of a two-dimensional







To obtain the approximate Laplacian, the two-dimensional convolution with this stencil
is calculated. The order to which such an approximation is exact can also be obtained





























































































For any γ, the convex combination (1−γ)∆5+γ∆× of these is also usable. Choosing




































































This property is convenient for solving Poisson’s equation, where these terms vanish
by definition, but also for the imaginary time step technique. For pure eigenstates fj ,











During the iteration, this results in a deviation of the effective time step size, without
disturbing the result once convergence is ensured. In the end, the determined eigenen-
ergies are off by the same known factor. This can easily be corrected, increasing the
accuracy by two orders.
Hexagonal grid. Calculations can also be done on a evenly spaced hexagonal grid, with
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Higher orders. In principle, larger stencils can be designed for any desired order, but
with the higher number of grid points involved, handling points near the boundaries
becomes increasingly awkward. Some additional stencils of same or higher accuracy are
given below. Operating on the square grid, these are ∆9W (the wide 9-point variant con-
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To calculate the inner product of two waveforms, an integration across the bounded
region must be performed. Naïvely, this can be done by simply summing up the function
values across all enclosed grid points. Higher order integration methods may offer better
results.
For one-dimensional integrands that are known on N evenly-spaced grid points








The weights can be obtained by symbolic Taylor expansion of the integrand. Sets of
coefficients can be constructed that accurately deal with polynomials up to order N −1.
For non-polynomial integrands, however, higher order does not necessarily mean higher
accuracy.
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≥ 10 95288 317240 2330 793720 157160 ∗ 157160 793720 2330 317240 95288
Table B.2 – Newton–Cotes coefficients for 3rd and 5th order target accuracy for integrating
a function known at N evenly-spaced points. Common names for the rules from established
literature are given, where applicable. The asterisk (∗) denotes a run of consecutive weights of 1.
For a given maximum order, the integrand can be approximated by a piecewise
polynomial. For any number of grid points, the weights employed are given in table B.2.
Where applicable, the rules’ common names are noted. The coefficients are designed to
be accurate to the desired order (given sufficient grid points), while deviating from 1 only
close to the boundaries. This is in contrast to, e.g., the extended Simpson’s rule, whose
weights oscillate throughout. Two-dimensional quadrature can in principle be done
by tiling the region with bivariate polynomial approximants, and then deriving proper
weights from those. However, the treatment of tiles containing boundary points becomes
a big issue, with each local geometry requiring a custom set of coefficients. If both
the integrand and the shape of the region are reasonably well-behaved, a workaround
involves iterative integration. Each grid row is integrated first, where contiguous runs of
interior points are treated with the Newton–Cotes coefficients given above. Then, these
row integrals are similarly accumulated.
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